Tender for selection of agency for interior works and operations & maintenance including development, supply, procurement,

integration, execution , operation & maintenance of soft content, exhibits, installations, lighting and digital equipment

at Smritivan Memorial Museum at Bhuj, Kutch, Gujarat, India

SMRITIVAN MEMORIAL MUSEUM INTERIOR EXECUTION BILL OF QUANTITY - PART 1
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NOTES
GST exclusive as applicable
2 Water & electricity required for execution will be charged by GSDMA to the vendor at the billing rates for actual consumption which will be recorded through a sub-meter.
3 Cost of Site office & store to be included in the Quote. Only the place will be provided by GSDMA
4 All the rates should be quoted inclusive of all necessary hardware or software required for best practices to make the item functional and give the desired effect as per the concept/design .
5 All the necessary MEP/ minor adjustments/ Civil cost be considered by the contractor towards the item to make it fuctional as per the concept /design.
6 The quantities on paper and site may vary. There can be a variation upwards or downwards as per actuals. Contractor to evaluate their own quantities considering on-site and drawing differences.
7 Any changes due to site conditions will be adjusted by the contractor himself. The contractor is adviced to do complete site visit prior to filling this tender.
8 Electrical High Side , UPS backup & Servo load is not considered in the BOQ . This scope is not included in this tender.
9
Defect Laibility Perior of 1 year to be considered by the contractor. After the handover/inaugration of the job.
10 | All the neccessary warranty & guarantee to be provided by the contractor to GSDMA
11 | server Space will be provided by GSDMA all the necessary Racks, Rasied Floor, Cable trays , wires & cables, Projector stands, LAN works etc to be considered in the individual cost of respective digital equipment by the
contrcator
All the specifications, technology & model numbers for equipments considered as per the design may vary as per actual site requirement and time of execution. Any change should be done only to follow the best practice for
12 | the desired effect as per design. This should be duly agreed by GSDMA/design Consultant & at no extra cost to the contractor.
13
The Contractor must visit the site before quoting to understand the complete site conditions in sync with the design, BOQ and actual work possiblities
14
All fixtures & fittings to be of good quality make with best workmenship to be considered
15
All the Raw material wastages to be considered in the cost by the contractor nothing will be paid against the same.
16
All the installations, interior fittings, equipments & sculptures should be structurally and functionally stable and contractor is liable for the same.
17 Any deviations in BOQ ,Tender drawings or actual on site work if the original design is not changed by GSDMA , contractor will be held responsible. Contractor needs understand the complete scope of work before quoting the
rates.
Work to be carried out in coorditation with the Civil, Services & other contractors as per GSDMA. Also due consideration need to be taken by the contractor for fire safety norms with the on site contractor and the project
18 | architect.
19 | Payment terms will be as per the GSDMA guidelines.
20
All necessary Shop Drawings to be prepared by the contractor and vetted by GSDMA/Design consultant.
21
All the soft content should be developed in appropriate resolution depending on the output size as per the design.
22
Stage wise approval to be taken by GSDMA/Design consultant for all soft content development.
23 | All content to be tested onsite for best impact before final handover.
GSDMA Page | 2



Tender for selection of agency for interior works and operations & maintenance including development, supply, procurement,

integration, execution , operation & maintenance of soft content, exhibits, installations, lighting and digital equipment

at Smritivan Memorial Museum at Bhuj, Kutch, Gujarat, India

O]

GSDMA

24 | Il copyrights of the final product (including all items that are part of this tender) remains with GSDMA. All rights should be taken from respective agencies for the content being purchased/ procurred for the museum in the
name of GSDMA
25
Audio equipments should not create reverbration/echo in the experience museum galleries.
26
All necessary acoustics to be considered for ambient sound experience in the museum galleries
27 | All Led and light fixtures to be considered should have shelf life of 5 to 7 years
28 | All driver cost to be included with LED Cost
29
All necessary acoustics to be considered for ambient sound experience in the museum galleries
30
All detail content identification and creation, on basis of reference content provided by design consultant to be done by the vendor .
31
Detail research & related 2D & 3D drawings to be done by vendor for creating exact replica's and models cost to be included while quoting.
32
All the casting in Terrazo shall only be done using stone chips of khavada stone, used in existing architectural scheme.
33
Provision for openable shutters to be considered as per requirement of the installation for its operation and maintainence.
33 | Tender presentation to be referred along with the BOQ while quoting for complete understanding of scope of work and design to be executed.
34 In this museum , each block and each gallery has a different default theme. The partions are located in between various galleries in each blocks and are part of the museum scenography. The partions contribute to the gallery
by displaying info graphics and objects on them. These partion are further treated with vinyl/glass/cloth art work to become the part of museum scenograpgic.
35 | Specialized artist/sculpturist on board for various installations to take necessary prior approvals from museum design consultant before execution.
36 | Relevant Data expert to be brought on board as required for each installations and soft content. The cost of this to be included in the total cost quoted.
37 | All the projector housing to be made in MS / corian as per approval
38 | Incase of any change in size , during execution of an item, cost will be adjusted on prorata basis after prior approval from GSDMA.
39
The vendor is responsible to coordinate all the soft content with the considered digital equipement and other equipement, like specialized lighting, mechanical triggers etc wherever applicable for best results. The vendor
should test all the digital equipment with sample audio video content on site before purchasing the equipment.
40
All digital and other equipement should be made for commercial purposes and suitable to operate for long hours of workability - Average 9 hr/day
41
Cost of scriptwriting for all items of Segment B to be included in the rate quoted per item. Conceptual framework will be provided by the museum design consultant
42
GIGW guidlines to be followed by bidder while designing of web portal. STQC certification to be submitted by bidder.
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SMRITIVAN MEMORIAL MUSEUM INTERIOR EXECUTION BILL OF QUANTITY - PART 1

BILL OF QUANTITY_ SEGMENT A

No

Item

Item Description

Quanti
ty

Size

Pric

Amou
nt

Referen
ce
Drawin

g
Number

Al MUSEUM INTERIORS FINISHES

PARTITIONS, FINISHES & PANELLING

1.0

Wooden Partition - 75mm
(Gl Framing with ply on both Sides)

Providing and fixing 75 mm overall thickness partition up to ceiling height consisting of G.I. frame
with top cover of 12 mm commercial ply conforming to BWR grade of Greenply/Century ply or
similar makes on both side with edge profiles, including providing and fixing of frame work made of
special section power pressed/ roll form G.I. sheet with zinc coating of 120 gms/sgm(both side
inclusive), consisting of floor and ceiling channel 50mm wide having equal flanges of 32 mm and
0.50 mm thick, fixed to the floor and ceiling at the spacing of 610 mm centre to centre with dash
fastener of 12.5 mm diametermeter 50 mm length or suitable anchor fastener or metal screws with
nylon plugs and the studs 48 mm wide having one flange of 34 mm and other flange 36 mm and 0.50
mm thick fixed vertically within flanges of floor and ceiling channel and placed at a spacing of 610
mm centre to centre by 6 mm diameterbolts and nuts, including fixing of studs along both ends of
partition fixed flush to wall with suitable anchor fastener or metal screws with nylon plugs at spacing
of 450 mm centre to centre, and fixing of boards to both side of frame work by 25 mm long dry wall
screws on studs, floor and or ceiling channels at the spacing of 300 mm centre to centre. The boards
are to be fixed to the frame work with joints staggered to avoid through cracks, Galvanised M.S.
fixing channel of 99 mm width (0.9 mm thick having two flanges of 9.5 mm each with zinc coating of
120 gms/sqm(both side inclusive)) to be provided at the horizontal joints of two boards, fixed to the
studs using metal to metal flat head screws, including jointing and finishing to a flush finish with
recommended jointing. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional.

Sgm

189.73
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2.0

Wooden Partition - 150mm
(Gl Framing with ply on both Sides)

Providing and fixing 150 mm overall thickness partition up to ceiling height consisting of G.I. frame
with top cover of 12 mm commercial ply conforming to BWR grade of Greenply/Century ply or
similar makes on both side with edge profiles, including providing and fixing of frame work made of
special section power pressed/ roll form G.I. sheet with zinc coating of 120 gms/sgm(both side
inclusive), consisting of floor and ceiling channel 50mm wide having equal flanges of 32 mm and
0.50 mm thick, fixed to the floor and ceiling at the spacing of 610 mm centre to centre with dash
fastener of 12.5 mm diametermeter 50 mm length or suitable anchor fastener or metal screws with
nylon plugs and the studs 48 mm wide having one flange of 34 mm and other flange 36 mm and 0.50
mm thick fixed vertically within flanges of floor and ceiling channel and placed at a spacing of 610
mm centre to centre by 6 mm diameterbolts and nuts, including fixing of studs along both ends of
partition fixed flush to wall with suitable anchor fastener or metal screws with nylon plugs at spacing
of 450 mm centre to centre, and fixing of boards to both side of frame work by 25 mm long dry wall
screws on studs, floor and or ceiling channels at the spacing of 300 mm centre to centre. The boards
are to be fixed to the frame work with joints staggered to avoid through cracks, Galvanised M.S.
fixing channel of 99 mm width (0.9 mm thick having two flanges of 9.5 mm each with zinc coating of
120 gms/sqm(both side inclusive)) to be provided at the horizontal joints of two boards, fixed to the
studs using metal to metal flat head screws, including jointing and finishing to a flush finish with
recommended jointing. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional.

Sgm

186.31

3.0

Wooden Partition - 300mm
(Gl Framing with ply on both Sides)

Providing and fixing 300 mm overall thickness partition up to ceiling height consisting of G.I. frame
with top cover of 12 mm commercial ply conforming to BWR grade of Greenply/Century ply or
similar makes on both side with edge profiles, including providing and fixing of frame work made of
special section power pressed/ roll form G.I. sheet with zinc coating of 120 gms/sgm(both side
inclusive), consisting of floor and ceiling channel 50mm wide having equal flanges of 32 mm and
0.50 mm thick, fixed to the floor and ceiling at the spacing of 610 mm centre to centre with dash
fastener of 12.5 mm diametermeter 50 mm length or suitable anchor fastener or metal screws with
nylon plugs and the studs 48 mm wide having one flange of 34 mm and other flange 36 mm and 0.50
mm thick fixed vertically within flanges of floor and ceiling channel and placed at a spacing of 610
mm centre to centre by 6 mm diameterbolts and nuts, including fixing of studs along both ends of
partition fixed flush to wall with suitable anchor fastener or metal screws with nylon plugs at spacing
of 450 mm centre to centre, and fixing of boards to both side of frame work by 25 mm long dry wall
screws on studs, floor and or ceiling channels at the spacing of 300 mm centre to centre. The boards
are to be fixed to the frame work with joints staggered to avoid through cracks, Galvanised M.S.
fixing channel of 99 mm width (0.9 mm thick having two flanges of 9.5 mm each with zinc coating of
120 gms/sqm(both side inclusive)) to be provided at the horizontal joints of two boards, fixed to the
studs using metal to metal flat head screws, including jointing and finishing to a flush finish with
recommended jointing. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional.

Sgm

159.73
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4.0

Curved Wooden Partition - 150mm(Gl
Framing with ply on both Sides)

Providing and fixing 150 mm overall thickness partition up to ceiling height consisting of G.I. frame
with top cover of 12 mm Flexible ply conforming to BWR grade of Greenply/Duroply/Century ply or
similar makes on both side having bend radius as little as 100mm, ideal for tight radius work with
edge profiles, including providing and fixing of frame work made of special section power pressed/
roll form G.I. sheet with zinc coating of 120 gms/sqm(both side inclusive), consisting of floor and
ceiling channel 50mm wide having equal flanges of 32 mm and 0.50 mm thick, fixed to the floor and
ceiling at the spacing of 610 mm centre to centre with dash fastener of 12.5 mm diametermeter 50
mm length or suitable anchor fastener or metal screws with nylon plugs and the studs 48 mm wide
having one flange of 34 mm and other flange 36 mm and 0.50 mm thick fixed vertically within
flanges of floor and ceiling channel and placed at a spacing of 610 mm centre to centre by 6 mm
diameterbolts and nuts, including fixing of studs along both ends of partition fixed flush to wall with
suitable anchor fastener or metal screws with nylon plugs at spacing of 450 mm centre to centre,
and fixing of boards to both side of frame work by 25 mm long dry wall screws on studs, floor and or
ceiling channels at the spacing of 300 mm centre to centre. The boards are to be fixed to the frame
work with joints staggered to avoid through cracks, Galvanised M.S. fixing channel of 99 mm width
(0.9 mm thick having two flanges of 9.5 mm each with zinc coating of 120 gms/sgm(both side
inclusive)) to be provided at the horizontal joints of two boards, fixed to the studs using metal to
metal flat head screws, including jointing and finishing to a flush finish with recommended jointing.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional.

Sgm

150.00

5.0

Wooden Panelling
(Wooden Framing with ply on Single
Side)

Providing and fixing of 75 mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways and top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc. The wooden
section to be coated with anti termite coat and wooden battens used should be good quality wood.
The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing arrangements and
screws, including drilling necessary holes for rawl plugs etc. and primer coat on unexposed surface
complete. Cost of primer base on base to be considered. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional.

Sgm

551.41

6.0

Wooden Partition with Acoustical
Insulation - 75mm

Providing and fixing 75 mm overall thickness partition up to ceiling height consisting of G.I. frame
with top cover of HDWR / HDMR conforming to BWR grade on both side with edge profiles,
including providing and fixing of frame work made of special section power pressed/ roll form G.1.
sheet Specs with infilling of Acoustical 50mm thk insulation within the Frame structure,
formaldehyde free, fire retardant. Make Sipla/ UP Twiga/ Orwens Corning / Equivalent - Installed
with MS wire mesh. Installation complete with all necessary Hardware. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional.

Sgm

82.88

7.0

Wooden Partition with Acoustical
Insulation - 150mm

Providing and fixing 150 mm overall thickness partition up to ceiling height consisting of G.I. frame
with top cover of HDWR / HDMR conforming to BWR grade on both side with edge profiles,
including providing and fixing of frame work made of special section power pressed/ roll form G.1.
sheet Specs with infilling of Acoustical 100mm thk insulation within the Frame structure,
formaldehyde free, fire retardant. Make Sipla/ UP Twiga/ Orwens Corning / Equivalent - Installed
with MS wire mesh. Installation complete with all necessary Hardware. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional.

Sgm

137.02
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8.0

Wooden Partition with Acoustical
Insulation - 300mm

Providing and fixing 300 mm overall thickness partition up to ceiling height consisting of G.I. frame
with top cover of HDWR / HDMR conforming to BWR grade on both side with edge profiles,
including providing and fixing of frame work made of special section power pressed/ roll form G.1.
sheet Specs with infilling of Acoustical 200mm thk insulation within the Frame structure,
formaldehyde free, fire retardant. Make Sipla/ UP Twiga/ Orwens Corning / Equivalent - Installed
with MS wire mesh. Installation complete with all necessary Hardware. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional.

Sgm

98.35

9.0

Curved Wooden Partition - 150mm
with Acoustical Insulation

Providing and fixing 150 mm overall thickness partition up to ceiling height consisting of G.I. frame
with top cover of 12 mm Flexible ply conforming to BWR grade of Greenply/Duroply/Century ply or
similar makes on both side having bend radius as little as 100mm, ideal for tight radius work with
edge profiles, including providing and fixing of frame work made of special section power pressed/
roll form G.I. sheet with zinc coating of 120 gms/sqm(both side inclusive), consisting of floor and
ceiling channel 50mm wide having equal flanges of 32 mm and 0.50 mm thick, fixed to the floor and
ceiling at the spacing of 610 mm centre to centre with dash fastener of 12.5 mm diametermeter 50
mm length or suitable anchor fastener or metal screws with nylon plugs and the studs 48 mm wide
having one flange of 34 mm and other flange 36 mm and 0.50 mm thick fixed vertically within
flanges of floor and ceiling channel and placed at a spacing of 610 mm centre to centre by 6 mm
diameterbolts and nuts, including fixing of studs along both ends of partition fixed flush to wall with
suitable anchor fastener or metal screws with nylon plugs at spacing of 450 mm centre to centre,
and fixing of boards to both side of frame work by 25 mm long dry wall screws on studs, floor and or
ceiling channels at the spacing of 300 mm centre to centre. The boards are to be fixed to the frame
work with joints staggered to avoid through cracks, Galvanised M.S. fixing channel of 99 mm width
(0.9 mm thick having two flanges of 9.5 mm each with zinc coating of 120 gms/sgm(both side
inclusive)) to be provided at the horizontal joints of two boards, fixed to the studs using metal to
metal flat head screws, with infilling of Acoustical 100mm thk insulation within the Frame structure,
formaldehyde free, fire retardant. Make Sipla/ UP Twiga/ Orwens Corning / Equivalent - Installed
with MS wire mesh. Installation complete with all necessary Hardware. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional.

Sgm

198.00

10.0

Aluminium Skirting

Providing and fixing of Aluminium Screw-On Skirting made in anodized aluminium, minimalist
skirting, allowing to create an elegant and refined wall-to-floor connection. Equipped with a
projecting tab, skirting board guarantees excellent coverage in the perimeter area, meeting the
technical requirements of floating floors and concealing minimum perimeter expansion spaces.
Height : - 75 mm, Colour - as per desired colour. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional

Rm

397.00

11.0

Aluminium Corner Guard

Providing and fixing of Aluminium Screw-On Skirting made in anodized aluminium, Wings are
tapered at the edge for excellent finish. Sleek and stylish appearance. Width: 14/12mm wing size.
Colour - as per desired colour. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional.

Rm

221.00
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12.0

Cement Board Partitions (With MS
Frame)

Providing and Fixing of 150mm overall thickness partition using 18mm multipurpose cement bonded
wood particle board manufactured as per IS: 14276 with suitable cement bonded board screws on
both sides of the fixed frame work for partitions/ wall lining etc. made of 50x50x1.6 mm hollow MS
tube, placed along the walls, ceiling and floor in a grid pattern with spacing @ 60 cm centre to
centre both ways (vertically & horizontally) or at required spacing near opening, with necessary
welding at junctions and fixing the frame to wall/ ceiling/ floors with steel dash fasteners of 8 mm
dia, 75 mm long bolt, including making provision for opening for doors, windows, electrical conduits,
switch boards etc., including providing with two coats of approved steel primer etc. complete, all as
per direction of Engineer-in-charge. Cement board to be top coated with concrete render (made up
of three main components — lime, sand and cement), to give it a smooth concrete finish. Inclusive of
all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism
required to make it functional.

Sgm

51.00

13.0

Terracota wall partition (Gl frame
with Terracotta Finish Mud Plaster)

Providing and fixing 150 mm overall thickness partition up to ceiling height consisting of G.I. frame
and top cover of wire mesh gauge on both sides to be finished on top surface with mud plaster
giving look and feel of Terracotta Plaster with appropriate paint to give final finish, including
providing and fixing of frame work made of special section power pressed/ roll form G.l. sheet with
zinc coating of 120 gms/sgm(both side inclusive), consisting of floor and ceiling channel 50mm wide
having equal flanges of 32 mm and 0.50 mm thick, fixed to the floor and ceiling at the spacing of 610
mm centre to centre with dash fastener of 12.5 mm diametermeter 50 mm length or suitable anchor
fastener or metal screws with nylon plugs and the studs 48 mm wide having one flange of 34 mm
and other flange 36 mm and 0.50 mm thick fixed vertically within flanges of floor and ceiling channel
and placed at a spacing of 610 mm centre to centre by 6 mm diameterbolts and nuts, including fixing
of studs along both ends of partition fixed flush to wall with suitable anchor fastener or metal
screws with nylon plugs at spacing of 450 mm centre to centre, and fixing of boards to both side of
frame work by 25 mm long dry wall screws on studs, floor and ceiling channels at the spacing of 300
mm centre to centre. The boards are to be fixed to the frame work with joints staggered to avoid
through cracks, Galvanised M.S. fixing channel of 99 mm width (0.9 mm thick having two flanges of
9.5 mm each with zinc coating of 120 gms/sqm(both side inclusive)) to be provided at the horizontal
joints of two boards, fixed to the studs using metal to metal flat head screws, including jointing and
finishing to a flush finish with recommended jointing compound, jointing tape, angle beads at
corners (25 mm x 25mm x 0.5 mm), joint finisher and two coats of primer suitable for board as per
manufacture's specification and direction of engineer in charge all complete. The terracotta plaster
finish to have gerua colour in final finish and the plaster should have minimum / light cracks, with
rough texture. Refer image in tender presentation for sample finish required.

Sgm

96.14

GSDMA
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14.0

Terracotta wall panelling (Gl frame
with Terracotta Finish Mud Plaster)

Providing and fixing 150 mm overall thickness partition up to ceiling height consisting of G.I. frame
and top cover of wire mesh gauge on both sides to be finished on top surface with mud plaster
giving look and feel of Terracotta Plaster with appropriate paint to give final finish, including
providing and fixing of frame work made of special section power pressed/ roll form G.l. sheet with
zinc coating of 120 gms/sgm(both side inclusive), consisting of floor and ceiling channel 50mm wide
having equal flanges of 32 mm and 0.50 mm thick, fixed to the wall/floor/and ceiling as at the
spacing of 610 mm centre to centre with dash fastener of 12.5 mm diametermeter 50 mm length or
suitable anchor fastener or metal screws with nylon plugs and the studs 48 mm wide having one
flange of 34 mm and other flange 36 mm and 0.50 mm thick fixed vertically within flanges of floor
and ceiling channel and placed at a spacing of 610 mm centre to centre by 6 mm diameterbolts and
nuts, including fixing of studs along both ends of partition fixed flush to wall with suitable anchor
fastener or metal screws with nylon plugs at spacing of 450 mm centre to centre, and fixing of
boards to both side of frame work by 25 mm long dry wall screws on studs, floor and ceiling
channels at the spacing of 300 mm centre to centre. The boards are to be fixed to the frame work
with joints staggered to avoid through cracks, Galvanised M.S. fixing channel of 99 mm width (0.9
mm thick having two flanges of 9.5 mm each with zinc coating of 120 gms/sgm(both side inclusive))
to be provided at the horizontal joints of two boards, fixed to the studs using metal to metal flat
head screws, including jointing and finishing to a flush finish with recommended jointing compound,
jointing tape, angle beads at corners (25 mm x 25mm x 0.5 mm), joint finisher and two coats of
primer suitable for board as per manufacture's specification and direction of engineer in charge all
complete.The terracotta plaster finish to have gerua colour in final finish and the plaster should have
minimum / light cracks, with rough texture. Refer image in tender presentation for sample finish
required.

Sgm

44.20

15.0

SS Railing

Providing and fixing stainless steel ( Grade 304) 900mm high railing and stainless steel handrail
(Grade 304) pipe of 50 mm diameterand 1.6mm thickness, polished with automatic round polishing
machine, as per drawing made of Hollow tubes, channels, plates etc., including welding, grinding,
buffing, polishing and making curvature (wherever required) and fitting the same in floor cut grout
with necessary stainless steel Aluminium -U- channel of 4-5 mm thickness and appropriate depth
and width to hold the weight of 900mm high 12mm thk toughened glass, with nuts and bolts
complete, i/c fixing the railing with necessary accessories. Hand rail to be mounted with the help
solid neck support on glass, as per approved design at 900mm etc, or actual division as per side
conditions, fitted with four no's, solid glass connectors for holding the infill glass of 12mm, thick
toughened and laminated, glass connector to be fitted with handrail with the help of stainless
steel screw overall mounted on SS 304 grade solid base plate 100mm x 100mm with the help of
dash fasteners Hilti/Fischer make. (Note cost of glass, not to be considered, only cost of railing,
handrail, balusters and fixtures should be considered)

rm

320.45

16.0

SS Railing Glass

Providing and fixing of 12mm thick toughened glass, of height 900 mm , divided into divisions of
1200 mm or equal divisons as per site conditions.

Sgm

288.46

Corten Steel wall panelling

Providing and fixing of wall panelling up to ceiling height consisting of Steel / Metal frame work for

Sgm

RO

17.0 support finished on top surface with 4mm thk corten steel sheet with CNC cut Artwork in 50% of
the area on which paneling is done and backed with 25mm thk Khavada stone backing . Iltem Rate
to include jointing and finishing of corten steel and Khavada stone to a flush finish with
recommended framework/dry cladding system / clamping system all complete. Maximum Height
Upto :4500mm. Rate to include framework/dry cladding system / clamping system required for
paneling of both stone and corten steel paneling on concrete wall surface.
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18.0

Applique Fabric Panelling with
cushioning on one side

Providing and fixing of 75 mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be good
quality wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing
arrangements and screws, including drilling necessary holes for rawl plugs etc. and primer coat on
unexposed surface complete. Cost of primer base on base to be considered. The wooden panel will
have 1" cushioning on top that will be finished on top with stain free custom made fabric skin, the
fabric should be resistant to wear and tear, made of polyester/cotton. Fabric to be embroidered in
using applique technique as approved by museum interior consultant. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional.The applique work cloth shall be used for full height panelling upto maximum height of
4500mm. Artwork for the cloth to be designed by special artist familiar with the craft and made by
local artisans/craftsmen with past experience of the craft. Specialized artist/sculpturist on board for
the applique fabric to take necessary prior approvals from museum design consultant before
execution. Rate to include cost of required wooden framework for paneling and cushioning.

Sgm

RO

19.0

Block Printing Fabric Panelling with
cushioning on one side

Providing and fixing of 75 mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be good
quality wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing
arrangements and screws, including drilling necessary holes for rawl plugs etc. and primer coat on
unexposed surface complete. Cost of primer base on base to be considered. The wooden panel will
have 1" cushioning on top that will be finished on top with stain free custom made fabric skin, the
fabric should be resistant to wear and tear, made of polyester/cotton. Fabric to be block printed as
per theme given and as approved by museum interior consultant. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional.The block printing cloth shall be used for full height panelling upto height of maximum
4500mm. Artwork for the cloth to be designed by special artist familiar with the craft and made by
local artisans/craftsmen with past experience of the craft .Specialized artist/sculpturist on board for
the Block printing Fabric to take necessary prior approvals from museum design consultant before
execution.Rate to include cost of required wooden framework for paneling and cushioning.

Sgm

RO
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20.0

Weaving Fabric Panelling with
cushioning on one side

Providing and fixing of 75 mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be good
quality wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing
arrangements and screws, including drilling necessary holes for rawl plugs etc. and primer coat on
unexposed surface complete. Cost of primer base on base to be considered. The wooden panel will
have 1" cushioning on top that will be finished on top with stain free custom made weaving fabric
skin, the fabric should be resistant to wear and tear, made of polyester/cotton. Weaving fabric to
be used as per theme given and as approved by museum interior consultant. Inclusive of all -
fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism required
to make it functional.The weaving cloth shall be used for full height panelling upto height of
maximum 4500mm. . Artwork for the cloth to be designed by special artist familiar with the craft
and made by local artisans/craftsmen with past experience of the craft. Specialized artist/sculpturist
on board for the Weaving Fabric to take necessary prior approvals from museum design consultant
before execution.

Sgm

RO

21.0

Lacquered Wood Artwork

Providing and fixing of 75 mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be good
quality wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing
arrangements and screws, including drilling necessary holes for rawl plugs etc. and primer coat on
unexposed surface complete. Cost of primer base on base to be considered. The wooden paneling to
provide backing for Lacquered Wood Artwork custom made as per theme given and as approved
by museum interior consultant. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional.The Lacquered Wood
Artwork shall be used for full height panelling upto height of 4500mm. Lacquered Wood Artwork to
be designed by special artist familiar with the craft and made by local artisans/craftsmen with past
experience of the craft. Specialized artist/sculpturist on board for the Lacquered Wood Artwork to
take necessary prior approvals from museum design consultant before execution.

Sgm

RO

22.0

Terracotta Artwork Panelling

Providing and fixing of 75 mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be good
quality wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing
arrangements and screws, including drilling necessary holes for rawl plugs etc. and primer coat on
unexposed surface complete. Cost of primer base on base to be considered. The wooden paneling to
provide backing for terracotta artwork custom made as per theme given and as approved by
museum interior consultant. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional.The Terracotta Artwork
Panelling shall be used for full height panelling upto height of maximum 4500mm. Terracotta
Artwork to be designed by special artist familiar with the craft and made by local artisans/craftsmen
with past experience of the craft. Specialized artist/sculpturist on board for the Terracotta to take
necessary prior approvals from museum design consultant before execution.

Sgm

RO
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23.0

Rogan Artwork Fabric Panelling with
cushioning on one side

Providing and fixing of 75 mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be good
quality wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing
arrangements and screws, including drilling necessary holes for rawl plugs etc. and primer coat on
unexposed surface complete. Cost of primer base on base to be considered. The wooden panel will
have 1" cushioning on top that will be finished on top with stain free custom made Rogan Artwork
Fabric skin, the fabric should be resistant to wear and tear, made of polyester/cotton. Rogan
Artwork Fabric to be used as per theme given and as approved by museum interior consultant.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional.The Rogan Artwork Fabric shall be used for full height
panelling upto height of maximum 4500mm. . Artwork for the cloth to be designed by special artist
familiar with the craft and made by local artisans/craftsmen with past experience of the craft.
Specialized artist/sculpturist on board for the Rogan Artwork Fabric to take necessary prior
approvals from museum design consultant before execution.

Sgm

RO

TOTAL

SPECIAL FLOORING FINISHES

24.0

Metal Carpet Flooring

Providing & Laying approved shade of stain resistant Metal Carpet Tiles/flooring of 4-5 mm thickness
with waterproof backing , installed as per detail drawings and as per company specifications with
the museum design consultant., as approved by museum design consultant. Make Euronic / Gerflor
/ Equivalent

Sgm

50.00

25.0

False Flooring - 150mm

Providing and Fixing of False floor with MS tubular section of 75mmX 2.2mm with 600 c/c spacing
and application of 25mm thick BWR grade plywood of Greenply/Century ply or similar makes fixed
with 2mm thk MS plate as base properly weld with all fasteners and necessary hardware's with edge
profiles, beadings etc. And two coats of MS primer on top of the frame structure and anti termite oil
coat finish on ply board. Height of False flooring to be considered is 150mm.

Sgm

125.00

26.0

False Flooring - 300mm

Providing and Fixing of False floor with MS tubular section of 75mmX 2.2mm with 600 c/c spacing
and application of 25mm thick BWR grade plywood of Greenply/Century ply or similar makes fixed
with 2mm thk MS plate as base properly weld with all fasteners and necessary hardware's with edge
profiles, beadings etc. And two coats of MS primer on top of the frame structure and anti termite oil
coat finish on ply board. Height of False flooring to be considered is 300mm.

Sgm

105.00

27.0

Mud Flooring plaster

Providing and installing of 10mm - 12mm Thk. Mud plaster finish on false floor similar to ground
surface of excavation sites found in Kutch, with MS wire mesh gauge as per area demarked on
drawing, as per approval by museum design consultant. (False floor cost not to be included)

Sgm

90.61

28.0

Vinyl Flooring

Providing and Fixing of Foam Backing Vinyl flooring with anti skid, excellent sound insulation, shock
absorbent, ease of maintenance with self levelling compound of Gray colour with thickness of 3 -
3.25 mm of Euronics, Armstrong, Pergo, gerflor or similar makes as approved by museum design
consultant, as per the area demarcated in the drawing and as approved by museum design
consultant.

Sgm

150.00

GSDMA
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29.0

Printed Vinyl Flooring

Providing and Fixing of Foam Backing Customized printed Vinyl flooring with anti skid, excellent

sound insulation, shock absorbent, ease of maintenance with self levelling compound of Gray colour

with thickness of 3 - 3.25 mm, as approved by museum design consultant.

Sgm

110.50

30.0

Rubberized Outdoor Flooring

Providing and Installation of customized rubberized outdoor flooring with anti skid, excellent sound
insulation, shock absorbent, abrasion resistant with thickness 3-3.25mm, as approved by museum

design consultant.

Sgm

99.45

31.0

KhavadaStone Flooring

Providing and installing of Waste Khavadastone (3rd class) flooring with 20-25mm Thk
Khavadastone, as per sample of stone approved by Museum Design Consultant, over 20 mm
(average) thick base of cement mortar 1:4 (1 cement : 4 coarse sand) laid and jointed with grey
cement slurry, including rubbing and polishing complete with finished on levelled surface of the
internal courtyards.

Sgm

RO

32.0

KhavadaStone Flooring - Polished

Providing and installing of Polished Khavadastone (1stclass) flooring of 25mm Thk Polished
Khavadastone, as per sample of stone approved by Museum Design Consultant, over 20 mm
(average) thick base of cement mortar 1:4 (1 cement : 4 coarse sand) laid and jointed with grey
cement slurry, including rubbing and polishing complete with finished on levelled surface of the
internal courtyards.

Sgm

RO

33.0

KhavadaStone Flooring - Unpolished

Providing and installing of Polished Khavadastone (1stclass) flooring of 25mm Thk Unpolished
Khavadastone, as per sample of stone approved by Museum Design Consultant, over 20 mm
(average) thick base of cement mortar 1:4 (1 cement : 4 coarse sand) laid and jointed with grey
cement slurry, including rubbing and polishing complete with finished on levelled surface of the
internal courtyards.

Sgm

RO

34.0

Vitrified Tile Flooring

Providing and fixing 1st class premium quality, double charged vitrified tiles of approved size

(800x800mm or 600x600mm as directed) with water absorption less than 0.08% and conforming to
IS:15622 of approved make in all colours shades of any size in floors and skirting over 20 mm thick
bed of cement mortar 1:4 and jointing with rey cement slurry @3.3 kg per Sqmt, including pointing

in white cement mixed with pigment of matching shade complete.

Sgm

RO

35.0

Carpet

Providing & Laying approved shade of acid stain resistant Carpet Tiles/flooring of 4-5 mm thickness

with waterproof backing , installed in area demarked in detail drawings and as per company
specifications with the Engineer in charge. Make :(Armstrong, Euronics, Geggus or equivalent)

Sgm

250.00

36.0

PCC Base for floor levelling

Providing and laying plain cement concrete 1:2:4 (1 cement: 2 coarse sand: 4 stone
aggregate up to 20mm nominal size) as base for all vinyl flooring work levelling up to the existing
flooring level including ramming and curing etc.

Sgm

300.57

37.0

T Profile for edging of Flooring

Providing and fixing carpet edge Aluminium T profile with adhesive on the joints. Size 25mm, up to

50mm.

Rm

193.38

TOTAL

FALSE CEILING
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38.0

Gypsum False Ceiling - 900mm depth
from Beam Bottom

Providing and fixing false ceiling at 900mm from slab level ; maintain clear height of 4350mm from
FFL including providing and fixing of frame work made of special sections, power pressed from M.S.
sheets and galvanized with zinc coating of 120 gms/sqm (both side inclusive) as per IS : 277 and
consisting of angle cleats of size 25 mm wide x 1.6 mm thick with flanges of 27 mm and 37mm, at
1200 mm centre to centre, one flange fixed to the ceiling with dash fastener 12.5 mm diameterx
50mm long with 6mm diameterbolts, other flange of cleat fixed to the angle hangers of 25x10x0.50
mm of required length with nuts & bolts of required size and other end of angle hanger fixed with
intermediate G.I. channels 45x15x0.9 mm running at the spacing of 1200 mm centre to centre, to
which the ceiling section 0.5 mm thick bottom wedge of 80 mm with tapered flanges of 26 mm each
having lips of 10.5 mm, at 450 mm centre to centre, shall be fixed in a direction perpendicular to G.1.
intermediate channel with connecting clips made out of 2.64 mm diameterx 230 mm long G.I. wire
at every junction, including fixing perimeter channels 0.5 mm thick 27 mm high having flanges of 20
mm and 30 mm long, the perimeter of ceiling fixed to wall/partition with the help of rawl plugs at
450 mm centre, with 25mm long dry wall screws @ 230 mm interval, including fixing of gypsum
board to ceiling section and perimeter channel with the help of dry wall screws of size 3.5 x 25 mm
at 230 mm c/c, including jointing and finishing to a flush finish of tapered and square edges of the
board with recommended jointing compound , jointing tapes , finishing with jointing compound in 3
layers covering up to 150 mm on both sides of joint , all as per manufacturer's specification and also
including the cost of making openings for light fittings, grills, diffusers, cut-outs made with frame of
perimeter channels suitably fixed, all complete as per drawings, specification and direction of the
Engineer in Charge but excluding the cost of painting with : 12.5 mm thick tapered edge gypsum
moisture resistant plain board conforming to IS: 2095- (Part 1) : 2011 (Board with BIS Certification
marks)Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional.

Sgm

140.34

GSDMA
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39.0

Gypsum False Ceiling - 2250mm depth
from Beam Bottom

Providing and fixing false ceiling at 2250 mm depth from slab level ; maintain clear height of 3000
mm from FFL including providing and fixing of frame work made of special sections, power pressed
from M.S. sheets and galvanized with zinc coating of 120 gms/sqm (both side inclusive) as per IS :
277 and consisting of angle cleats of size 25 mm wide x 1.6 mm thick with flanges of 27 mm and
37mm, at 1200 mm centre to centre, one flange fixed to the ceiling with dash fastener 12.5 mm
diameterx 50mm long with 6mm diameterbolts, other flange of cleat fixed to the angle hangers of
25x10x0.50 mm of required length with nuts & bolts of required size and other end of angle hanger
fixed with intermediate G.l. channels 45x15x0.9 mm running at the spacing of 1200 mm centre to
centre, to which the ceiling section 0.5 mm thick bottom wedge of 80 mm with tapered flanges of 26
mm each having lips of 10.5 mm, at 450 mm centre to centre, shall be fixed in a direction
perpendicular to G.l. intermediate channel with connecting clips made out of 2.64 mm diameterx
230 mm long G.l. wire at every junction, including fixing perimeter channels 0.5 mm thick 27 mm
high having flanges of 20 mm and 30 mm long, the perimeter of ceiling fixed to wall/partition with
the help of rawl plugs at 450 mm centre, with 25mm long dry wall screws @ 230 mm interval,
including fixing of gypsum board to ceiling section and perimeter channel with the help of dry wall
screws of size 3.5 x 25 mm at 230 mm c/c, including jointing and finishing to a flush finish of tapered
and square edges of the board with recommended jointing compound , jointing tapes , finishing with
jointing compound in 3 layers covering up to 150 mm on both sides of joint, all as per
manufacturer's specification and also including the cost of making openings for light fittings, grills,
diffusers, cut-outs made with frame of perimeter channels suitably fixed, all complete as per
drawings, specification and direction of the Engineer in Charge but excluding the cost of painting
with : 12.5 mm thick tapered edge gypsum moisture resistant plain board conforming to IS: 2095-
(Part 1) : 2011 (Board with BIS Certification marks)Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional.

Sgm

110.50

40.0

Ply and Gl frame work False Ceiling -
(For Applique cloth work Application
on ceiling)

Providing and fixing false ceiling at 900mm from slab level ; maintain clear height of 4200mm from
FFL including providing and fixing of frame work made of special sections, power pressed from M.S.
sheets and galvanized with zinc coating of 120 gms/sqm (both side inclusive) as per IS : 277 and
consisting of angle cleats of size 25 mm wide x 1.6 mm thick with flanges of 27 mm and 37mm, at
900 mm centre to centre, one flange fixed to the ceiling with dash fastener 12.5 mm diameterx
50mm long with 6mm diameterbolts, other flange of cleat fixed to the angle hangers of 25x10x0.50
mm of required length with nuts & bolts of required size and other end of angle hanger fixed with
intermediate G.I. channels 45x15x0.9 mm running at the spacing of 900 mm centre to centre, to
which the ceiling section 0.5 mm thick bottom wedge of 80 mm with tapered flanges of 26 mm each
having lips of 10.5 mm, at 450 mm centre to centre, shall be fixed in a direction perpendicular to G.1.
intermediate channel with connecting clips made out of 2.64 mm diameterx 230 mm long G.I. wire
at every junction, including fixing perimeter channels 0.5 mm thick 27 mm high having flanges of 20
mm and 30 mm long, the perimeter of ceiling fixed to wall/partition with the help of rawl plugs at
450 mm centre, with 25mm long dry wall screws @ 230 mm interval, including fixing of 12 mm thk
wooden ply on ceiling section and perimeter channel with the help of dry wall screws of size 3.5 x 25
mm at 230 mm c/c, including jointing and finishing to a flush finish of tapered and square edges of
the board with recommended jointing and also including the cost of making openings for light
fittings, grills, diffusers, cut-outs made with frame of perimeter channels suitably fixed, all complete
as per drawings, specification and direction of the Engineer in Charge. Cost of Applique cloth and
application not to be considered in this item. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional.

Sgm

215.48
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41.0

POP False Ceiling - 900mm depth

Providing and fixing false ceiling at 900mm from slab level ; maintain clear height of 4350mm from
FFL, of 10 mm thick plaster of Paris (gypsum anhydrous) ceiling up to a height of 5 m above floor
level, reinforced with rabbit wire mesh fixed to 24 gauge Gl sheet main rafters of size 50 mm with
flanges on either sides from the soffit 1000 c/c ,suspended with 25 mm x 2 mm MS hooks with steel
expansion fasteners from the RCC slab, ceiling section of 24 gauge Gl sheet channel of size 40 mm
with flanges on either side from soffit at 355 mm c/c fixed to the runners with steel screws and
applying 10 mm thick first coat of plater of paris layer finished with smooth surface including the
cost of making openings for light fittings, grills, diffusers, cut-outs made with frame of perimeter
channels suitably fixed, all complete as per specification and direction of the Engineer in Charge .
No extra will be paid for light cuttings/grills/diffusers, cut-outs , trap door etc. No extra channel will
be paid if its is required for additional support etc. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional.

Sgm

552.50

42.0

Trap Door

Providing and fixing trap door with 19 mm thick MR grade plywood with moulding in edges,
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional. Size 1000mm x 1000mm

sgm

55.25

43.0

Stretch Ceiling- Non Printed

Supply and installation of demountable PVC Stretch Ceiling welding with harpoon ready to install.
(Fire Rated to European Standards b-s1-d0/b-s2-d0/B1/b2*) With 5 years warranty on stretch
membrane seam ruptures & profile. All joints to be fused / provided with approximate interface
trims to be able to demount the stretch ceiling to access the lights. The stretch ceiling shall be
installed as per details drawing using proprietary aluminium profile complete as per manufacturer's
installation guidelines and as per approved shop drawings in line with the design intent and approval
by the museum design consultant (Make - Barisol/ Euroceil or equivalent). Providing 5 year
manufacture warranty, adhering to manufacture installation guidelines and achieving maximum
light. (Lighting fixtures cost not to be included). Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional. Rate inclusive
of framework required with customised profile for installing stretch ceiling.

Sgm

68.00

44.0

Stretch Ceiling- Printed

Supply and installation of demountable custom printed PVC Stretch Ceiling welding with harpoon
ready to install. (Fire Rated to European Standards b-s1-d0/b-s2-d0/B1/b2*) With 5 years warranty
on stretch membrane seam ruptures & profile. All joints to be fused / provided with approximate
interface trims to be able to demount the stretch ceiling to access the lights. The stretch ceiling shall
be installed as per details drawing using proprietary aluminium profile complete as per
manufacturer's installation guidelines and as per approved shop drawings in line with the design
intent and approval by the museum design consultant (Make - Barisol/ Euroceil or equivalent).
Providing 5 year manufacture warranty, adhering to manufacture installation guidelines and
achieving maximum light. (Lighting fixtures cost not to be included .)Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional. Rate inclusive of framework required with customised profile for installing stretch
ceiling.

Sgm

75.00

Wooden Batten False Ceiling

Providing and fixing of false ceiling of wooden block solid battens - made of teak wood as per

Sgm

RO

45.0 existing site finish. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional.
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TOTAL

WALL FINISHES & ARTWORKS

46.0

Vinyl Graphic Printing and Design

Supply and installation of NON PVC, 3M/ equivalent vinyl with 5 year warranty on both printing and
material , with custom designed graphics / 2D artwork, illustrations / artwork and Copywriting and
editing of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant. With designed graphics , illustrations / artwork and Copywriting and editing of textual
content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

Sgm

145.00

47.0

Primer Base

Providing surface base with a smooth sand faced cement plaster with 2 base coat of water proof
primer on top as per shade required after duly clearing off any unwanted scratches and undulations
by sand papering or using a wire brush before actual application , being complete including cost of
all material, labour, machinery, T&P, curing, all leads, lifts and sampling, testing and water
arrangements complete as per drawings, requirements, specification and as directed by the
Museum Consultant. The surface should be smooth enough for vinyl film application.

Sgm

1603.36

48.0

Emulsion Paint

Providing & applying plastic Tractor / emulsion paint on walls, columns & ceilings. The rate shall
include scrapping, levelling & preparing the surface. Primer coat (Asian/ Neola/ Berger) + (minimum)
3 coats to get evenly spread quality finish (roller finish) of approved make, quality & finish shall be
provided as directed by Museum Consultants. Finish with wall putti wherever necessary before
plastic emulsion paint)

Sgm

3845.95

49.0

Duco Paint Finish

Providing & applying plastic Duco Finish paint on walls, columns & ceilings. The rate shall include
scrapping, levelling & preparing the surface. Primer coat (Asian/ Nerolac/ Berger) + (minimum) 3
coats to get evenly spread quality finish (roller finish) of approved make, quality & finish shall be
provided as directed by Museum Consultants. Finish with wall putti wherever necessary before
plastic emulsion paint)

Sgm

110.50

50.0

PU paint Finish

Providing & applying PU paint on walls, columns & ceilings. The rate shall include scrapping, levelling
& preparing the surface. Primer coat (Asian/ Nerolac/ Berger) + (minimum) 3 coats to get evenly
spread quality finish (roller finish) of approved make, quality & finish shall be provided as directed
by Museum Consultants. Finish with wall putti wherever necessary before plastic emulsion paint)

Sgm

125.97
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51.0

Printed Glass (for wall panelling)

Providing and Installation of 12mm thk toughened glass with large-format ceramic ink digital print
technology. All prints will be done 3-5 mm from the edge of the glass to prevent contamination and
consequential defects resulting from overspray. Choose high quality image from reliable source
(min. 2500 pixels) for the best results. With designed graphics, illustrations / artwork and
Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Museum consultant.

¢ Check quality in Photoshop at 100% scale (proportionate to actual size desired)

¢ Consider the viewing distance for the project

e Complete print test (scale to final size, print small crop, apply patterns, view at actual distance,
adjust)

¢ Request a Sample Print from vendor if unsure of the expected results

¢ Image quality impacts final image result: Image resolution is pixel data image holds, therefore the
higher the resolution, the more detail the image will have. as per approval by Museum Design
Consultant. This quantity is exclusive of printed glass being used in installation, and is considered for
wall panelling on various surfaces. For installations, quantity considered in the rate of that
installation.(Note :- Rate for paneling of glass and its required basework not to be considered, only
rate of glass as per specs mentioned to be considered)

Sgm

226.00

52.0

Lacquered Glass (for Wall panelling)

Providing and fixing of 12mm thk toughened lacquered glass in required shade as per colour in
specified in detail drawings, coloured and opaque in appearance, produced by depositing and then
baking a highly resistant lacquer to one side of the glass of Saint gobin / Similar make as per
approval by Museum Design Consultant.(Note :- Rate for paneling of glass and its required basework
not to be considered, only rate of glass as per specs mentioned to be considered)

Sgm

196.00

53.0

Etched Corian Panelling

Providing and fixing of 12mm thk Corian of make Dupont/Samsung/Equivalent for vertical cladding
on walls, installed on site with necessary hardware/framework/as per manufacture specifications
and site conditions. The installed Corian surface has to be etched in required design, pattern &
shape wherever required and instructed. For purposes of cost calculation consider 50% of total area,
for on surface etching. Necessary finish materials to be considered, to make Corian abrasion
resistant as per approval by Museum Design Consultant. Rate to be quoted shall include the cost of
custom designed graphics / 2D artwork , illustrations / artwork and Copywriting and editing of
textual content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.
With designed graphics, illustrations / artwork and Copywriting and editing of textual content in
Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

Sgm

98.00

54.0

Lacquered Etched Glass

Providing and fixing of 12mm thk toughened Lacquered glass of make Saint Gobin/Equivalent for
vertical cladding on walls, installed on site with necessary wooden framework and hardware as per
drawing. The installed lacquered glass surface to be etched in required design, pattern & shape
wherever required and instructed. For purposes of cost calculation consider 50% of total lacquered
glass area, for on surface etching as per approval by Museum Design Consultant. Rate to be quoted
shall include the cost of custom designed graphics / 2D artwork , illustrations / artwork and
Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Museum consultant. With designed graphics, illustrations / artwork and Copywriting
and editing of textual content in Hindi, English, Gujrati as per conceptual design provided by
Museum consultant. (Note :- Rate for paneling of glass and its required basework not to be
considered, only rate of glass as per specs mentioned to be considered)

Sgm

221.00
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55.0

Dusted Printed Vinyl film

Supply and installation of Dusted PVC Vinyl, 3M/ equivalent vinyl with 1 year warranty on printing,
plotting and material , with designed graphics , illustrations / artwork and Copywriting and editing of
textual content in Hindi, English, Gujrati as per conceptual design & approval by Museum Design
Consultant. Rate to be quoted shall include the cost of custom designed graphics / 2D artwork ,
illustrations / artwork and Copywriting and editing of textual content in Hindi, English, Gujrati as per
conceptual design provided by Museum consultant. With designed graphics, illustrations / artwork
and Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Museum consultant.

Sgm

59.67

56.0

Frosted Film

Supply and installation of Frosted PVC Vinyl, 3M/ equivalent vinyl with 1 year warranty on printing,
plotting and material , with designed graphics, illustrations / artwork and Copywriting and editing
of textual content in Hindi, English, Gujrati as per conceptual design & approval by Museum Design
Consultant. Rate to be quoted shall include the cost of custom designed graphics / 2D artwork ,
illustrations / artwork and Copywriting and editing of textual content in Hindi, English, Gujrati as per
conceptual design provided by Museum consultant. With designed graphics, illustrations / artwork
and Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Museum consultant.

Sgm

55.25

57.0

Screen Printing on Concrete, Wood,
Metal

Providing and printing on smooth finished concrete , wood, metal with screen printing techniques,
with the use of water based inks/ any other appropriate ink to create perfectly finished and smooth
end product. The ink printed should be sealed with appropriate sealant after drying. Provide rate
only, payment will be made based on actual quantities , as per conceptual design & approval by
Museum Design Consultant. Rate to be quoted shall include the cost of custom designed graphics /
2D artwork , illustrations / artwork and Copywriting and editing of textual content in Hindi, English,
Gujrati as per conceptual design provided by Museum consultant. With designed graphics,
illustrations / artwork and Copywriting and editing of textual content in Hindi, English, Gujrati as per
conceptual design provided by Museum consultant.

Sgm

RO

58.0

UV printing

Providing and printing , with UV Printing techniques of Large Format Graphics/ Second Surface
Printing/ Double Layer Printing w/ White Ink / Clear Ink , Up to 4’ x 8’ , Compatible with both rigid
and flexible materials - including Glass, Acrylic, ABS, Coroplast, Aluminium, Metal, Foam board.
Provide rate only, payment will be made based on actual quantities , as per conceptual design &
approval by Museum Design Consultant. Rate to be quoted shall include the cost of custom
designed graphics / 2D artwork , illustrations / artwork and Copywriting and editing of textual
content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant. With
designed graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi,
English, Gujrati as per conceptual design provided by Museum consultant.

Sgm

RO

59.0

Canvas Printing

Providing and printing , with Digital Printing techniques of Large Format Graphics on cotton /
polyester based canvas cloth. Provide rate only, payment will be made based on actual quantities ,
as per conceptual design & approval by Museum Design Consultant. Rate to be quoted shall include
the cost of custom designed graphics / 2D artwork , illustrations / artwork and Copywriting and
editing of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant. With designed graphics , illustrations / artwork and Copywriting and editing of textual
content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

Sgm

RO
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60.0

Textile Printing

Providing and printing , with Digital Printing techniques of Large Format Graphics on fabric such as -,
with use of suitable inks as per cloth types. Provide rate only, payment will be made based on actual
guantities , as per conceptual design & approval by Museum Design Consultant. Rate to be quoted
shall include the cost of custom designed graphics / 2D artwork , illustrations / artwork and
Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Museum consultant. With designed graphics, illustrations / artwork and Copywriting
and editing of textual content in Hindi, English, Gujrati as per conceptual design provided by
Museum consultant.

Sgm

RO

61.0

3D Lenticular Printing

Providing and printing , with 3D Lenticular Printing techniques of Large Format Graphics on as per
conceptual design & approval by Museum Design Consultant. Rate to be quoted shall include the
cost of custom designed graphics / 2D artwork , illustrations / artwork and Copywriting and editing
of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant. With designed graphics , illustrations / artwork and Copywriting and editing of textual
content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

Sgm

RO

62.0

MDF etching

Providing and Etching of 12mm MDF etched, with etching depth from 1mm to 4mm as per
conceptual design & approval given by Museum Design Consultant. Rate to be quoted shall include
the cost of custom designed graphics / 2D artwork , illustrations / artwork and Copywriting and
editing of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant. With designed graphics , illustrations / artwork and Copywriting and editing of textual
content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

Sgm

RO

63.0

Rollar Blinds

Providing and Fixing of roller blinds for Board room window colour:lvory Mount Type :Wall Mount &
Ceiling Mount Wash Care :Spot Clean Fabric :Faux Wood Transparency :10% , Chlid Saftey lock
Auto Locking, Folds up in Classic Roller style. Window hieght 7900 x 2850mm.

Sgm

RO

Board Room Partition Paneling

Providing and fixing of 1mm thk teak veneer laminate paneling on top of exiisting wooden

Sgm

30.00

64.0 partition, duly polished with melamine finish. Finished similar to the doors. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional.
TOTAL
E | ARTIFACTS DISPLAYS & FURNITURE
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65.0

Artifact Display Unit- Corian top,
Corian base. Type - 1 (Backlit)

Providing and fixing 1040mm x 800mm x 900mm - Corian Display Unit , frame structure made in
special square pipe sections, power pressed from M.S. sheets and galvanized with zinc coating of
120 gms/sqm (both side inclusive) as per IS : 277 of size 50mm x 50mm x 2mm with 12mm Thk
commercial ply on top of frame structure, which is finished on top with 12mm Corian sheet of make
Dupont/Samsung/Equivalent. Providing and Fixing of 840mm x 150mm x 3500mm backlit printed
glass infographic panel in 12mm thk toughened glass with shutter door made in 50mm x 50mm x
2mm MS square sections frame structure and 18mm commercial ply over it, finished on 4 sides
with 12mm Corian on outside. The door will be finished on outside with 12mm thick etched Corian.
Necessary first class stainless steel clamps and fasteners to be also included. The Artifact display
unit and infographic panel to have seamless Corian finish and shall be made as per drawing. Sample
Display unit to be approved by museum design consultant before installation. The Glass panel has to
be backlit, with appropriate acrylic backing and LED light fixture with drivers and all necessary
hardware. The Backlit boxing should be able to diffuse sharp LED glare from light fixtures. Inclusive
of Print ready designed graphics, illustrations / artwork and Copywriting and editing of textual
content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

no's

43.00

I-SEMM-
KUC-TD-02

66.0

Lockable Glass case- Type 1

Proving and Fixing of custom made Lockable glass dome with rubber gasket edging, made in 12 mm
toughened glass of ht 350mm and diameter - 400mm as per detail drawing. Sample Display unit to
be approved by museum design consultant before installation.

no's

45.00

I-SEMM-
KUC-TD-02

67.0

Lockable Glass case- Type 2

Proving and Fixing of custom made Lockable glass dome with rubber gasket edging, made in 12 mm
toughened glass of ht 600mm and diameter - 450mm as per detail drawing. Sample Display unit to
be approved by museum design consultant before installation.

no's

RO

68.0

Reception table

Providing and fixing of 16000mm X 1050 mm X 800mm reception table in made in special square
pipe sections, power pressed from M.S. sheets and galvanized with zinc coating of 120 gms/sgm
(both side inclusive) as per IS : 277 of size 50X50mmX2mm MS square pipe frame with 12mm thk
Corian on top. Inclusive of 2 no's drawer unit 600mm x 450mm made in 18mm thk Block Board
finished (outside) with 2 nos. drawer and 1 nos. file storage space with shutter finished (both inside
and outside) with 1mm thick laminate as per drawing and as approved by museum consultant. All
shelves, drawers, lockable drawers with necessary first class hardware and adhesive approved by
museum Consultants. With Print ready designed graphics, illustrations / artwork and Copywriting
and editing of textual content in Hindi, English, Gujrati as per conceptual design provided by
Museum consultant.

no's

1.00

69.0

Reception table - Lower Ground

Providing and fixing of 4000mm X 1050 mm X 800mm reception table in made in special square pipe
sections, power pressed from M.S. sheets and galvanized with zinc coating of 120 gms/sgm (both
side inclusive) as per IS : 277 of size 50X50mmX2mm MS square pipe frame with 12mm thk Corian
on top. Inclusive of 2 no's drawer unit 600mm x 450mm made in 18mm thk Block Board finished
(outside) with 2 nos. drawer and 1 nos. file storage space with shutter finished (both inside and
outside) with 1mm thick laminate as per drawing and as approved by museum consultant. All
shelves, drawers, lockable drawers with necessary first class hardware and adhesive approved by
museum Consultants. With Print ready designed graphics, illustrations / artwork and Copywriting
and editing of textual content in Hindi, English, Gujrati as per conceptual design provided by
Museum consultant.

no's

1.00
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70.0

Reception Chair

Supply and installation of Feather lite / Similar Make - Liberate Medium Back Desk Arm Chair (Black)
or of similar make from Feather lite / Durian / Wipro / Godrej etc. Product Dimensions: Length
(43.00 cm), Width (48.50 cm), Height (101.50 cm) Primary Material: Mesh, Upholstery Material:
Fabric Colour: Black, Style: Mid Back, The chair is built with health orientated ergonomics in mind.
Assembly Required: The product requires basic assembly and comes with assembly instructions
Warranty: 3 year warranty against manufacturing defect's. Maximum weight handling capacity while
seating in a reclined position is between 120 to 150 kg.Moulded polyurethane arms confirming to IS
7078 with steel inserts for long life, one way adjustable - height adjustable. Easy do it yourself
assembly with instruction manual. Duly upholstered seat with approved fabric for maximum
comfort, mesh fabric used for back upholstery with unique two piece dynaflex for breathability and
maximum comfort. With tension control below seat for reclining. Refer Furniture Options Document
for further clarification. Model To be approved by museum design consultant.

no's

10.00

71.0

Lockers for cloak room

Providing and Fixing of CKL Locker, stackable storage (up to 4 level), Key Lock Type Cabinet bodies
are made of 0.8mm steel with a top edge profile of 10mm. Side panels

are of folded steel structure of an overall thickness of 18mm. Drawer/door fronts are in steel with
powder coating finish. Width 515mm, Depth 600mm, Height 530mm.As approved and instructed by
museum Consultants. Refer Furniture Options Document for further clarification.

no's

125.00

72.0

Bench - Type 1

Providing and fixing of backless bench of size - 1300mm X 450mm X 450mm in Pre-casted in
Terrazzo as per design and instructed by museum Consultants. The casting in Terrazzo finish shall
only be done using stone chips of khavada stone. Terrazzo finish to be seamless both on top and on
the base as per the drawings. Inclusive of All grinding and finishing with necessary hardware.
Sample bench to be approved by Museum Design Consultant. Terrazzo casted for bench to embed
museum branding graphics while casting

no.s

45.00

I-SEMM-
KUC-FD-02

73.0

Bench - Type 2 (Angular)

Providing and fixing of backless bench of size - 1260mm X 450mm X 450mm in Pre-casted in
Terrazzo as per design and instructed by museum Consultants. The casting in Terrazzo finish shall
only be done using stone chips of khavada stone. Terrazzo finish to be seamless both on top and on
the base as per the drawings. Inclusive of All grinding and finishing with necessary hardware.
Sample bench to be approved by Museum Design Consultant. Terrazzo casted for bench to embed
museum branding graphics while casting

no.s

22.00

I-SEMM-
KUC-FD-02

74.0

Bench - Type 3 (Angular)

Providing and fixing of backless bench of size - 1260mm X 450mm X 450mm in Pre-casted in
Terrazzo as per design and instructed by museum Consultants. The casting in Terrazzo finish shall
only be done using stone chips of khavada stone. Terrazzo finish to be seamless both on top and on
the base as per the drawings. Inclusive of All grinding and finishing with necessary hardware.
Sample bench to be approved by Museum Design Consultant. Terrazzo casted for bench to embed
museum branding graphics while casting

no.s

5.00

75.0

Café Chairs

Providing appx. 900mm(Back) X 450mm dia(seat) X 450mm Hight(Seat height) Café Chairs in 25mm
diameterstainless steel structure ( if required 3mm thick stainless steel sheet/strip) with 12mm thick
corion seat with all necessary hardware, welding, grinding, colour etc. Sample to be approved by
Museum Design Consultant. Refer Furniture Options Document for further clarification.

no.s

68.00

Café Tables- Corian Top (Rectangular)

Providing appx. 1700 x 600x 750 Café Tables in 25X25mmX3mm square stainless steel structure ( if

no.s

10.00

76.0 required 3mm thick stainless steel sheet) with 8mm thick corion top with all necessary hardware,
welding, grinding, colour etc. Sample to be approved by Museum Design Consultant. Refer
Furniture Options Document for further clarification.
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77.0

Café Tables- Corian Top (Circular)

Providing 600 dia, ht 750 Café Tables in 25X25mm square stainless steel structure ( if required
3mm thick stainless steel sheet/strip) with 8mm thick corion top, inclusive of all necessary
hardware, welding, grinding, colour etc. Sample to be approved by Museum Design Consultant.
Refer Furniture Options Document for further clarification.

no.s

7.00

78.0

Librarian's counter

Providing and fixing of 4450mm X 900 mm X 850mm reception table in made in special square pipe
sections 50x50x2mm, power pressed from M.S. sheets and galvanized with zinc coating of 120
gms/sqm (both side inclusive) as per IS : 277 of size 50X50mmX2mm MS square pipe frame with
12mm thk commercial ply and finished on top with 12mm thk Corian. Inclusive of 2 no.s drawer unit
600mm x 450mm made in 18mm thk Block Board finished (outside) with 1mm thick Laminate with 2
nos. drawer and 1 nos. file storage space with shutter finished (inside) with 1mm thick laminate as
approved by museum consultant. All shelves, drawers, lockable drawers with necessary first class
hardware and adhesive approved by museum Consultants.

no.s

2.00

79.0

Library Chairs

Supply and installation of Featherlite / Similar Make - Liberate Medium Back Arm Chair (Black) or of
similar make from Featherlite / Durian / Wipro / Godrej etc. Product Dimensions: Length (43.00 cm),
Width (48.50 cm), Height (101.50 cm) Primary Material: Mesh, Upholstery Material: Fabric Colour:
Black, Style: Mid Back, The chair is built with health orientated ergonomics in mind. Assembly
Required: The product requires basic assembly and comes with assembly instructions Warranty: 3
year warranty against manufacturing defect's. Maximum weight handling capacity while seatingin a
reclined position is between 120 to 150 kg. Moulded polyurethane arms confirming to IS 7078 with
steel inserts for long life, one way adjustable - height adjustable. Easy do it yourself assembly with
instruction manual. Duly upholstered seat with approved fabric for maximum comfort, mesh fabric
used for back upholstery with unique two piece dynaflex for breathability and maximum comfort.
With tension control below seat for reclining. Refer Furniture Options Document for further
clarification.

no.s

27.00

80.0

Reading table

Providing Pre-Fabricated Library Table: 3600x800 x 725mm: Cluster of 2, Library Table with
minimum 3 years guarantee as approved and instructed by museum Consultants. Refer Furniture
Options Document for further clarification.

no.s

3.00

81.0

Board room Table

Providing and fixing of Board room conference table of size 4450mm x 1500mm x 750mm to be
made in special square pipe sections 50x50x2mm, power pressed from M.S. sheets and galvanized
with zinc coating of 120 gms/sgm (both side inclusive) as per IS : 277 of size 50X50mmX2mm MS
square pipe frame with 12mm thk commercial ply and finished on top with 12mm thk Corian.
Model To be approved by museum design consultant.

no.s

1.00

82.0

Board room Chairs

Supply and installation of Featherlite / Similar Make - Liberate Medium Back Arm Chair (Black) or of
similar make from Featherlite / Durian / Wipro / Godrej etc. Product Dimensions: Length (43.00 cm),
Width (48.50 cm), Height (101.50 cm) Primary Material: Mesh, Upholstery Material: Fabric Colour:
Black, Style: Mid Back, The chair is built with health orientated ergonomics in mind. Assembly
Required: The product requires basic assembly and comes with assembly instructions Warranty: 3
year warranty against manufacturing defect's. Maximum weight handling capacity while seating in a
reclined position is between 120 to 150 kg. Moulded polyurethane arms confirming to IS 7078 with
steel inserts for long life, one way adjustable - height adjustable. Easy do it yourself assembly with
instruction manual. Duly upholstered seat with approved fabric for maximum comfort, mesh fabric
used for back upholstery with unique two piece dynaflex for breathability and maximum comfort.
With tension control below seat for reclining. Refer Furniture Options Document for further
clarification.

no.s

12.00
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83.0

Reading table - Side Units

Providing and fixing 1310mm x 890mm x 750mm( may vary on site) Reading Table, to be provided
in structural niches, as per exact site dimension in 50mm x 50mm x 2mm box MS pipe section
frame and top finished with 12mm Corian, inclusive of all necessary hardware, welding, grinding,
colour etc. Sample to be approved by Museum Design Consultant.

no.s

3.00

84.0

Custom Made Book Shelf - For Library

Providing and fixing of 10750mm x 2800mm x 600mm Pre Fabricated Book Shelf to be provided in
structural niches, as per exact site dimension in 50mm x 50mm x 2mm box MS/ Aluminium pipe
section frame and shelf top finished in MS/ALuminum of 2mm thkness and finished white Duco
paint. The book shelf will be mounted from ceiling, inclusive of all necessary hardware, welding,
grinding, colour etc. Sample to be approved by Museum Design Consultant, as per detail drawing.

no.s

3.00

85.0

Storage Pedestals

Providing and fixing of 450mm x 300mm x 450mm size Storage units for workstations in 50mm
x25mm MS frame structure and top finished with 12mm play with Imm wooden finish laminate,
inclusive of all necessary hardware, welding, grinding, colour etc. Sample to be approved by
Museum Design Consultant, as per detail drawing.

no.s

12.00

86.0

Storage Cabinets

Providing and fixing of storage cabinets in niche of approx. 1350mm x 900mm x 4500mm with
double leaf shutters divided in 3 sections of 1500mm ht. each made in block board of 19 mm
thickness, fixed in line & level, with 1mm thk laminate on both side, fixed with edge binding
,complete necessary hardware ( hardware , hinges, handles, ,stopper, locks ). Including storage
shelves inside it of size 1350mmx900mm fixed at equal distance in 4500mm ht.of 19mm thk board
finished with 1mm thk laminate on both side, fixed with edge binding.

Sgm

48.50

87.0

Storage Cabinets - Board Room

Providing and fixing of storage cabinets in niche of approx. 1350mm x 900mm x 4500mm with
double leaf shutters divided in 3 sections of 1500mm ht. each made in block board of 19 mm
thickness, fixed in line & level, with Imm thk laminate on inner side and 1mm thk teak vineer on
outer side, duely polished with melamine finish fixed with edge binding ,complete necessary
hardware ( hardware, hinges, handles, ,stopper, locks ). Including storage shelves inside it of size
1350mmx900mm fixed at equal distance in 4500mm ht.of 19mm thk board finished with 1mm thk
laminate on both side, fixed with edge binding.

Sgm

18.30

88.0

Workstation Chairs

Supply and installation of Featherlite / Similar Make - Liberate Medium Back Arm Chair (Black) or of
similar make from Featherlite / Durian / Wipro / Godrej etc. Product Dimensions: Length (43.00 cm),
Width (48.50 cm), Height (101.50 cm) Primary Material: Mesh, Upholstery Material: Fabric Colour:
Black, Style: Mid Back, The chair is built with health orientated ergonomics in mind. Assembly
Required: The product requires basic assembly and comes with assembly instructions Warranty: 3
year warranty against manufacturing defect's. Maximum weight handling capacity while seatingin a
reclined position is between 120 to 150 kg. Moulded polyurethane arms confirming to IS 7078 with
steel inserts for long life, one way adjustable - height adjustable. Easy do it yourself assembly with
instruction manual. Duly upholstered seat with approved fabric for maximum comfort, mesh fabric
used for back upholstery with unique two piece dynaflex for breathability and maximum comfort.
With tension control below seat for reclining. Refer Furniture Options Document for further
clarification.

no.s

12.00
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89.0

L-shaped Workstations

Providing and installing of Pre Fabricated Admin Room Table: 1600x1600 x 600 x725mm

Cluster of 2 Workstations . Cabin Table L-Shape (2 x 90 Degree Tables in T Shape) Make - Optimis
Table L-Shape in T Configuration. legs and under

structure with 2.5mm sheet metal and worktop with 25mm thickness in melamine finish.
Dimensions W1600 x D600 x H725mm , top finish melamine leg finish white, double flipper,
Data/Power access with minimum 3 years guarantee approved and instructed by museum
Consultants. Refer Furniture Options Document for further clarification.

no.s

12.00

90.0

Simulator Reception Table

Providing and fixing of Simulator Reception Table of size - 5600mm x 600mm x 850mm made in
50X50mmX2mm MS square pipe frame finished on top with 12 mm Corian. The 750mm high Corion
finished workstation top\ includes 2 nos. drawer unit and 450mm wide 6 nos. shelves finished with
1mm thick Laminate. 450 wide X 750mm high drawer unit made in 18mm thick block board
finished (outside) with 1mm thick Laminate with 2 nos. drawer and 1 nos. file storage space with
shutter finished (inside) with 0.8mm thick laminate as approved by museum consultant. All shelves,
drawers, lockable drawers with necessary hardware and adhesive approved by museum
Consultants. Provision of Data/Power access with minimum 3 years guarantee approved and
instructed by museum Consultants. All MS materials should be coated with anti rust /water
resistance coating.

no.s

1.00

91.0

Guard Desk + Storage

Providing and fixing of Gaurd desk of size 1650x350x1040mm, made in MS frame work of
35X35mmX3mm MS square pipe frame and 12mm commercial ply greenply/equivalent and on top
finised with 12 mm Corian with a storage of size 900x300x1050mm made with 3mm thk powder
coated MS as per dwg at all entry/exits of the museum. Including provision for movable stool as per
reference given in tender presentation and drawing. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional.

no.s

13.00

I-SEMM-
KUC-FD-01

92.0

Base Cushioning for Sitings

Providing and fixing of seating cushions of 50mm foam seat cushion of size 400x400mmx50mm .
The foam cushion will be covered with custom designed stain and wear/tear resistant fabric as per
theme of the each block. Artwork for the cloth to be designed by special artist familiar with the craft
and made by local artisans/craftsmen with past experience of the craft.

no.s

R.O.

93.0

Housing for Self Ticketing Kiosk

Providing and fixing of 12mm thk corian finished housing for self ticketing kiosk made in MS frame
work of size 50x50x2mm Ms box sections and 12mm commercial ply make greenply/equivalent. The
size of housing - 2000x1700x2400 mm. The housing should be operatable and lockable from one of
the sides. Provision for openable shutter as per requirement of the installation for its maintenance
and operation to be also provided. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design.

no.s

94.0

Custom made Step Ladder for Library

Providing and Installing of custom made step ladder for library, to access books kept in ceiling
mounted Pre Fabricated Book Shelf. The step ladder to be made in 75x75x75mm wooden sections,
with polished in natural finish /Duco Finished. The step ladders should be movable in nature and of
height - 600mm and step tread 120mm and step raise 180mm

no.s

Outdoor Light Panel

Providing and fixing of 3mm thk Corten steel panel of area 1.44 sqm fixed on surface as per design

no.s

33

95.0 with bending and custom artwork with CNC etching .Inclusive of all - fasners, fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional. Make: Customized with design & detailed shop drawing approved by Museum
Consultant.
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96.0

Blackout Light Curtains

Providing and fixing of blackout light curtains of length 10000mm and height 4000mm. The curtain
fabric should be durable enough for use in public space and curtain mechanism should have smooth
rail movement, with provision for automated movement of the curtains.

no.s

97.0

Stackable Stools with Stool Hanging
System

Proving and fixing of custom made / pre fabricated modular foldable stools that can be stacked on
the wall itself with appropriate hanging system. Refer moodboard in tender presentation. Including
floor stand for folding 5no.s stools - 15n0.s , Wall-mounted holder for 5 or 10 folding stools - 15
No.s. Make - STOCKHOLM II, Lectus Produktion or similar.

no.s

60

98.0

Foot Rail

Providing and fixing of foot rail of height 150mm, heavy gauge stainless steel pipe of diameter50mm
made in stainless steel

rm

RO

99.0

Moisture and Temperature Control
Equipment

Supply and installation of custom made moisture control Equipment / Dehumdifier for artifact
display units , where in original artifacts is kept for display, as per the requirement of the artefact.
DEHUMIDIFIER MOD. FDC 32 portable, for rooms with temperature from +0.5°C to +35°C, Make -
CTS Europe / Equivalent

TECHNICAL SPECIFICATIONS TO BE CONSIDERED

- Energy use: max 580W

- Air flow: 380 m3/hour

- Condensation capacity: 26 1/24 hours (30°C - 80% RH)

- Noise level: 43 dB(A)

- Reservoir capacity: 5.5 |

- Dimensions: 330x320xh 660 mm. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional.

no.s

RO

100.

Object Replicas - Gallery Wise

Providing and fixing of artefact object replicas - specific to each gallery and content. Rate to include
all the necessary research required for creating replicas. Relevant Data expert to be brought on
board as required for achieving authenticity of the replicas. Size of replica's not more than
300x300x300mm. 6 No.s replicas to be provided for gallery C3 & C5. 12 No.s replicas to be provided
for gallery C6 & C7. 12 No.s replicas to be provided for gallery D12 & D14. 12 No.s replicas to be
provided for gallery E3 & E5

no.s

43

101.

65" LED TV - For Board Room

Supplying and installation LED TV with minimum bezel - 65" . Make - Samsung/ Christie /
Equivalent. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or
any other mechanism required to make it functional.

no.s

TOTAL

INTERNAL SIGNAGES &
INFORMATION PANELS

Individual Rooms ID Signage

Providing and Fixing of Signage's for individual rooms of size 450mm x 150mm made in Glass/Acrylic

no.s

30.00

102. / Stainless Steel/ black glass or similar materials. Designed as per design given by museum design
0 consultant. Sample to be approved by Museum consultant before production. All necessary
hardware for fixing to be considered.
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103.

Way Finding - Wall Mounted Type - 1

Providing and Installation of wall mounted Glass Signage of size 750mm x 1200 mm , with Text
Etched / vinyl cut letter text on top. Designed as per design given by museum design consultant.
Sample to be approved by Museum consultant before production. Way Finding content needs to
be approved by museum consultant before production. All necessary hardware for fixing to be
considered. Inclusive of Print ready designed graphics, illustrations / artwork and Copywriting and
editing of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant.

no.s

30.00

104.

Glass printed Graphic panels, Type -1
A

Designing, Providing and Installation of 12mm thk toughened glass Info - Graphic glass panel of size
1200mm x 4500mm, mounted on museum interior walls fixed on the wooden batten frame of
section 100mmX50mm at 600mm c/c both ways and 12mm thick BWR grade plywood of
Greenply/Century ply or similar makes on the top of frame , with all the necessary hardware's used
to fix the glass ,inclusive of custom designed Printed text and graphics as per requirement of the
gallery design and conceptual design given by museum design consultant. Panels to be Content and
panel design needs to be approved by museum consultant before production. All prints will be done
1/32” - 1/8” from the edge of the glass to prevent contamination and consequential defects
resulting from overspray. Choose high quality image from reliable source (min. 2500 pixels) for the
best results

¢ Check quality in Photoshop at 100% scale (proportionate to actual size desired)

¢ Consider the viewing distance for the graphics

e Complete print test (scale to final size, print small crop, apply patterns, view at actual distance,
adjust)

¢ Request a Sample Print from vendor if unsure of the expected results

¢ Image quality impacts final image result: Image resolution is pixel data image holds, therefore the
higher the resolution, the more detail the image will have. Inclusive of Print ready designed
graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi, English,
Gujrati as per conceptual design provided by Museum consultant.

no.s

25.00

105.

Glass Print Graphic Panels , Type-1B
(Backlit)

Designing, Providing and Installation of 12mm thk toughened glass Info - Graphic glass panel of size
1200mm x 4500mm, mounted on on museum interior walls fixed on the wooden batten frame of
section 100mmX50mm at 600mm c/c both ways and 12mm thick BWR grade plywood of
Greenply/Century ply or similar makes on front side with all the necessary hardware's used to fix
the Canvas , inclusive of custom designed Printed text and graphics Printed text and graphics as
per requirement of the gallery design and conceptual design given by museum design consultant.
The Glass panel has to be backlit, with appropriate acrylic backing and LED light fixture with drivers
and all necessary hardware. The Backlit boxing should be able to diffuse sharp LED glare from light
fixtures. Content and panel design needs to be approved by museum consultant before production.
All prints will be done 1/32” - 1/8” from the edge of the glass to prevent contamination and
consequential defects resulting from overspray. Choose high quality image from reliable source
(min. 2500 pixels) for the best resultse Check quality in Photoshop at 100% scale (proportionate to
actual size desired)e Consider the viewing distance for the graphicse Complete print test (scale to
final size, print small crop, apply patterns, view at actual distance, adjust)e Request a Sample Print
from vendor if unsure of the expected resultse Image quality impacts final image result: Image
resolution is pixel data image holds, therefore the higher the resolution, the more detail the image
will have. Inclusive of Print ready designed graphics, illustrations / artwork and Copywriting and
editing of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant.

no.s

56.00
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Fabric /Canvas Print Graphic Panels
106. | Type - 2

Designing, Providing and Installation of Fabric / Canvas Print Info - Graphic panel of size 1200mm x
4500mm, mounted on on museum interior walls fixed on the wooden batten frame of section
100mmX50mm at 600mm c/c both ways and 12mm thick BWR grade plywood of Greenply/Century
ply or similar makes on front side The wooden framework will have 1" cushioning on top that will
be finished on top Canvas print graphic inclusive of all the necessary hardware's used to fix the
Canvas , inclusive of custom designed Printed text and graphics Printed text and graphics as per
requirement of the gallery design and conceptual design given by museum design consultant. The
Fabric / Canvas Print panel has to be backlit, with appropriate acrylic backing and LED light fixture
with drivers and all necessary hardware. The Backlit boxing should be able to diffuse sharp LED glare
from light fixtures. Content and panel design needs to be approved by museum consultant before
production. All prints will be done 1/32” - 1/8” from the edge of the glass to prevent contamination
and consequential defects resulting from overspray. Choose high quality image from reliable source
(min. 2500 pixels) for the best results

¢ Check quality in Photoshop at 100% scale (proportionate to actual size desired)

¢ Consider the viewing distance for the graphics

e Complete print test (scale to final size, print small crop, apply patterns, view at actual distance,
adjust)

¢ Request a Sample Print from vendor if unsure of the expected results

¢ Image quality impacts final image result: Image resolution is pixel data image holds, therefore the
higher the resolution, the more detail the image will have. Inclusive of Print ready designed
graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi, English,
Gujrati as per conceptual design provided by Museum consultant.

no.s

RO

Corten Steel Information Panels,
107. | Type-3

Providing and Installation of 8mm thk Corten steel Info - Graphic panel of size 1200mm X 3800mm
, fixed with Corten Steel/MS Framework with artwork in Stainless steel and Corten Steel etching on
top. Stainless Steel to be fixed on Corten Steel with necessary chemical adhesives. MS Frame
structure to include cost of CNC, Raw Material, waterjet/laser/plasma cutting, Spacer, Chemical
Fasteners, Grinding .The structure to be supported with Ms tubular section and base plate and
fastened withi fastener and structurally approved, with required foundation work as per approved
structure design. Content to be designed on the basis of conceptual design given by museum design
consultant. Content and panel design needs to be approved by musuem consultant before
production. For the purposed of costconsideration, consider the area for Stainless steel, as 50% the
area of corten steel. Inclusive of Print ready designed graphics, illustrations / artwork and
Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Musuem consultant.

no.s

6.00

Free standing Glass Information
108. | Panels -Type-4

Providing and Installation of Information Glass Panels, with text etched / plotter vinyl text on 12 mm
thk toughened glass, 2 No. glass panels to be included in one unit for structural stability, of size

no.s

25.00

I-SEMM-
KUC-TD-03

0 1000mm in width and 2300mm in height, fixed on 12mm thk corian base as per drawing. Sample
Information Panel and its content and design needs to be approved by museum consultant before
production. Inclusive of Print ready designed graphics, illustrations / artwork and Copywriting and
editing of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant.
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100.

Free standing Glass Information
Panels Angular - Type -5

Providing and Installation of Information Glass Panels in custom Angular shape as per drawing, with
text etched / plotter vinyl text/ Glass Printing on 12 mm thk toughened glass, 2 No. glass panels to
be included in one unit for structural stability , of size 1200mm in width and 1800mm in height ,
fixed on 12mm thk corian base as per drawing. Sample Information Panel and its content and design
needs to be approved by museum consultant before production. Inclusive of Print ready designed
graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi, English,
Gujrati as per conceptual design provided by Museum consultant.

no.s

12.00

110.

Free standing Glass Information
Panels Angular - Type - 5.1

Providing and Installation of Information Glass Panels in custom Angular shape as per drawing, with
text etched / plotter vinyl text/ Glass Printing on 12 mm thk toughened extra clear glass, 2 No. glass
panels to be included in one unit for structural stability , of size 1200mm in width and 1800mm in
height , fixed on 12mm thk corian base as per drawing. Sample Information Panel and its content
and design needs to be approved by museum consultant before production. Inclusive of Print ready
designed graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi,
English, Gujrati as per conceptual design provided by Museum consultant.

no.s

RO

111.

Freestanding Graphic panels - Type 6

Providing and Installation of Information Glass Panels, with text etched / plotter vinyl text on 12 mm
thk glass, 2 No.s glass panels to be included in one unit for structural stability , of size 3000mm in
width and 1000mm in width, fixed on 12mm thk corian base as per drawing. Content to be designed
as per conceptual design given by Museum Design Consultant. Sample Information Panel and its
content and design needs to be approved by museum consultant before production. Refer drawing
no. Inclusive of Print ready designed graphics, illustrations / artwork and Copywriting and editing
of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant.

no.s

RO

112.

Corten Steel Information Signage
Type -7

Providing and Installation of 8mm thk Corten steel Info - Graphic panel of size 2400mm X 1200mm
, fixed with Corten Steel/MS Framework with artwork in Stainless steel and Corten Steel etching on
top. Stainless Steel to be fixed on Corten Steel with necessary chemical adhesives. MS Frame
structure to include cost of CNC on 75% of the area , Raw Material, waterjet/laser/plasma cutting,
Spacer, Chemical Fasteners, Grinding .The structure to be supported with Ms tubular section and
base plate and fastened withi fastener and structurally approved, with required foundation work as
per approved structure design. Content to be designed on the basis of conceptual design given by
museum design consultant. Content and panel design needs to be approved by musuem consultant
before production. For the purposed of costconsideration, consider the area for Stainless steel, as
25% the area of corten steel. Inclusive of Print ready designed graphics, illustrations / artwork and
Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Musuem consultant.

no.s

2.00
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113.

Corten Steel Information Signage
Type - 8

Providing and Installation of 8mm thk Corten steel Info - Graphic panel of size 1200mm X 1800mm
, fixed with Corten Steel/MS Framework with artwork in Stainless steel and Corten Steel etching on
top. Stainless Steel to be fixed on Corten Steel with necessary chemical adhesives. MS Frame
structure to include cost of CNC, Raw Material, waterjet/laser/plasma cutting, Spacer, Chemical
Fasteners, Grinding .The structure to be supported with Ms tubular section and base plate and
fastened withi fastener and structurally approved, with required foundation work as per approved
structure design. Content to be designed on the basis of conceptual design given by museum design
consultant. Content and panel design needs to be approved by musuem consultant before
production. For the purposed of costconsideration, consider the area for Stainless steel, as 50% the
area of corten steel. Inclusive of Print ready designed graphics, illustrations / artwork and
Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Musuem consultant.

no.s

6.00

114.

Free standing Glass Information
Panels -Type-9

Providing and Installation of Information Glass Panels, with text etched / plotter vinyl text on 12 mm
thk toughened glass, 2 No. glass panels to be included in one unit for structural stability , of size
900mm in width and 1200mm in height , fixed on 12mm thk corian base as per drawing. Sample
Information Panel and its content and design needs to be approved by museum consultant before
production. Inclusive of Print ready designed graphics, illustrations / artwork and Copywriting and
editing of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant.

no.s

RO

115.

Free Standing Corten Steel
Information Signage Type - 10 (With
Stone Backing & MS Framework)

Providing and fixing of Free Standing Corten Steel Information Signage consisting of Steel / Metal
frame work for support with 25mm thk Khavada stone backing finished on top surface with 4mm
thk corten steel sheet with CNC cut Artwork in 50% of the area of signage surface and backed with
25mm thk Khavada stone backing. Item Rate to include jointing and finishing of corten steel and
Khavada stone to a flush finish with recommended framework/dry cladding system / clamping
system all complete. Maximum Height Upto :4500mm. Rate to include framework/dry cladding
system / clamping system required for paneling of both stone and corten steel paneling on concrete
wall surface. Size - 1200mm X 1800mm

no.s

RO

115.

Extra Clear Glass

Providing and fixing of 12mm toughenend extra clear glass, with screen printing

sgm

RO

116.

Fire Signages

Providing and fixing of fire signage as per approved fire norm symbol, with acroleic base and
reflective vinyl sticker , size 150mm x 150mm , fixed with 3m tape. Location drawings to be
approved by museum design consultant. Sample signage and its design to be approved by museum
consultant before production.

no.s

30.00

117.

Fire Evacuation Plans

Providing and fixing of fire evacuation map signage as per approved fire norms, with acroleic base
and reflective vinyl sticker, size 420mmx297mm, fixed with 3m tape, designed as per each location.
Location drawings to be approved by museum design consultant. Sample signage and its design to
be approved by museum consultant before production.

no.s

12.00

TOTAL

DOORS
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122.

double leaf

1500mm X 2400mm. 55mm to 72mm thick sandwich type composite sound reducing flush door
shutters. The combined assembly set of door frame and door shutters to be as per following details:
(a) Door frame shall be of teak / hard wood of size— 110 mm X 100 mm, including making
necessary grooves in the frame for fixing of hollow bulb type EDPM gaskets on rebates to block
noise leakage from gap in between door frame and shutter.

(b) The frame of shutter shall be made from 40 mm thick teak / hard wood stiles and top & bottom
rails of size 94 mm and core made of lock rail 100 mm wide and 40 mm thick and three additional
strips 50 mm wide and 25 mm thick (minimum)

(c) The core of door shutter shall be filled with acoustic insulation material , sound absorbing and
damping material .

(d) Face panels shall be of 12 mm thick Marine ply boards of approved make conforming to relevant
IS codes / International Standards on both sides of the core of the shutter with required primer at
the unexposed surface . One side of ply board shall be fixed to the core of the shutter along witha 5
mm thick Neoprene rubber sheet on its inner face.

(e) Duco paint finish as approved on top of 12 mm thick marine plyboard on both face of shutter.
(f) Dropdown Seal: — Excellent quality range of Internal Automatic Dropdown Seal, which are
manufactured from high grade quality raw materials. These Internal Automatic Dropdown Seal can
be customized as per our precious customers specifications. These Internal Automatic Dropdown
Seal are widely known for its durability and quality. Internal Automatic Dropdown Seal can be
availed at industrial leading price. Resists sound upto 37db, air, insects, cold smoke, light. Designed
for timber (wooden) doors.

(g) Hardware- The door assembly shall be fixed to the door frame with heavy duty stainless steel
hardware i.e. Door Lock, SS Bal bearing Hinges, SS door handle ‘D’ type back to back, SS Tower
bolt. Door inner surface to be flushed with projection screen.

Flush Doors- double leaf Providing and fixing of Flush door with double leaf, including with door frame size 125mm x 75mm | no.s 9.00
118. made of seasoned wood and door made in block board of 35 mm thickness, fixed in line & level,
0 with 1mm thk teak veneer on both sides, duly polished with melamine finish, fixed with complete
necessary hardware ( hardware , hinges, handles, door stopper, locks ). Size of door 1800mm X
2400mm.
Flush Doors- single leaf Providing and fixing of Flush door with single leaf, including with door frame size 125mm x 75mm no.s 6.00
119. made of seasoned wood and door made in block board of 35 mm thickness, fixed in line & level,
0 with 1mm thk teak veneer on both sides, duly polished with melamine finish, fixed with complete
necessary hardware ( hardware , hinges, handles, door stopper, locks ). Size of door 900mm X
2400mm.
Single leaf Glass doors Providing and fixing of Single leaf Glass door , made 12mm thk toughened glass door, inclusive of no.s 5.00
120. hardware, Pivot, and MS handle (Single leaf).Size-1200mm X 2400mm .
0
Double leaf Glass doors Providing and fixing of Double leaf Glass door, made 12mm thk toughened glass door , inclusive of no.s 4.00
121. hardware, Pivot , and MS handle (Single leaf).Size-2000mm X 2400mm .
0
Double skin accoustical Flush Doors- Providing and fixing of Double skin Accoustical Flush door with double leaf door. Size of door no.s 2.00
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123.

Server Area Acess Door Panels in
Niche's

Providing and fixing of Flush door with single leaf, including with door frame size 125mm x 75mm,
made in block board of 25 mm thickness, fixed in line & level, with 8mm thk corian finish on the
front sides of the door and duco paint finish as approved on top of block board , to be fixed in
concrete vestibule, fixed with complete necessary hardware ( hardware , hinges, handles, door
stopper, locks ). Door to be flushed with the frame and the frame to be flushed with outter finished
level edge of the concrete vestibule. Size of door 1300mm X 2500mm. Providing and fixing of
wooden paneling flushed with the door frame, made in block board of 25 mm thickness, fixed in
line & level, with 8mm thk corian finish on the front sides of the panel to be fixed in concrete
vestibule, fixed with complete necessary hardware . Size of fixed panel 1300mm X 2500mm.

no.s

15

TOTAL

COMMON ITEMS

124.

Integrated CCTV System for overall
museum

SITC OF IP 2MP IR Bullet Varifocal Camera -1/2.8"Progressive Scan CMOS, 1920 x 1080 at 25fps,2.7 to 13.5
mm Varifocal Motorized lens, 0.01 Lux at F1.2, 0 Lux with IR, ICR, ONVIF (PROFILE S, PROFILE G), support
H.265, H.264, MJPEG, 120db WDR, 3D Digital Noise Reduction, Three individually configurable stream, 12 VDC
& PoE, IR range: 40m, Support on-board storage up to 128 GB (SD card not included), Audio: 1 Input, 1 Output,
Alarm: 2 Ch Input, 2 Ch Output IP67, Edge Analytics- Line crossing detection, Intrusion detection, Scene change
detection, Motion detection, Face detection, Video tampering, UL, FCC,CE certified.

Make : Hikvision / Bosch / Axis / Honeywell

Nos.

49.00

SITC OF 2MP IR Bullet Fixed Camera -1/2.8"Progressive Scan CMOS, 1920 x 1080 at 25fps, 2.8 mm Fixed
lens, 0.01 Lux at F1.2, 0 Lux with IR, ICR, ONVIF (PROFILE S, PROFILE G), support H.265, H.264, MJPEG, 120db
WODR, 3D Digital Noise Reduction, Three individually configurable stream, 12 VDC & PoE, IR range: 40m,
Support on-board storage up to 128 GB (SD card not included), IP67, Edge Analytics- Line crossing detection,
Intrusion detection, Motion detection, Scene change detection, Video tampering, UL, CE, FCC certified.

Make : Hikvision / Bosch / Axis / Honeywell

Nos

49.00

SITC OF 2MP IR Outdoor PTZ Camera-1/2.8" Progressive Scan CMOS, 1920 x 1080 at 60fps, 4.8 mm
to 153 mm, 32x Optical, 16x digital zoom, Colour: 0.005 Lux at F1.6, B/W: 0.001 Lux at F1.6, ICR,
ONVIF, support H.265,MJPEG, 120 dB WDR, 3D Digital Noise Reduction, HLC, BLC, Defog, EIS, Triple
individually configurable stream, 24 VAC & Hi PoE, IR range: 150m, Pan: 360° endless, Tilt: From -15°
to 90° (auto-flip), Pan Speed - from 0.1°/s to 160°/s, Present Speed: 240°/s, Tilt Speed- from 0.1°/s to
120°/s, Present Speed: 200°/s, Presents- 300, Alarm Input-2-ch alarm input, Alarm Output-1-ch
alarm output, Audio-1 channel input & output, Support on-board storage up to 256 GB (SD card not
included), IP66, IK10, Face Detection, Intrusion Detection, Line Crossing Detection, Region Entrance
Detection, Region Exiting Detection, UL, CE, FCC certified.

Make : Hikvision / Bosch / Axis / Honeywell

Nos

21.00
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SITC OF 64ch Network Video Recorder-Connect Up to 64 IP Cameras, Dual OS, Up to 12 Megapixels
Resolution, Two independent HDMI & Two VGA outputs, At least one HDMI output of 4K
resolution,1 VGA output with output up to 1920 x 1080, Support H.265, MJPEG, Supports N+1 hot
spare system, Supports RAIDO, RAID1, RAID5, RAID6 and RAID10 ,Supports HDD hot swap, Supports
Dual Power-Redundant, Incoming Bandwidth 320 Mbps, 8 SATA Hard Disks, ANR Technology, 8 SATA

interfaces for 8 HDDs and capacity of each HDD up to 6TB, 3 x USB at least 1 x USB with 3.0, Alarm Nos 7.00
I/0 16/4, RS-485, RS-232, 2 RJ-45 10 /100/1000 Mbps self-adaptive Ethernet interface, Multiple
network monitoring: Web viewer, CE, FCC, UL certified.Make : Hikvision / Bosch / Axis / Honeywell
SITC OF 6TB Surveillance Hard Disk
Make : Seagate / WD Nos 20.00
SITC OF 24 port managed Network PoE Switch: 24 port PoE Switch with PoE standard of IEEE 802.3af
, IEEE 802.3at, PoE port, Uplink ports Nos 15.00
Make : Net gear / D-Link / HP
SITC OF Surveillance class Common Micro SD Card 128GB for camera
Make : Seagate / WD Nos 30.00
Video Management Software
Make : Hikvision / Bosch / Axis / Honeywell Nos 80.00
Server for Video Management Software Nos 2.00
SITC of wall mounted 42" LCD 24X7 Surveillance Monitor
Make : LG/ Panasonic / Samsung Nos 7.00
SITC of 20 inch LCD monitor Work Station/ desktop (for Operation Manager) with these specification
- Intel Core i7-6700 processor & mother board, 3.4GHz, 8GB RAM, Windows 10 (64 Bit) OS with MS
Office, DVD R/W, USB 2.0 & 3.0; Integrated Intel HD graphics 530 and NVIdiameterQuadro NVS 315
1 GB PCIE x 16 LP supporting 4 Monitors. also complete with 2.1 speakers, keyboard and optical Nos 5.00
mouse etc. all
Make: Dell/ HP/ Lenovo
SITC of outdoor rated 12U Rack Frame, Pre-configured 19" Wall-Mount Enclosure for networks,
Passive ventilation with vent slots, Wall-Mount Enclosure with front glass door, Key lock
arrangement, Top and bottom with vents, 4 rubber grommets for cable entry, @ 50 mm, Mounting Nos 5.00
provision with two fans. has to be with canopy arrangement etc all complete.
125. | Integrated LAN System for overall Processor family Nos 7.00
0 | museum Intel® Xeon® Scalable 8100 series Intel® Xeon® Scalable 6100 series Intel® Xeon® Scalable 5100
series Intel® Xeon® Scalable 4100 series Intel® Xeon® Scalable 3100 series
Processor cache
38.50 MB L3 - 8.25 MB L3, depending on model SKU
Memory type
HPE DDR4 Smart memory
RAM- 32GB DDR4
HDD- 2TB
Display 24" Nos 7.00
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Layer 3 Gigabit 24 Port with 4 Fibre Port Nos 30.00
Firewall Nos 5.00
Patch Panel 24 Port Loaded Nos 30.00
SFP Module Nos 42.00
Keyboard Nos 7.00
Mouse Nos 7.00
Server Rack 42U with accessories Nos 7.00
Cooling Fan Tray Nos 7.00
Rack 4U with accessories Nos 7.00
Rack 6U with accessories Nos 9.00
UPS APC SRC 10KVXI 12V 65AH SMF Battery (Rocket/Exide)
Rack & Links Set.(With one hour Power Backup) Nos 3.00
MS Conduit fittings Nos 500.00
MS Conduit 20 mm rmt 1200.00
I/0 Fully Loaded Nos 250.00
Cat 6(305M) Nos 15.00
Connectors RJ 45 Nos 1500.00
Connectors LC For Fibre Nos 75.00
Connectors Sc For Fibre Nos 15.00
Optical Fibre 12 Port Patch Panel Nos 3.00
Optical Fibre Cable rm 500.00
MS Cable tray Junction Box Nos 20.00
MS Cable tray 150X50 MM rm 500.00
MS cable tray T Nos 50.00
Installation Fitting Designing Cabling Labour cost Server
Configuration IT Infra Establishment and configuration Etc. job 7.00
Compatable wifi router Nos 120.00
126. | Audio Guides Providing & supplying Audio guide with High quality audio compression, Dynamic range 95 dB, no.s 400.00
0 Earphone output, memory capacity of8 GB, support up to 16 GB, Battery 2 x AA (1.2 V / 1600 mAh,
Ni-MH) or 2 x AA (1.5 V Alkaline) with 16 hours backup. Audio Guide with number system to be
provided with head phones (with disposable covers & neck hanging) of make
Beverdynamic/Orpheo/equivalent make. Should have the capacity to store 600 mins of audio in 4
languages and should be expandable to 1800mins with 10 languages. Audio guide interaction up to
500 points.
127. | Supporting software & equipment's Enough charging points need to be taken to have all the audio guide to be active during museum job 1.00
0 | for audio guide. hours & Storage stations with all the necessary hardware to be provided at entry & exit of blocks (C,
Da,Db,Ea,Eb).
128. | Software and Integration for Audio Required equipment & software to automate and synchronize audio guide with actual time of audio job 1.00
0 | Guides synchronized for all audio visuals in desired language. Audio guide interaction up to 630 points in
any of the 3 languages
129. | Internal wiring Wiring for circuit/ submain wiring along with earth wire with the following sizes of FRLS PVC
0 insulated copper conductor, single core cable in surface/ recessed medium class PVC conduit as
required.
2X1.5sq. mm+1X1.5sg. mm earth wire rm 2000.00
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2X25sq.mm+1X2.5sg. mm earth wire rm 350.00
2X4sq.mm+1X4sq. mm earth wire rm 200.00
130. Supplying and drawing following sizes of FRLS PVC insulated copper conductor, single core cable in
0 the existing surface/ recessed steel/ PVC conduit as required.
3 x 1.5 sq. mm (for inverter circuit) rm 1500.00
131. Supplying and fixing of following sizes of medium class PVC conduit along with accessories in rm 2970.00
0 surface/recess including cutting the wall and making good the same in case of recessed conduit as
required. : 25 mm.
132. Supplying and drawing following sizes of FRLS PVC insulated copper conductor, single core cable in
0 the existing surface/ recessed steel/ PVC conduit as required.
3x2.5sq. mm rm 1250.00
133. Wiring for circuit with the following sizes of FRLS PVC insulated copper conductor, single core cable
0 in surface/ recessed steel conduit as required.
2X1.5sq. mm+1X1.5sg. mm earth wire rm 50.00
2X25sq.mm+1X2.5sg. mm earth wire rm 50.00
2 X4sq.mm+1X4sq. mm earth wire rm 50.00
-4Cx 16 sq. mm. rm 125.00
-4Cx 6 sq. mm. rm 100.00
-4Cx 16 sg. mm. each 4.00
134. Power Point Wiring - Wiring for circuit wiring along with earth wire with the following sizes of FRLS
0 PVC insulated copper conductor, single core cable in surface/ recessed medium class PVC conduit as
required.
2X25sq.mm+1X2.5sg. mm earth wire rm 100.00
2X4sq.mm+1X4sq. mm earth wire rm 2000.00
135. Supplying and fixing suitable size Gl box with modular plate and cover in front on surface or in each 300.00
0 recess, including providing and fixing 3 pin 5/13 amps modular socket outlet and 5/13 amps modular
switch, connection etc. as required.
136. Supplying and fixing suitable size Gl box with modular plate and cover in front on surface or in each 150.00
0 recess, including providing and fixing 6 pin 5/13 & 5/16 amps modular socket outlet and 5/16 amps
modular switch, connection etc. as required.
137. | Internal Cabling: S.I.T.C. high grade PVC/XLPE Cable as per | S 7098 (Latest Edition) with Stranded Aluminium
0 conductor; PVC/XLPE insulated, multi-core, bunched, Armoured/un-armoured with overall PVC
insulation as follows:
-3.5Cx 25 sg. mm rm 75.00
-4Cx 16 sq. mm rm 75.00
-4Cx 10 sq. mm rm 50.00
-4Cx 6 sq. mm rm 50.00
-4Cx 4 sq. mm. rm 100.00
-3Cx4sq. mm rm 200.00
138. Supply & laying of PVC. Pipes (of heavy duty as per relevant IS) embedded into PCC (1:4:8 & 100 mm
0 thick) complete with pipe sockets/ bends etc. as required in a trench in the ground (including
preparing the trench) of following diameters:
32 mm dia rm 400.00
50 mm dia rm 150.00
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139. Supplying and installing following size of perforated Hot
0 Dipped Galvanised Iron cable tray (Galvanisation thickness not
less than 50 microns) with perforation not more than 17.5%, in
convenient sections, joined with connectors, suspended from
the ceiling with G.I. suspenders including G.I. bolts & nuts, etc.
as required.
: 600 mm width X 50 mm depth X 2.0 mm thickness rm 100.00
: 300 mm width X 50 mm depth X 1.6 mm thickness rm 100.00
: 150 mm width X 50 mm depth X 1.6 mm thickness rm 100.00
140. Supplying and laying of following size DWC HDPE pipe ISI marked along with all accessories like
0 socket, bend, couplers etc.
conforming to IS 14930, Part Il complete with fitting and cutting,
jointing etc. Direct in ground (75 cm below ground level) including
excavation and refilling the trench but excluding sand cushioning
and protective covering etc., complete as required.
: 63 mm diameter(OD-63 mm & ID-51 mm nominal) rm 25.00
TOTAL
A2 INTERIOR INSTALLATIONS
C- BLOCK
Reception digital wall Supplying and installation video wall with minimum bezel of 14 no.s - 65" LED Digital Display screen, | Job 1.00 11000mm x
141. out of which 2 screen area to be touch enabled on either side of the digital wall and the remaining 2000mm
0 12 will be non touch enabled LED digital screen. Size available for making Digital Wall - 11000mm
(Length) and 2000mm (height). Make - Samsung / Equivalent. Digital Wall to be flushed on viewing
side with black lacquered glass panelling up to ceiling and floor finish level (quantity of Lacquered
glass considered in wall finishes). All the necessary hardware required for installation to be
considered while quoting. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional as per the design. The Rates
inclusive of all software, hardware, electricals, servers, other, necessary cables, networking and any
supportive technology required to make it functional as per design.
Providing integration of Touch screens and Non touch screens with two separate video processor Job 1.00
and PC - i7(Intel),GTX 1070 Graphic Card(AMD/NVIDIA) - 8 GB, 16 GB
RAM(Kingston/Corsair/Transcend), Keyboard Mouse - HP/Logitech, Cabinet
(Coolermaster/Corsair/Thermaltake) Microsoft Windows 10 pro . HDMI Wires (Venta/Amazon
basics), CAT 6, Racks. The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.
Providing Audio system - Integrated with Digital Wall. Inclusive of speaker installation, mounting, Job 1.00
perforated screens for concealing speaker . Make JBL / Onkyo / Harman Kardon / Equivalent . The
Rates inclusive of all software, hardware, electricals, servers, other , necessary cables, networking
and any supportive technology required to make it functional as per design.
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142.

Reception - Embossed MS Wall Art
Mural by Local Artist

Providing and Fixing of a wall mounted installation that will be a map of the entire museum,
represented in the form of MS / any other metal Art mural, to conceptually orient the visitor to the
narrative and flow of the museum designed by an authentic local crafts person of the Kutch region.
The size of the wall mural 7500mm X 4500mm. the plan will use various art techniques which are
being used in respective blocks - including applique, Block Printing, Terracotta, weaving, rogan art,
lacquered wood. Refer Mood board in presentation. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional as per
the design.Specialized artist/sculpturist on board for the installations to take necessary prior
approvals from museum design consultant before execution. electrical, mechanical or any other
mechanism required to make it functional as per the design. Inclusive of Print ready designed
graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi, English,
Gujrati as per conceptual design provided by Museum consultant.

Job

1.00

7500mm X
4500mm

143.

Library Wall Art Mural by Local Artist

Providing and Fixing of sculpture/painting on the wall by a local artist/craftsperson/sculptor. The
theme of this sculpture will be a 'library of the crafts’, made in Patches/blocks of similar shape and
size but in unique crafts of the state will be mounted on the wall to form a visual library. the mural is
made of approximately 100mm x 100mm x 100mm block of all the crafts found in Gujarat, made as
per design provided by museum design consultant. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional as per
the design. Specialized artist/sculpturist on board for the installations to take necessary prior
approvals from museum design consultant before execution.

no.s

1500.00

12000mm x
4000mm

144.

Admin Wall - White Board

Providing and Installing of white board of size 3600mm x 1800mm in admin area, with appropriate
accessories. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or
any other mechanism required to make it functional as per the design.

no.s

1.00

145.

Applique Cloth Hanging Artwork
Panel entry & exit

Providing and Fixing of Stain free, polyester/cotton fabric embroidered using applique technique on
both sides of the signage as per the design provided, suspended near the block entrance as per
hanging fixture detail provided in the drawing. Artwork size 4000x2100mm. Inclusive of all -
fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism required
to make it functional as per the design. Artwork for the cloth to be designed by special artist familiar
with the craft and made by local artisans/craftsmen with past experience of the craft.Specialized
artist/sculpturist on board for the installations to take necessary prior approvals from museum
design consultant before execution. Artwork panel to be made in MS and powde rcoated / Duco
finished with required fixing fixtures. Refer drawing .

no.s

2.00

I-SEMM-
KUC-TD-01

146.

Concrete Quote Installation

Providing and fixing of Concrete Letters forming a quote related to movement and creation of earth
designed using specific moulds of text height 720mm Fixed on wall with Clamps on wall size of
10500mm X 4500mm, as per conceptual design given by Museum design consultant. Text can be in
Hindi/English / Gujrati, no. of letters to be considered - 150 to 170 alphabets. Wall shall be finished
in exposed concrete, No separate cost for wall finish to be considered. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional as per the design.

no.s

1.00

I-SEMM-
KUC-01-02
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147.
0

360 degree Nature experience

Providing and fixing of Elliptical shell structure , made in 50mm diameterMS pipe framing ending
with 4mm thick Base plates which are to be fixed to false floor with rohl fastener. The elliptical
frame structure to be finished with custom made printed/texture 3mm thk FRP on outer surface.
The indoor curved surface will have projection on it and will be finished withScreen paint 4k high
gain Screen paint- white to be spray painted on the walls post primer dupont/dalite equivelent,
good for projection. The overall shell structure should be weather resistant ,protuding outside into
the courtyard, the outer FACADE SHOULD BE WEATHER RESISTANT . Provision for providing and
concealing - emergency lights, way finding lights, post show light ; Dimmable 18w cob funnel lights
for ceiling 3000k Florence or equivalent, flushed & installed within the framed shell structure and
false flooring to be made. Projectors shall be concealed inside the false flooring. Refer drawings for
exact size of elliptical shell structure. Provision for entrance ramp to be also provided for universal
access. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional as per the design. Provision of all services including
HVAC, Lighting etc to be coordinated within the structure of the shell and concealed within the
frame work. All necessary provisions to be considered to make the structure stable and durable for
installation functioning and use.

Providing and fixing of 75 mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on the outside of the FRP shell as per drawing with edge
profiles, beadings s etc . The wooden section to be coated with anti termite coat and wooden
battens used should be seasoned wood. The wooden frame should be fixed on floor/wall/ ceiling
with necessary fixing arrangements and screws, including drilling necessary holes for rawl plugs etc.
and primer coat on unexposed surface complete. Cost of primer base on base to be considered. The
wooden panel will have 1" cushioning on top that will be finished on top with stain free custom
made fabric skin, the fabric should be resistant to wear and tear, made of polyester/cotton. Fabric
to be embroidered in using applique technique as approved by museum interior consultant.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional.The applique work cloth shall be used for full height
panelling upto height of 4500mm. Artwork for the cloth to be designed by special artist familiar with
the craft and made by local artisans/craftsmen with past experience of the craft. Total Area to be
covered with wood & Fabric Paneling - 216 sgm. All necessary provisions to be considered to make
the structure stable and durable for installation functioning and use.

Providing and Fixing of False floor with MS tubular section of 75x50x4mm thickness with 600 c/c
spacing and application of 25mm thick BWR grade plywood of Greenply/Century ply or similar
makes with edge profiles, beadings etc. on top of the frame structure which will be further finished
on top with vinyl flooring as per approval and specifications provided by museum interior architect.
Provisions for air conditioning openings on edges of the floor to be made in False flooring as per
HVAC shop drawings with grills for air circulation in approved finish and make. Height of False
flooring 450mm.Projectors shall be concealed inside the false flooring. All necessary provisions to
be considered to make the structure stable, vibration free and durable for installation functioning
and to take the load of approximatley 15-18 people and the installation dead load.

Providing and fixing of Acoustical 50mm thk insulation within the Frame structure, formaldehyde
free, fire retardant. Make Sipla/ UP Twiga/ Orwens Corning / Equivalent - Installed with MS wire
mesh. Installation complete with all necessary Hardware. Special care to be taken while considering
acoustics so that their is no echo / reverberation in the overall sound experience.

Job

1.00

I-SEMM-
KUC-ID-C01

Supply and Installation of Carpet with 8mm underlay or carpet tile glass backed with 0.6 to 0.8 nrc
value (beige or cream color prefered) carpet or carpet tile to be balding proof. Floor Area= 55 sgm

sgm

55.00

I-SEMM-
KUC-ID-C01
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Supply , installation, testing and commissioning of minimum 20 no.s, Projectors - 7000 lumens
laser projectors with 20k lamp hrs, inbuilt edge blending, Short throw zoom lens, 4K Media Player
with server capabilities with 4x outputs, 4K Media Player with server capabilities with 8x outputs,
Projector Mount, HDMI Cables 4k - 15m, Hdmi cable 4k optical 10m, Custom Racks, Custom pc with
1080tix2 graphics card i7 , processor 32gb ram, Professional projection mapping Software with
perpetual liscence, 4000000:1 Contrast Ratio, inputs: HDMI, DVI-D, DisplayPort, Compositive Video,
S-Video & USB of Christie / Barco / Panasonic/ equivalent, providing immersive 360 degree
projection, on a approximate screen of circumference 35000mm and max. height 3250mm that will
project on the curved wall surface with floor and ceiling projection along. Make sufficient enough as
per the room size. Completed Integration with of 19 projector with licence, Blending and image
correction technology. The projection area to be considered is full wall surface on the inside of the
shell structure and the ceiling as per drawing. Make - Christie / Barco / Panasonic/ equivalent. The
Rates inclusive of all software, hardware, electricals, servers, other , necessary cables, networking
and any supportive technology required to make it functional as per concept.

Job

1.00

Audio system - for surround sound in the area - MARTIN AUDIO (UK) OR FBT AUDIO (ITALY) OR
POWERSOFT(ITALY) Equivalent pro audio systems with 16 speakers 4 subwoofers for directional
sound with intl presets (dolby atmos) , amps , pre amps approx. . The Rates inclusive of all software,
hardware, electricals, servers, other , necessary cables, networking and any supportive technology
required to make it functional as per concept. Including - Custom rack for amps.

Job

1.00

Overall Gallery automation inclusive of overall Automated Lighting integrated with Projector and
audio system. This shall include automation of lighting both pre show and post show. Control4,
Lutron, Crestron equivalent lightingand AV automation with controls on ipad

Job

1.00

148.

Wind Sculpture

Designing , Providing and Fixing of courtyard installation of Dynamic Wind sculpture spread in area
of 60.6 sqm , of variable heights , maintaining minimum distance of 2400mm from floor finish level.
The sculpture shall represent constant movement of earth's natural phenomenon's. The sculpture
should have an overall shimmering effect, with each light weight metal shimmer plate movable on
any two axis i.e. when exposed to air pressure from wind. These Metal shimmer plates will also
produce pleasant sound on touching each other when exposed to air pressure from natural winds.(
Refer mood board in presentation) Materials for the sculpture MS/SS/Wood/Copper with Nickel /
Aluminium/ chrome/shine/matt finish) should be weather proof and complete in all respect as per
design and detail. The museum interior execution team may out source the sculpture to an artist.
The Final sculpture design & metal shimmer plate sample to be approved by Museum design
consultant before installation. The sculpture should consider existing beam structure and should
have minimal support framework. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design. The
Rates inclusive of all software, hardware, electricals, servers, other , necessary cables, networking
and any supportive technology required to make it functional as per concept.

no.s

1.00

I-SEMM-
KUC-01-02
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149.
0

Temperature Installation

Supply, Design, testing, commissioning, integration and installation of large scaled abstract
temperature measuring device (inspired from traditional thermometer) of human size / volumetric
size - 1200x1200x1800 mm, installed in the courtyard that will measure the varying temperature of
that area and record the consistent changes and represent the recorded data throughout the day.
This working Thermometer installation will be mechanically controlled based on electronic readings
measured by the thermometer installation. The Thermometer should be capable of indicating the
current temperature and be weather proof and mark the lowest and highest temperature of the last
24 hours, visible to the visitors. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design. The
Rates inclusive of all software, hardware, electricals, servers, other , necessary cables, networking
and any supportive technology required to make it functional as per concept. Housing for machinery
to be made in 2mm thk corten steel. The toughend glass indicating temperature to be filled with
appropriate liquid.

no.s

1.00

SITC and Integration for temperature installation - 1x Arduino

1x Temperature sensor (TMP36), Piston controlled by a servo to raise or decrease liquid levels, Dyed
oil for liquid. The Rates inclusive of all software, hardware, electricals, servers, other, necessary
cables, networking and any supportive technology required to make it functional as per concept.

job

1.00

I-SEMM-
KUC-01-02

150.

Live Seismograph Digital Wall

Supplying and installation video wall with minimum bezel of 12 no.s - 65" LED Digital Display screen
Size available for making Digital Wall - 10500mm (Length) and 2000mm (height). Make - Samsung /
Equivalent. Digital Wall to be flushed on viewing side with black lacquered glass panelling up to
ceiling and floor finish level. Area to be considered under glass printing and glass etching each - 8
sgm. (quantity of Lacquered glass and panelling not to be considered in this item). The Rates
inclusive of all software, hardware, electricals, servers, other , necessary cables, networking and any
supportive technology required to make it functional as per concept. Relevant Data expert to be
brought on board as required for achieving authenticity of the installation

Supply and Integration of Live Seismograph Digital Wall - D7S Seismic sensor + 6-DOF
Accelerometer(Sparkfun / Equivalent) + Arduino Microcontroller board (Sparkfun / Equivalent) + PC -
i5(Intel),GTX 1060 Graphic Card(AMD/NV DIA) - 4GB, 8 GB RAM(Kingston/Corsair/Transcend),
Keyboard Mouse - HP/Logitech, Cabinet (Coolermaster/Corsair/Thermaltake) Microsoft Windows 10
pro . HDMI Wires (Venta/Amazon basics) + Video Processor/ MediameterPlayer + Rack. The Rates
inclusive of all software, hardware, electricals, servers, other, necessary cables, networking and any
supportive technology required to make it functional as per concept.

job

1.00
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151.
0

Elliptical Model Display Table with
Panel

Providing and fixing of diameters 2800mm & 1250mm & 900mm high, sized elliptical shape model
display table made in 35mm diameterpipe of 2mm thickness ¢/c 450mm frame and covered with
12mm thick Corian as per design / drg. All Mild steel will be coated with anti rust coating/paint and
all complete with all necessary hardware, equipment's and colour approved by museum
Consultants. Provision for openable shutter as per requirement of the installation for its
maintenance and operation to be also provided, with provision of cove at the bottom. Rate to
include LED light fixture in cove with drivers and wiring. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional as per
the design. 50mm level off set from top of the table and 150 mm horizontal offset from the table
edge to accomodate the models.

no.s

3.00

Providing of interactive Models on themes - 1) Discovery of Layered earth 2) The concept of plate
tectonics 3)Continental drift, earth’s horizontal movements, formation of Pangea, Gondwanaland
and eventual drift of Indian Subcontinental plate ; as per the details and mood board in reference
presentation, made in FRP / suitable materiel that is user friendly and stable for user interaction.
The scale of the model should be large enough to cover more than 60 % of top surface area of
elliptical model display table model internal lighting to be also considered. Relevant Data expert to
be brought on board as required for achieving authenticity of the models.

no.s

3.00

Providing of ellipse shaped light panel of diameter's - 2800mm and 1250mm and height 900mm. The
Elliptical panels to be suspended from ceiling made with frame structure beneath made in special
circular pipe sections, power pressed from M.S. sheets and galvanized with zinc coating of 120
gms/sqm (both side inclusive) as per IS : 35mm dia. The Frame to be finished on top with Stretch
Ceiling of Make - Barisol/ Euroceil or equivalent. The stretch ceiling fabric will have customised info
graphics about the model printed on it, as per the design given by museum design consultant. Cost
for light fixtures beneath the ellipse structure not to be considered. Light fixtures considered under
Lighting section of BOQ. The rate should be inclusive of all hardware and necessary fittings required
to make it sustainable hanging system.electrical, mechanical or any other mechanism required to
make it functional as per the design. Inclusive of Print ready designed graphics, illustrations /
artwork and Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual
design provided by Museum consultant.

no.s

3.00

I-SEMM-
KUC-ID-C02
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152.
0

Fossil Display Table

Providing and fixing 6530mmx2240mmx900mm size elliptical shape Fossil display table with sitting,
made in 50X50X4mm Square pipe(if needed 50mm diameterpipe can be used) c/c 450mm frame
with 12mm commercial ply on top and finished with 12mm thick Corian as per design/drg. and one
side it will have bench for sitting in 12mm thk with storage under the base of the seating. The
seating base will be 450 high and seat depth will be 400mm with 350mm diameterseat cushions in
high density/resilient polyurethane foam(35-42kg/cbm) wrapped in approved leatherite back will be
added with corion as per design. on the opposite of the seating of Fossil Display Table there will be
elliptical corion finished platform with 400mm @ & 400mm high Toughened glass Lockable Jar
placed on it and with one service door (lockable), the structure will be made in 50X50X4mm Square
pipe/ circular pipe frame finished with 12mm thick corion with all necessary hardware will be
provided in this table. All Mild steel will be coated with anti rust coating/paint and all complete with
all necessary hardware, equipment and colour approved by museum Consultants. If the artifacts are
original, appropriate humidity and temperature control to be incorporated in the display cases.
Provision for openable shutter as per requirement of the installation for its maintenance and
operation to be also provided. Including provision of fixed typical labels near display jars, with
provision of cove at the bottom. Rate to include LED light fixture in cove with drivers and wiring.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the design.

no.s

1.00

I-SEMM-
KUC-ID-C03

153.

Suspended Light over Fossil Display
Table

Providing and fixing 6530mmx2240mmx750mm size elliptical shape suspended stretch ceiling light
over elliptical shape Fossil display table in 50X50X4mm Square pipe(if needed 50mm diameterpipe
can be used) ¢/c 1000mm frame and vertical sides wrapped with printed barrisol/Euroceil equivalent
make as per design/drg. bottom will be covered in 6mm thick commercial ply and wrapped same as
vertical sides. Softone 60W Luminous Flux (Nom) 630 Im X 6 nos. to be required for lighting inside
elliptical shape stretch ceiling light. All Mild steel will be coated with anti rust coating/paint and all
complete with all necessary hardware, equipment's and colour approved by museum Consultants.
Projector housing to be accommodated in this structure housing. The rate should be inclusive of all
hardware and necessary fittings required to make it sustainable hanging system. electrical,
mechanical or any other mechanism required to make it functional as per the design. Inclusive of
Print ready designed graphics, illustrations / artwork and Copywriting and editing of textual content
in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

no.s

1.00

I-SEMM-
KUC-ID-C03

154.

Globe Installation

Textured globe shell structure with 50mm diametermild steel pipe , 4mm thick Base plates fixed
with rohl fastener on floor and made in FRP with globe size diameter of 3900mm as per the details
given in reference drawing . Two opening to be provided on the globe surface as per design, for a
walk through from within the globe. On outdoor textured/duco paint finish (Projection on outer side
of the Globe). All complete with necessary hardware and paint approved by museum Consultants.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the design.

Providing and fixing of Acoustical 50mm thk insulation within the Frame structure, formaldehyde
free, fire retardant. Make Sipla/ UP Twiga/ Orwens Corning / Equivalent.

Job

1.00

I-SEMM-
KUC-ID-C04
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©]

GSDMA

Supply , installation, testing and commissioning of 3 No.s 4000 lumen laser projector,1920 x 1200
WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI, DVI-D, DisplayPort,
Compositive Video, S-Video & USB of Christie / Barco / Panasonic/ equivalent, that will project on
the curved Globe surface of 3.5-4m diameteralong with integrated with Audio system. Blending and
image correction technology with complete integration's blending software will have integration
with minimum 3 projector with licence. Make - Christie / Barco / Panasonic/ equivalent. The Rates
inclusive of all software, hardware, electricals, servers, other, necessary cables, networking and any
supportive technology required to make it functional as per concept.

Supply and Integration of projectors - PC - i7(Intel),GTX 1080 Graphic Card(AMD/NVIDIA) - 8 GB, 16
GB RAM(Kingston/Corsair/Transcend), Keyboard Mouse - HP/Logitech, Cabinet
(Coolermaster/Corsair/Thermaltake) Microsoft Windows 10 pro . HDMI Wires (Venta/Amazon
basics), CAT 6, Racks, Mediameterplayer / Video processor, Mount. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept.

Job

1.00

Directional Audio system - Integrated with Projection system. Inclusive of speaker installation,
mounting , perforated screens for concealing speaker in shell structure, wiring. Make XTZ / Crown /
Denon / Onkyo / Harman Kardon / Equivalent / JBL

Job

1.00

155.

Inner Globe Installation

Providing and installing custom designed, printed fabric with foam cushioning of 25mm thickness on
the inner surface of the globe on the entire surface with thin (5-10mm) led light stirp marking the
boundaries indicated on the reference maps . length for light to be considered 20 running meters.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the concept

no.s

1.00

156.

Black on Black Applique Cloth - For
Wall & Ceiling Panelling

Providing and Fixing of Stain free, polyester/cotton black fabric to be embroidered in black using
applique technique as approved by museum interior consultant. The Black on black applique work
cloth shall be used for full height panelling around the Globe Installation Detail - pattern inspired
from fossils and flora and fauna. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design.
Artwork for the cloth to be designed by local artist. Artwork for the cloth to be designed by special
artist familiar with the craft and made by local artisans/craftsmen with past experience of the
craft.Specialized artist/sculpturist on board for the installations to take necessary prior approvals
from museum design consultant before execution. The Artwork to be inspired by the life forms of
the region since the ancient times in coordination with the narrative of the gallery.

Sgm

194.00

157.

Fossil Excavation Courtyard - Replicas
of fossil remains

Providing and Fixing of Fossil Excavation Courtyard of size 3300mm X 6700mm as per the detail
given in reference drawing. Replica of fossils remains as found in dholavira such as of
Icaythasauraus,Tortoise fossil replica model (small), Sea cow fossil replica model (small ),
Glossopteris (fossilized plant) replica model to be recreated in in FRP. In addition to fossil replica's,
excavation play tools safe for children to be also added to excavation pit such as Tools and
Implements Shovel, Mason's Trowel and Small Pickaxe, Brushes, Buckets, Dustpans etc. The
excavation pit to be made in Corten Steel sand box of 300mm depth as per design approved by
museum Consultants, with provision of cove at the bottom. Rate to include LED light fixture in cove
with drivers and wiring. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional as per the design. Rate to include
all the necessary research required for creating replicas. Relevant Data expert to be brought on
board as required for achieving authenticity of the replicas

no.s

1.00
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158.
0

Gujrat Region and Trade Map

Providing and fixing of 5360mmX2540mm sized 3D Printing model in Plastic/MDF/Rubberised
Cork/Plastic mould Fixed on the Corian finish Display table of size 10m x 3.75m with 600mm height
as per reference drawing and etched top surface with information about the Map. The table to be
made with 50mm x 50mm x 2mm MS Pipe sections with c/c distance 600mm with 12mm
Corian(Dupont/Philips/similar make) finish on top with text about model printed / etched on
exposed Corian surface of the table surface . Provision for programmable lighting within the model.
All Mild steel will be coated with anti rust coating / paint and all complete with all necessary
hardware, equipment's and colour approved by museum Consultants. All complete with necessary
hardware and element like beads, stamps, shells etc and paint approved by museum Consultants.
Area for information on table , where information will be etched to be considered. Model 2d & 3d
drawings to be made as per reference. Provision for openable shutter as per requirement of the
installation for its maintenance and operation to be also provided. images provided by museum
interior consultant. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional as per the design. Relevant Data
expert to be brought on board as required for achieving authenticity of the model. Specialized
artist/sculpturist on board for the installations to take necessary prior approvals from museum
design consultant before execution. Relevant Data expert to be brought on board as required for the
installations

no.s

1.00

159.

Evolution of Human Civilization
Sensor wall

Providing and designing of interactive touch installation wall of area 68 sgm within fixing of wooden
panels of 300 mm thick wall wooden partition on 100x50mm Gl section framing/wooden frame at
600mm c/c both ways with 12mm thick BWR grade plywood of Greenply/Century ply or similar
makes inclusive of edge profiles, beadings etc. with base to be smooth sand faced, base coat of
waterproof primer as per shade, duly clearing of any unwanted scratches & undulation by sand
papering with complete cost including of all material & labour. The surface should be good enough
for vinyl application or Panelling and touch sensor fixing. White 12mm thk Corian panelling to be
done on top of the wooden partition base. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional as per the
design. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional as per the design.

Job

1.00

Supply , installation, testing and commissioning of 4 No.s Ultra Shot Throw Projector 4000 lumen
laser projector,1920 x 1200 WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI,
DVI-D, DisplayPort, Compositive Video, S-Video & USB of Christie / Barco / Panasonic/ equivalent,
that will project on the wall surface of 12m X 2.1m. The system will have integration with minimum
4 projector with watchout licence, Blending and image correction technology with complete
integration. The Rates inclusive of all software, hardware, electricals, servers, other, necessary
cables, networking and any supportive technology required to make it functional as per concept.

Job

1.00

I-SEMM-
KUC-01-02
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Supply Installation and testing of 8 No.s motion sensor in projection area, behind the white
lacquered glass panelling with 5x webcams(Logitech C922x Pro Stream 1080p Webcam) 2 x PC -
i5(Intel),GTX 1060 Graphic Card(AMD/NVIDIA) - 4GB, 8 GB RAM(Kingston/Corsair/Transcend),
Keyboard Mouse - HP/Logitech, Cabinet (Coolermaster/Corsair/Thermaltake) Microsoft Windows 10
pro . HDMI Wires (Venta/Amazon basics) . Adequate USB wiring and HDMI needs to be bought to
facilitate connection of cameras with computing hardware. The Rates inclusive of all software,
hardware, electricals, servers, other , necessary cables, networking and any supportive technology
required to make it functional as per concept.

Job

1.00

160.

Site models -Display: Dholavira,
Lothal, Surkotoda, Gola Dhora

Providing and fixing of a sand pit of 300mm depth made in terrazzo finish , with sand and rubble
stones to immitate an excavation site in it as per the layout marked in reference drawing with
approximate size of 11m x 3.5m . The sand pit shall be enclosed with a 12mm thk toughened glass
railing of height 300 mm height on the 3 sides. The sand pit shall enclose model stands of sizes - 1)
850mm x 700mm x 900mm 2) 1250mm x 600mm 3) 2000mm x 2000mm 4) 1500mm x 700mm ,
made in 50mm x 50mm x 2mm square sections, finished on top with 12mm thk Corian
(DuPont/Philips/LG/ similar make). The installation to also include models for each model stand 1)
Surkotada 2) Gola Dhora 3) Dholavira 4) Lothal in largest scale possible as per the size of model
stand. The models shall be made in Plastic/MDF/Rubberised Cork/Plastic mould . The model stand to
be installed at the base of sand pit, surround by loose sand infilled in the pit of area of 28.5 sqm and
depth 300mm. All Mild steel will be coated with anti rust coating/paint and all complete with all
necessary hardware, equipment's and colour approved by museum Consultants, with provision of
cove at the bottom. Rate to include LED light fixture in cove with drivers and wiring. All complete
with necessary first class hardware and element like beads, stamps, shells etc and paint approved by
museum Consultants. Model 2d & 3d drawings to be made as per reference images provided by
museum interior consultant. Approval from subject expert also to be taken. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional as per the design. Relevant Data expert to be brought on board as required for
achieving authenticity of the models.

no.s

4.00

161.

VR Experience- Base

Supply and installation of VR suspended ceiling Suspended sets, from false ceiling made in
Corian/wood/laminate, finished with primer coat, and false ceiling base strength sufficient enough
to support the accessories of the VR with complete installation as per approval on shop drawing by
museum interior consultant. In addition to VR sets, 3 circular standard 360 degree rotational stools
to be also provided for sitting of the VR set user, as approved by museum interior consultant. The
Rates inclusive of all software, hardware, electricals, servers, other , necessary cables, networking
and any supportive technology required to make it functional as per concept. Size - 5000mm dia.

no.s

3.00

Supply, installation, testing and commissioning of 3 No.s Oculus Rift V1, PC - i7(Intel),GTX 1070
Graphic Card(AMD/NVIDIA) - 8 GB, 16 GB RAM(Kingston/Corsair/Transcend), Microsoft Windows 10
pro and HDMI Wires and cables with complete integration.+C135 + battery backup. The Rates
inclusive of all software, hardware, electricals, servers, other, necessary cables, networking and any
supportive technology required to make it functional as per concept.

Job

1.00
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162.
0

Image projection Screen: Site -
Dholavira, Lothal, Surkotoda, Gola
Dhora

Providing and fixing of wooden partition with plastic emulsion white paint finish (equivalent to 3M)
for projection of Size 11m x 4.m in 100X50mm timber section frame over 12mm thick commercial
ply with primer base, finished on top with white Vinyl. All complete with necessary first class
hardware and element like beads, stamps, shells etc and paint approved by museum Consultants.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the design.

no.s

1.00

11000mm
x3000mm

Supply , installation, testing and commissioning of 4 No.s - 5000 lumen laser projector,1920 x 1200
WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI, DVI-D, DisplayPort,
Compositive Video, S-Video & USB of christie / similar make, that will project on the wall surface of
11m x 4m , and image size 10m x 3m . Make sufficient enough as per the room size. The image
blending soft ware will have integration with minimum 2 projector with licence, Blending and image
correction technology with complete integration. The system will have integration with minimum 2
projector with licence, Blending and image correction technology with complete integration. The
Rates inclusive of all software, hardware, electricals, servers, other , necessary cables, networking
and any supportive technology required to make it functional as per concept.

Supply and Integration of projectors - Video output controller, MediameterPlayer, Cabinet
(Coolermaster/Corsair/Thermaltake). HDMI Wires (Venta/Amazon basics), CAT 6, ,
Mediameterplayer / Video processor, Mount. The Rates inclusive of all software, hardware,
electricals, servers, other , necessary cables, networking and any supportive technology required to
make it functional as per concept.

Job

1.00

1.00

163.

Applique Fabric Panelling with
cushioning on side

Providing and fixing of 75 mm thick wooden paneling with 100x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be seasoned
wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing arrangements
and screws, including drilling necessary holes for rawl plugs etc. and primer coat on unexposed
surface complete. Cost of primer base on base to be considered. The wooden panel will have 1"
cushioning on top that will be finished on top with stain free custom made fabric skin, the fabric
should be resistant to wear and tear, made of polyester/cotton. Fabric to be embroidered in using
applique technique as approved by museum interior consultant. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional.The applique work cloth shall be used for full height panelling upto height of 4500mm.
Artwork for the cloth to be designed by special artist familiar with the craft and made by local
artisans/craftsmen with past experience of the craft. Specialized artist/sculpturist on board for the
installations to take necessary prior approvals from museum design consultant before execution.

sgm

180.00

D- BLOCK
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164.
0

Block Printing Cloth Hanging Artwork
Panel Entry & Exit

Providing and Fixing of Stain free, polyester/cotton fabric embroidered using Block Printing
technique as per the design provided, hanging near the block entrance as per suspended fixture
detail provided in the drawing. Artwork size 4000x2100mm. The Artwork should explain the theme
of the Block - D(a) cloth material double for a base in dwg. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional as per the design. Artwork for the cloth to be designed by special artist familiar with the
craft and made by local artisans/craftsmen with past experience of the craft. Specialized
artist/sculpturist on board for the installations to take necessary prior approvals from museum
design consultant before execution. Artwork panel to be made in MS and powde rcoated / Duco
finished with required fixing fixtures. Refer drawing .

no.s

2.00

I-SEMM-
KUC-TD-01

165.

BLOCK PRINTING Artwork - panelling

Providing and fixing of 75 mm thick wooden paneling with 100x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be seasoned
wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing arrangements
and screws, including drilling necessary holes for rawl plugs etc. and primer coat on unexposed
surface complete. Cost of primer base on base to be considered. The wooden panel will have 1"
cushioning on top that will be finished on top with stain free custom made fabric skin, the fabric
should be resistant to wear and tear, made of polyester/cotton. Fabric to be block printed as per
theme given and as approved by museum interior consultant. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional.The Block Printing cloth shall be used for full height panelling upto height of 4500mm.
Artwork for the cloth to be designed by special artist familiar with the craft and made by local
artisans/craftsmen with past experience of the craft. Specialized artist/sculpturist on board for the
installations to take necessary prior approvals from museum design consultant before execution.

Sgm

126.00

166.

Kinetic Sculpture with wooden blocks
, with Projection Top.

Providing and fixing appx. 22.0 Sq.mt. display area Kinetic Sculpture of Gujrat map with custom
made with extruded engraved wooden blocks (blocks used for block printing ) of size maximum of
100mm X100mm X 100mm which will have movement of the wooden blocks with motorized
mechanism based on servo motors , mounted on the wooden partition 300mm thk in filled with
acoustical material , made of 100X50mm timber section frame 600mm c/c with 12mm thick
commercial ply on top, finished with primer base and Vinyl on outer phase of the wooden ply.
Wooden partition to be made as per specifications listed in Iltem No. 1 of this boq , following
partition thickness of 300mm. all wooden sections will be seasoned and coated with any termite
coating with all necessary hardware and colour approved by museum Consultants. The kinetic
sculpture design and shop drawing to be made as per the reference given and approval by museum
interior consultant. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional as per the design. Cost of
wooden partition not to be included.

Providing and fixing of Acoustical 50mm thk insulation within the Frame structure, formaldehyde
free, fire retardant. Make Sipla/ UP Twiga/ Orwens Corning / Equivalent.

Job

1.00

I-SEMM-
KUC-02-01, I-
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Supply , installation, testing and commissioning of kinetic sculpture made of wooden blocks which is
integrated and programmed with kinetic servo motors and synced with 1 No.s Projector 6500 lumen
laser projector,1920 x 1200 WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI,
DVI-D, DisplayPort, Compositive Video, S-Video & USB of Christie / Barco / Panasonic/ equivalent,
that will project on the wall surface of 6m X 4m along with integrated with Audio system . The
system will have integration with minimum 1 projector with license, Blending and image correction
technology with complete integration's Rates inclusive of all software, hardware, electricals, servers,
other, necessary cables, networking and any supportive technology required to make it functional
as per concept.

Job

1.00

PC - i5(Intel),GTX 1060 Graphic Card(AMD/NVIDIA) - 4GB, 8 GB RAM(Kingston/Corsair/Transcend),
Keyboard Mouse - HP/Logitech, Cabinet (Coolermaster/Corsair/Thermaltake) Microsoft Windows 10
pro . HDMI Wires (Venta/Amazon basics) 450x Continuous Rotation Servo motors

30x Servo Controllers (Adafruit 16-Channel 12-bit PWM/Servo Driver - 12C interface - PCA9685)
450x Custom linear mechanism for servos 12x Arduino Mega 44x 5V/5A SMPS power supply. The
Rates inclusive of all software, hardware, electricals, servers, other, necessary cables, networking
and any supportive technology required to make it functional as per concept.

Job

1.00

Directional Audio system - Integrated with Projection system. Inclusive of speaker installation,
mounting , perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo /
Harman Kardon / Equivalent The Rates inclusive of all software, hardware, electricals, servers, other
, hecessary cables, networking and any supportive technology required to make it functional as per
concept.

Job

1.00

Free Standing Triangular Unit - 1

Providing and fixing of Free Standing Triangular Unit of Height 3000mm and made in wooden
Partion of Width 150mm. Wooden partition to be made of 50 x 50 x 2mm MS Frame Section with
12mm commercial ply on top Finished on one side with Custom Block Printed Fabric Paneling with
1" cushioning and on other two sides with 12mm thk toughend Printed Glass Paneling. The length
of free standing triangular unit is 2800 x 2800 x 2000mm. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional. The block printing cloth shall be used for full height panelling upto height of 3000mm.
Artwork for the cloth to be designed by special artist familiar with the craft and made by local
artisans/craftsmen with past experience of the craft. Refer drawing for sizes

no.s

1.00

Free Standing Triangular Unit - 2

Providing and fixing of Free Standing Triangular Unit of Height 3000mm and made in wooden
Partion of Width 150mm. Wooden partition to be made of 50 x 50 x 2mm MS Frame Section with
12mm commercial ply on top Finished on two side with Custom Block Printed Fabric Paneling with
1" cushioning and on the third side with 12mm thk toughend Printed Glass Paneling. The length of
free standing triangular unit is 2000 x 2000 x 1200mm Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional. The
block printing cloth shall be used for full height panelling upto height of 3000mm. Artwork for the
cloth to be designed by special artist familiar with the craft and made by local artisans/craftsmen
with past experience of the craft. Refer drawing for sizes.

no.s

1.00
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167.
0

Forces of Nature -Bulk Head

Providing and fixing of Bulkhead Forces of Nature 3 installations - (1) wind pressure (2) water
pressure (3) earth movement / Vibration. For wind pressure installation and water pressure
installation which has 12mm thick toughened glass suspended cylindrical shape enclosure of
diameter 1000mm and height as per drawing with appropriate measures for sustaining wind and
water pressure & leakages. Top of the glass enclosure will be suspended from MS frame bulkhead,
which is of size 8400mm x 2100mm x 600mm suspended on ceiling, made in 50x50x4mm square MS
pipe sections and finished outside on all side in 1.5mm thick Corten steel sheet, as per approval of
museum design consultant. All necessary hardware with first class quality to be included . Provision
for openable shutter as per requirement of the installation for its maintenance and operation to be
also provided. Shop drawings to be approved by museum consultant. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional as per the design.

Job

1.00

a. Water Pressure installation

Providing and fixing 1625X1625X600mm, 4mm thick Corten steel table upon which appx. 750mm
cube of appropriate stone . and 12mm thick toughened glass cylindrical shape enclosure as per
design. Water Pressure installation table top to be made in 4mm thick Corten steel and centre of
the table - 1000X1000mm part will be 50mm depressed with 25mm diameterholes c/c 50mm,
under this depressed part there will be 900X900X150mm MS tray with drain 50mm diameterdrain
pipe, 2000 litre capacity under ground water tank Plasto/Sintex or equivalent where water will be
stored and recycled with overhead 5000 It capacity overhead water tank Plasto/Sintex or equivalent.
2 HP water pump Honda/Mitsubishi or equivalent, 30-35 meter upvc pipe Plasto/Jindal or equivalent
will be used for plumbing, 3 inch Brass water jet with all necessary plumbing fittings like couplings,
elbows, valves etc. and other necessary fittings as per design and approved by museum Consultants.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the design. Provision for openable shutter as per
requirement of the installation for its maintenance and operation to be also provided. Note -
Interior vendor to make provision for pipe systems, take the water to the tank, make an
underground water tank. Water supply will be provided.

Job

1.00

Water Tank Storage - Base work and
Housing in Corten Steel

Providing and fixing of appropriate of PCC base work on terrace for mounting of water tank on top
of it for the installation and its appropriate housing and openable shutter made in MS Frame work
finished with 2mm thk corten steel . Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional.

Job

1.00

b. Air Pressure installation

Providing and fixing 1625X1625X600mm, 4mm thick Corten steel table upon which appx. 750mm
cube of appropriate stone . and 12mm thick toughened glass cylindrical shape enclosure as per
design. Air Pressure installation table top to be made in 4mm thick Corten steel and centre of the
table 1000X1000mm part will be 50mm depressed with 25mm diameterholes ¢/c 50mm, under this
depressed part there will be supporting Corten steel sheets with holes and same holes on Corten
steel 100mm high skirting to release the air as per design . 20 HP silent power industrial air
compressor CFM@125 PSI, tri voltage with 120 gallon tank, 40-45 meter upvc pipe Airnet/Jindal or
equivalent will be used for plumbing, 3 inch Brass air jet with all necessary plumbing and other
necessary fittings as per design and approved by museum Consultants. Note : - Cost for air
compressor and over head water tank with appropriate civil work as pe requirement to be included.

Job

1.00

I-SEMM-
KUC-ID-D01
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c. Earth movement installation

Providing and fixing 1625X1625X600mm, 4mm thick Corten steel table with MS framwork upon
which appx. 750mm cube of appropriate stone . Earth movement installation table top to be made
in 4mm thick Corten steel and centre of the table 805X805mm part will be cut to move(vibrate)as
per designed and under the table there will be 800X800mm readymade vibration table loading
capacity 50-60kg with motor fitted with a variable pitch pulley housed in a cabinet, the vibrations
are imparted by means of off balance masses rotating on a shaft of a vibrator clamped to the
underside of the table top, the table stops along its edges to prevent moulds from walking off the
table during vibration. All complete with necessary hardware and fittings as per design and
approved by museum Consultants. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design.
Provision for openable shutter as per requirement of the installation for its maintenance and
operation to be also provided.

Job

1.00

Providing and Installing motor appropriate for creating minimal vibrations to the stone, water pump,
shower and appropriate drainage system for collecting the water and repumping it, and wind blower
- equipment's should be sturdy enough to operate round the clock, with minimal sound. The Rates
inclusive of all software, hardware, electricals, servers, other, necessary cables, networking and any
supportive technology required to make it functional as per concept.

Job

1.00

Corten Steel wall panel

Providing and fixing of 4mm thk corten steel openable wall panel up to ceiling height of 4500 and
width 1300mm consisting of Steel / Metal frame work for support, with CNC artwork in 50% of the
area. Item Rate to include jointing and finishing to a flush finish with recommended jointing all
complete. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional as per the design Rate to be quoted shall include
the cost of custom designed graphics / 2D artwork , illustrations / artwork and Copywriting and
editing of textual content in Hindi, English, Gujrati as per conceptual design provided by Museum
consultant. With designed graphics , illustrations / artwork and Copywriting and editing of textual
content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

no.s

2.00
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LED TV Wall with Panelling

Providing and fixing of wall panelling up to ceiling height of 4500 and length - 12000mm on one side
(Facing courtyard) with 2mm thk corten steel paneling consisting of Steel / Metal frame work for
support . Panelling in corten steel to be done via interlocking corten steel panels of size 1200x600
mm. Item Rate to include jointing and finishing to a flush finish with recommended jointing all
complete and on the other side ( towards ramp, where LED TV's will be displayed) Lacquered glass
paneling to done by Providing and fixing of 75 mm thick wooden paneling with 100x50mm wooden
batten framing at 600mm c/c both ways and top cover of 12 mm commercial ply wooden board
BWR grade of Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s
etc. The wooden section to be coated with anti termite coat and wooden battens used should be
seasoned wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing
arrangements and screws, including drilling necessary holes for rawl plugs etc. and primer coat on
unexposed surface complete. Cost of primer base on base to be considered. Wooden panel to be
finished on top with 12mm thk toughened lacquered glass in required shade as per colour in
specified in detail drawings, coloured and opaque in appearance, produced by depositing and then
baking a highly resistant lacquer to one side of the glass of Saint gobin / Similar make as per
approval by Museum Design Consultant. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional as per the
design. Note - Paneling to be done such that - Led TV's are flushed with Lacquered glass paneling.
The panelling to be weather proof and ensure smooth functioning and service of the TV
screens.Provision for openable shutter as per requirement of the installation for its maintenance
and operation to be also provided.

Sgm

56.00

Supplying and installation 3 No.s of - 44" LED Digital Display screen with minimum bezel. Make
Samsung / Equivalent. The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept. Led TV's to be flushed with Lacquered glass paneling

no.s

3.00

44"

Supply installation and integration with 4 x PC - Intel NUC NUC8i7BEH Mini PC/HTPC With All New
Parts Assembled 8th Generation Intel Quad-Core i7-8559U 2.7GHz With Turbo Boost Up to 4.5GHz,
4MB Cache 16GB DDR4 Ram, 500GB SSD. 4 x Touch Overlay 65" - 26 Touchpoints (PQ Labs) 4x
webcam (Logitech C922x Pro Stream 1080p Webcam). The Rates inclusive of all software, hardware,
electricals, servers, other , necessary cables, networking and any supportive technology required to
make it functional as per concept. Camera to be synchronised with Ul of Tv screens respectively.

1.00

168.

Working Models Natural Disasters

Providing and installing of working models made in Corian/FRP/MDF/ appropriate material to
showcase and explain types of floods — 1 model of size 450 x 600 . — explaining minimum 3 types of
flooding. Appropriate machinery to be considered. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional as per
the design. Refer tender presentation for design reference. Relevant Data expert to be brought on
board as required for achieving authenticity of the model. Appropriate casing for model protection
and functioning to be included in the rate.

no.s

1.00

I-SEMM-
KUC-02-01,
I-SEMM-
KUC-02-02
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Providing and installing of working model made in Corian/FRP/MDF/ appropriate material to
showcase and explain earthquakes — 1 model of size 450 x 450 . — explaining earthquakes.
Appropriate machinery to be considered .Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional as per the
design. Refer tender presentation for design reference. Relevant Data expert to be brought on
board as required for achieving authenticity of the model.Appropriate casing for model protection
and functioning to be included in the rate.

no.s

1.00

Providing and installing of working models made in Corian/FRP/MDF/ appropriate material to
showcase and explain cyclones —1 model of size 450 x 600. Appropriate casing for model
protection and functioning to be included in the rate. Appropriate machinery to be considered.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the design. Refer tender presentation for design
reference. Relevant Data expert to be brought on board as required for achieving authenticity of the
model.

no.s

1.00

Providing fixing of Corian table of 3000mm x 750mm x 900mm , made in 50X50X4mm Square pipe(if
needed 50mm diameterpipe can be used) ¢/c 450mm frame with 12mm commercial ply on top and
finished with 12mm thick Corian as per design/drg, with provision of cove at the bottom. Rate to
include LED light fixture in cove with drivers and wiring. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional as per
the design.

no.s

3.00

Providing fixing of Corian cylinders of diameter800mm and height 2800mm , made in 50X50X4mm
Square pipe(if needed 50mm diameterpipe can be used) ¢/c 450mm frame with 12mm commercial
ply on top and finished with 12mm thick Corian as per design/dwg with provision of cove at the
bottom. Rate to include LED light fixture in cove with drivers and wiring. Each cylinder to be
mounted from ceiling, to also include focus spot light that will each focus on working model The
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the design. Provision for openable shutter as per
requirement of the installation for its maintenance and operation to be also provided. The fixing
detail to match the architectural colunm/ceiling detail. Necessary provision and materials to be
considered.

no.s

6.00

Supplying and installation 3 No.s of - 32" LED Digital Display screen with minimum bezel. Make
Samsung / Equivalent. The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

no.s

3.00

32"

Providing and fixing of information - ques / name plate to explain models of size 450 x 450mm
backlight glass panels , on top of table to explain information.

no.s

1.00
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169.
0

Free standing Corian Column - Floor
Mounted

Providing fixing of Corian cylinders of diameter800mm and height 2800mm , made in 50X50X4mm
Square pipe(if needed 50mm diameterpipe can be used) c/c 450mm frame with 12mm commercial
ply on top and finished with 12mm thick Corian as per design/dwg with provision of cove at the
bottom., installed on site with necessary hardware/framework/as per manufacture specifications
and site conditions. The installed Corian surface to have artwork etching as per design provided on
50% of the covered area. The Corian panelling shall flush/ merge with the MDF model ceiling
installation installation seamlessly, without a jump in the appearance. Necessary Ms and wood
framework to be included. Paneling Covered area - 35 sqm. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional as per the design. Height of paneling - 2000mm

no.s

1.00

Corian Seating

Provinding and fixing of corian benches with back support ledge made of shelves to display/store
books for kids. Size of the bench - 1420mm x 500mm x 500mm . Size of back ledge from top of the
bench seat - 1420 x 500mm. Bench to be made in MS frame work with 12mm thk commercial ply on
top and finished in 12mm thk corian. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design.

no.s

5.00

170.

Immersive Interactive Experience-
Tables

Providing and installation of 3000mm x 600mm x 900mm , made in 50X50X4mm Square pipe(if
needed 50mm diameterpipe can be used) ¢/c 450mm frame with 12mm commercial ply on top and
finished with 12mm thick Corian as per design/drg, with provision of cove at the bottom. Rate to
include LED light fixture in cove with drivers and wiring. The table of will have 4 interactive digital
screens of 9” each and 10 sliders of size 150x150x25 mm made in Corian with smooth slider
movement as per the reference. The interactive screen and the triggers will need to be connected to
the projection system such that when the user interacts with any of the devices, he is able to see the
programmed response in the projected content in real time. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional as per the design. Provision for openable shutter as per requirement of the installation for
its maintenance and operation to be also provided. Cost for 9" tablets considered separately.

Providing and fixing of information - ques / name plate to explain models of size 450 x 450mm
backlight glass panels , on top of table to explain information . Quantity - 6 no.s

no.s

2.00

171.

Immersive Interactive Experience-
Projection Area

SITC 20 physical/ gesture based touch trigger points, on Corian base tables the will also include
triggers and buttons to immerse information in the projection . The installation is interactive, and is
being governed by touchscreens and triggers in front of projection screen, the command given will
be demonstrated live in projection screen, its cost to include, software development (API) and
content integration. The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

no.s

2.00

Providing and fixing of 2 No.s cavity seating in curved partition with cushioning 5 sides with block
printed cloth) made in block printing cloth panelling (same finish) with 1" foam cushioning on outer
surface, inner surface projection. Internal surface finish - wooden with pop. Size - 1500mm x
450mm. Cost of partition not to be included. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional as per the
design.

no.s

1.00
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STIC and Integration of touch screen Tablets of size 9", of 128 GB storage size to provide
information of immersive projection, Make - samsung/equivalent. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept.

no.s

4.00

Supply , installation, testing and commissioning of 6 no.s projectors - 6500 lumen laser projector,
short throw lensd - 1920 x 1200 WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs:
HDMI, DVI-D, DisplayPort, Compositive Video, S-Video & USB of Christie / Barco / Panasonic /
equivalent, that will project on the curved surface of length - 30000mm and height - 4000mm. The
system will have integration with minimum 2 projector with licence, Blending and image correction
technology with complete integration. The Rates inclusive of all software, hardware, electricals,
servers, other, necessary cables, networking and any supportive technology required to make it
functional as per concept.

Job

1.00

STIC and integration for immersive projection- 2x capacitive sensors (Adafruit 12-Key Capacitive
Touch Sensor Breakout - MPR121), 2x Arduino Uno, 2x PC, PC - i5(Intel),GTX 1070 Graphic
Card(AMD/NVIDIA) - 8GB, 16 GB RAM(Kingston/Corsair/Transcend), Keyboard Mouse - HP/Logitech,
Cabinet (Coolermaster/Corsair/Thermaltake) Microsoft Windows 10 pro . HDMI Wires
(Venta/Amazon basics). The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

Job

1.00

Audio system - Integrated with Projection system. Inclusive of speaker installation, mounting ,
perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo / Harman
Kardon / Equivalent The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

Job

1.00

172.

Allah Bund Installation

Providing and fixing Allah Bund Installation appx. 23400X2300mm area in 75X75X3mm box section
Mild steel sections to make installation of maximum height 2400mm and minimum height 300mm
vertical , with MS column support frame structure as per dwg/ design, fixed on floor with the help
of 300X300X8 mm Ms Base plates with necessary hardware, welding, fastener, clamp etc. Frame
structure finished on top with 12mm commercial ply , which will be finished further with 3mm thick
Fibre-reinforced plastic (FRP) structure on outer and inner surface of the structure. FRP will have
custom made embossed block printing patterns on its oouter skin, the patterns will be as per the
patterns used in Block printig fabric taken as the theme of the block. 18mm thick water resistant
commercial ply with 3mm outdoor vinyl to be provided on the Allah Bund pathway(over bridge),
steps, viewer gallery steps, with foot lighters, quantity of light fixtures to be included in rate. MS
structure will be coated with anti rust and weather proof coating. Frp structure grade to be suitable
for external environment. Glass & FRP joinery to be weatherproof with no air loss. Inclusive of all -
fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism required
to make it functional as per the design. Refer Allah Bund drawing for details. Relevant Data expert to
be brought on board as required for achieving authenticity of the installation. The installation to be
weather and leak proof. Inclusive of Print ready designed graphics, illustrations / artwork and
Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Museum consultant. Rate to included cost of preparartion od 2D/3D drawings and
required detail research.

no.s

1.00

I-SEMM-KUC-
ID-D02a, I-
SEMM-KUC-
ID-D02b
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Providing and fixing slanted base frame of Ms 75mmx75mmx2mm section, with 6mm commercial
ply on top and coated on top with primer base and finished in white vinyl for the projection of film.
Slanted base to have 900mmhigh glass railing around it. Refer Allah Bund drawing for details.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the design. Refer Allah Bund drawing for details.

173.

Allah Bund Floor Projector & Audio

Supply , installation, testing and commissioning of 1 no.s projector of 6500 lumen laser
projector,1920 x 1200 WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI, DVI-D,
DisplayPort, Compositive Video, S-Video & USB of Christie / Barco / Panasonic / equivalent, that will
project on the Floor surface of The system will have integration with minimum 1 projector with
licence, Blending and image correction technology with complete integration. The Rates inclusive of
all software, hardware, electricals, servers, other, necessary cables, networking and any supportive
technology required to make it functional as per concept.

no.s

1.00

Directional Audio system - Integrated with Projection system. Inclusive of speaker installation,
mounting , perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo /
Harman Kardon / Equivalent The Rates inclusive of all software, hardware, electricals, servers, other
, hecessary cables, networking and any supportive technology required to make it functional as per
concept.

Job

1.00

174.

Resin Models

Providing and installing scaled models of the various water features of Gujarat, including stepwells,
lime tanks etc in resin/concrete/mud/mdf in the niches. This includes preparing drawing, 3D
modelling, production and installation of the models as per the design and approval of museum
design consultant. Models will be of Variable heights, maximum - 3000mm , minimum 1200mm.
Transparent/ Blue resin to be used to represent water anywhere in the models. Refer mood boards.
Inclusive of all - fixtures, fittings, materials, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional as per the design. Inclusive of Print ready designed
graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi, English,
Gujrati as per conceptual design provided by Museum consultant. Specialized artist on board for
resin modeling to take approval from museum design consultant. Relevant Data expert to be
brought on board as required for achieving authenticity of the models.

no.s

3.00

175.

Bunga Installation

Providing and fixing of sectional bhunga installation of 4830mm diameter and 3600 height ,made in
with 150mm thick partition wall with 75X75mm wooden section and wire mesh gauge on top
coated with 20mm thick layer of mud plaster(as used in rural part of Gujrat) on it and finished with
(exterior and interior) with rural painted art work of Gujrat. Roof structure to be made with required
framework and covering material as per actual Bunga. Bunga to include all the interior elements set
as per typical kutchi house hold. Rate Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design.
Relevant Data expert to be brought on board as required for achieving authenticity of the
installation.

no.s

1.00

[-SEMM-KUC-
ID-D03
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Providing and Fixing of False floor with MS tubular section of 75mmX50mmx 2.2mm thickness with
600 c/c spacing and application of 25mm thick BWR grade plywood of Greenply/Century ply or
similar makes fixed with 2mm thk MS plate as base properly weld with all fasteners and necessary
hardware's with edge profiles, beadings etc. And two coats of MS primer on top of the frame
structure and anti termite oil coat finish on ply board. Height of False flooring to be considered is
150mm. All necessary provisions to be considered to make the structure stable, vibration free and
durable for installation functioning and to take the load of approximatley 10 people and the
installation dead load.

Sgm

20.00

Providing and installing of 10mm - 12mm Thk. Mud plaster finish on false floor similar to ground
surface of excavation sites found in Kutch, with MS wire mesh gauge as per area demarked on
drawing, as per approval by museum design consultant. (False floor cost not to be included)

Sgm

2.00

176.

BUNGA PANEL

Providing and fixing of floor mounted arched panel of arch length - 3800 mm and diameter- 4600
mm, and height 3000 mm, panel will have flat facade of width - 500mm made in 75mm x 75mm
wooden section frame and wrapped with custom printed stretch ceiling side (make barrisol/
equivalent) as per design. Inclusive of custom designed Printed text and graphics as per
requirement of the gallery design and conceptual design given by museum design consultant. Panels
to be Content and panel design needs to be approved by museum consultant before production.
Rates Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional as per the design. Refer Allah Bund drawing for
details.

no.s

1.00

177.

Block Printing Cloth Hanging Artwork
Panel Entry & Exit WEAVING CLOTH

Providing and Fixing of Stain free, polyester/cotton fabric embroidered using weaving technique on
both sides as per the design provided, suspended near the block entrance as per hanging fixture
detail provided in the drawing. Artwork size 4000mm x 2100mm. The Artwork should explain the
theme of the Block - D(a) cloth material double for a base in dwg. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional as per the design. Artwork for the cloth to be designed by special artist familiar with the
craft and made by local artisans/craftsmen with past experience of the craft. Specialized
artist/sculpturist on board for the installations to take necessary prior approvals from museum
design consultant before execution.Artwork panel/framework to be made in MS and powder coated
/ Duco finished with required fixing fixtures. Refer drawing .

no.s

2.00

I-SEMM-
KUC-TD-01

178.

Need of an Hour- Meeting room
Theatrical show

Providing and fixing of set describing meeting room of GSDMA for theatrical experience, with
amphitherical seating as per drawing and design in an area of 15sqm, made in concrete base
finished on top with terrazzo finish. Rates Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional as per the
design.

no.s

1.00

Providing and fixing of Corian finished Projection Table as per design and approved by museum
design consultant and approved by museum design consultant. Size of table - 2000mm x 1250mm x
900mm , made in 50X50X4mm Square pipe(if needed 50mm diameterpipe can be used) c/c 450mm
frame with 12mm commercial ply on top and finished with 12mm thick Corian as per design/drg.
Table to be replica of govt meeting table in Corian marking all grooves & features.

no.s

1.00

Providing and fixing of Corian Finished projection chairs with names and designs engraved on the
chair replicating, chairs used in meeting, marking all grooves and pictures.

no.s

5.00

Supply and installation of a mechanical calendar with watch

no.s

1.00

SITC and integration of 5 automated spotlights - each for each chair

no.s

5.00
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Supply , installation, testing and commissioning of 1 no.s projector with short throw lens of 5300-
6500 lumen laser projector,1920 x 1200 WUXGA Native Resolution, 4000000:1 Contrast Ratio,
inputs: HDMI, DVI-D, DisplayPort, compositive Video, S-Video & USB of Christie / Barco / Panasonic /
equivalent that will project on the table surface 1.5m x 2.5m along with integrated with Audio
system from JBL/Bose/ equivalent Make sufficient enough as per the room size. The system will
have Integration with minimum1 projector with licence, Blending and image correction technology
with complete Integration. The system will have Integration with minimum 1 projector with license,
Blending and image correction technology with complete Integration. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept.

Job

1.00

SITC and integration of mechanical clock with projection film 1 x Split flap unit to show changing
dates - size 8 x 8 Inches . The split flap unit using Arduino microcontroller will receive serial data
from mediameterserver to synchronize with sequence of events 1x ethernet shield for Arduino. The
Rates inclusive of all software, hardware, electricals, servers, other , necessary cables, networking
and any supportive technology required to make it functional as per concept.

Job

1.00

Directional Audio system - Integrated with Projection system. Inclusive of speaker installation,
mounting , perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo /
Harman Kardon / Equivalent The Rates inclusive of all software, hardware, electricals, servers, other
, hecessary cables, networking and any supportive technology required to make it functional as per
concept.

Job

1.00

179.

Terrazo Seating

Providing and casting of freestanding terrazzo amphithatrical step seating, terrazzo to be made with
Khavada stone chips with necassary MS frame structure with 18mm thick commercial ply base
supporting the terrazo top finish. All necessary provisions to be considered to make the structure
stable, vibration free and durable for installation functioning and to take the load of approximatley
10-15 people and the installation dead load. Maximum Size: 3800mmx5500mmx1800(h)mm. Refer
drawing for details.

sgm

15.00

180.

Weaving Fabric Panelling with
cushioning (around Terrazo seating)

Providing and fixing of 75mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be seasoned
wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing arrangements
and screws, including drilling necessary holes for rawl plugs etc. and primer coat on unexposed
surface complete. Cost of primer base on base to be considered. The wooden panel will have 1"
cushioning on top that will be finished on top with stain free custom made weaving fabric skin, the
fabric should be resistant to wear and tear, made of polyester/cotton. Weaving fabric to be used as
per theme given and as approved by museum interior consultant. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional . Artwork for the cloth to be designed by special artist familiar with the craft and made by
local artisans/craftsmen with past experience of the craft. Specialized artist/sculpturist on board for
the Weaving Fabric to take necessary prior approvals from museum design consultant before
execution.

sgm

96.00
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181.
0

Gesture based book Projection- Set
Up

Providing and fixing of Corian model of the book appropriate for the projection as per design and
approved by museum design consultant which . Self-standing triangular unit, of area - 2.74sm - refer
drawing for exact dimensions and height - 4000mm with wooden framework & traditional weaving
fabric fabric paneling top finish. Book of size 1200mm x 900mm to be kept in a niche in made in
50X50X4mm Square pipe(if needed 50mm diameterpipe can be used) ¢/c 450mm frame with 12mm
commercial ply on top and finished with 12mm thick Corian as per design/dwg, Niche will be
created in free standing triangular unit, and the book will be placed in the niche, along with gesture-
based projection projector mounted in that niche top & concealed from viewing side. Information
glass panel of size as/p dwg to be also provided along with self standing triangular unit. Rates
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the design. Provision for openable shutter as per
requirement of the installation for its maintenance and operation to be also provided. Cladding
material of the freestanding unit - Paint on one side and on other two sides - Weaving cloth
paneling. Niche and the book to be finished in Corian.

no.s

1.00

Supply , installation, testing and commissioning of 4000 lumen laser projector,1920 x 1200 WUXGA
Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI, DVI-D, DisplayPort, compositive Video,
S-Video & USB of Christie / Barco / Panasonic / equivalent, that will project on the book surface
Make sufficient enough as per the room size. The system will have Integration with minimum 2
projector with licence, Blending and image correction technology with complete Integration-
backend programming / coding for sensor based interactive projection. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept.

Job

1.00

SITC and Integration Leap Motion gesture Controller, PC - i5(Intel),GTX 1060 Graphic
Card(AMD/NVIDIA) - 4GB, 8 GB RAM(Kingston/Corsair/Transcend), Keyboard Mouse - HP/Logitech,
Cabinet (Coolermaster/Corsair/Thermaltake) Microsoft Windows 10 pro . HDMI Wires
(Venta/Amazon basics). The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

Job

1.00

182.

Miniature city Block Installation

Providing miniature model of a city at the scale 1:200, with urbanscape furniture and public
buildings, models to be detachable with rubberized flooring which has slope mounds of level +/-
300mm - walkable. Models need to be weather proof and sturdy and child safe. provision of 500
miniature blocks of city building models like schools, colleges, home, trees, vehicles, water tanks,
markets, amongst other buildings and facilities society in-sync with the structures present in Gujarat
that can be used to plan an entire city made in FRP/CORK appropriate material suitable for outdoor
conditions of minimum size 300mm in at least 1 dimension. model should be not be heavier that
2.5kg in weight. Area to be covered - 75sqm. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional as per the
design. Rate to include provision of storage units made in terrazzo for storage of model blocks of
size - 1300 x 750 x 750 mm.

no.s

1.00

183.

Rebuilding and Rehabilitation of
Gujarat

Providing and installation of conical Corian / Cylinderical Pods to hold digital screens as per the
drawings, made in 50X50X4mm Square pipe(if needed 50mm diameterpipe can be used) c/c
450mm frame with 12mm commercial ply on top and finished with 12mm thick Corian as per
design/dwg. The pods should be openable, lockable and sturdy. Size/MS framework/ detail as per
dwg. sleek design to cast a minimum shadow. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional as per the
design. diameter- 600mm height - 900mm

no.s

7.00
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STIC and Integration of touch screen Tablets of size 9", of 128 GB storage size to provide
information, Make - samsung/equivalent. The Rates inclusive of all software, hardware, electricals,
servers, other, necessary cables, networking and any supportive technology required to make it
functional as per concept.

no.s

7.00

Supply, installation, testing and commissioning of minimum *6 no. projector of 6500-8000 lumen
laser projector,1920 x 1200 WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI,
DVI-D, DisplayPort, compositive Video, S-Video & USB of Christie / Barco / Panasonic / equivalent,
that will project on the printed floor surface of 13m x 15m Make sufficient enough as per the room
size. The system will have Integration with minimum 6 projector with licence, Blending and image
correction technology with complete Integration. Projector specifications and location to be decided
such that their is minimum shadow casted on the floor, for the maximum visibility on the projected
surface. The Rates inclusive of all software, hardware, electricals, servers, other, necessary cables,
networking and any supportive technology required to make it functional as per concept.

Job

1.00

Supply and Integration of projectors - 2 no.s i7(Intel),GTX 1080 Graphic Card(AMD/NVIDIA) - 8 GB,
16 GB RAM(Kingston/Corsair/Transcend), Keyboard Mouse - HP/Logitech, Cabinet
(Coolermaster/Corsair/Thermaltake) Microsoft Windows 10 pro . HDMI Wires (Venta/Amazon
basics), CAT 6, Racks, Mediameterplayer / Video processor, Including projector mount, HDMI , Rack.
The Rates inclusive of all software, hardware, electricals, servers, other , necessary cables,
networking and any supportive technology required to make it functional as per concept.

Job

1.00

Corian Panelling Columns

Providing and fixing of 12mm thk Corian of make Dupont/Samsung/Equivalent for vertical cladding
on columns, installed on site with necessary hardware/framework/as per manufacture specifications
and site conditions. The installed Corian surface to have artwork etching as per design provided. The
Corian panelling shall flush/ merge with the MDF model ceiling installation installation seamlessly,
without a jump in the appearance. Necessary Ms and wood framework to be included. Covered area
- 70 sqm. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional as per the design. Rate to included cost of
preparartion od 2D/3D drawings and required research. Specialized artist on board for installations
to take necessary prior approvals from museum design consultant before execution.

Job

1.00

Digital Display around Columns

Supply and installation of Red dot matrix LED Band of width 9",wrapped around circular columns,
with custom Integration to display text in the LED Band. The Rates inclusive of all software,
hardware, electricals, servers, other , necessary cables, networking and any supportive technology
required to make it functional as per concept. Provision for openable shutter as per requirement of
the installation for its maintenance and operation to be also provided.

no.s

5.00
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184.
0

Gujarat terrain Ceiling installation

Providing and fixing of an inverted geographical map of Gujarat in minimum 10 layers of 8mm-
25mm MDF representing the terrain of the state mounted on MS framework with multiple layers
and finished in Duco paint matching as per corian paneling on colunms. Model scale as per dwg/
map printed on floor. MS framework structure strong enough to take weight of the model. The
terrain model should showcase the different geographical features of Gujrat such as lakes,
mountains, hills, deserts, forest, sea etc. Area of Map model - 120 sgm. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional as per the design. Provision for openable shutter as per requirement of the installation
for its maintenance and operation to be also provided. Rate to included cost of preparartion od
2D/3D drawings and required research. Specialized artist on board for installations to take necessary
prior approvals from museum design consultant before execution.

no.s

1.00

185.

Louver Graphic Panels

Providing and Fixing of double sided Printed glass panels backlit panels with MS/wooden framework
of thickness up to 150mm, with smooth edges. Size 2000mm x 4500mm. Fixing on floor with
appropriate fixtures. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional as per the design. Provision for
openable shutter as per requirement of the installation for its maintenance and operation to be also
provided. Rate inclusive of custom designed Printed text and graphics as per requirement of the
gallery design and conceptual design given by museum design consultant. Inclusive of Print ready
designed graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi,
English, Gujrati as per conceptual design provided by Museum consultant.

no.s

RO

186.

Louver Graphic Panels - Canvas

Providing and Fixing of double sided canvas printed panels with MS/wooden framework of thickness
up to 150mm, with smooth edges. Size 2000mm x 4500mm. Fixing on floor with appropriate
fixtures. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional as per the design. Provision for openable shutter as
per requirement of the installation for its maintenance and operation to be also provided. Rate
inclusive of custom designed Printed text and graphics as per requirement of the gallery design and
conceptual design given by museum design consultant. Inclusive of Print ready designed graphics,
illustrations / artwork and Copywriting and editing of textual content in Hindi, English, Gujrati as per
conceptual design provided by Museum consultant.

no.s

18.00

187.

1:1 Scale Masonry Techniques model

Providing and fixing of 1:1 scale under construction scene of a building showcasing the various
building codes using bricks, cement, traditional building materials and other recommended material
as per the bye-laws made by the GSDMA showcasing the do's and don'ts' of construction with
information panels explaining the importance of the same. The model to be suitable for an outdoor
environment and made as per earthquake resistance structural guidelines. Panel size and area of
model - 4000mm x 4000mm x 5000m, showcasing construction techniques. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional as per the design. Rate to included cost of preparartion od 2D/3D drawings and
required research. Relevant Data expert to be brought on board as required for achieving
authenticity of the models. The rate to include 4mm corten steel boundary of section 300mm x
300mm around of the periphery of the model.

no.s

1.00
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188.
0

Masonry Models and Display

The 10 miniature models will be made in real materials like bricks, terracotta, mud as per the bye
laws specification of maximum size 900x900x900mm. scale - 1:100, Refer Master presentation.
Models to be weather proof / suitable to keep outside. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional as per
the design. Relevant Data expert to be brought on board as required for achieving authenticity of
the models.

no.s

Providing and fixing of Corten steel table - to display model on top, with required framework in
Corten steel /MS and required etching & cutting - on top & front on 30 % of the area, with provision
of cove at the bottom. Rate to include LED light fixture in cove with drivers and wiring. Size of table
- 8000mm x 1000mm x 900mm. .Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design.

no.s

189.

Growing Together documentary:
Weaved Theatre

Providing and fixing of Ceiling suspended thread installation with floating step sitting suspended
from ceiling . Use of metal cables along threads to support whole structure. MS step staircase
suspended from ceiling via metal cables. The cables area concealed in suspended artwork of woven
threaded, traditional to Gujrat. Refer drawing detail and master presentation for size and detail
clarity. Area - 13.5sqm. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional as per the design. The structure
has to be stable safe and vibration proof. The metal high tension cables to be used for suspending
the structure to be camouflaged with the threads used for weaving fabrics. Structure to be stable
and safe to take dead load of Minimum 15 people.

no.s

Supply, installation, testing and commissioning of 8000 lumen laser projectors,1920 x 1200 WUXGA
Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI, DVI-D, DisplayPort, compositive Video,
S-Video & USB of Christie / Barco / Panasonic / equivalent, that will project on the screen surface of
6m x 3.5m along. Make sufficient enough as per the room size. The system will have Integration
with minimum 1 projector with licence, Blending and image correction technology with complete
Integration. The Rates inclusive of all software, hardware, electricals, servers, other , necessary
cables, networking and any supportive technology required to make it functional as per concept.

Job

1.00

Supply and Integration of projectors - ,MediameterPlayer, Cabinet
(Coolermaster/Corsair/Thermaltake). HDMI Wires (Venta/Amazon basics), CAT 6, ,
Mediameterplayer / Video processor, Mount. The Rates inclusive of all software, hardware,
electricals, servers, other , necessary cables, networking and any supportive technology required to
make it functional as per concept.

1.00

Audio system - Integrated with Projection system. Inclusive of speaker installation, mounting ,
perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo / Harman
Kardon / Equivalent The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

1.00
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Providing and fixing of Model & Table for the display of 2 no.s models made in 50X50X4mm Square
pipe(if needed 50mm diameterpipe can be used) c¢/c 450mm frame with 12mm commercial ply on
top and finished with 12mm thick Corian as per design/dwg displaying a model of MDF/Acrylic/3D
Printed of scale 1:500, as per dwg. The model should be of the size covering at least 75% of the table
surface area, with provision of cove at the bottom of the display table. Rate to include LED light
fixture in cove with drivers and wiring. Detail 2D/3D drawing to be made for the model and the
detail research for the model to be also carried out by the vendor. The model has to be back lit. Size
of table 1500mm x 4000mm x 450mm. Provision for openable shutter as per requirement of the
installation for its maintenance and operation to be also provided .Relevant Data expert to be
brought on board as required for achieving authenticity of the model.

no.s

1.00

190.

Collective doors Installation

Providing and fixing of vintage collection of doors found in Gujarat. Refer master presentation and
drawing for detail. Area where the doors have to be provided as per dwg. Some doors to be
openable , which will have video played on digital screens when opened and some will have models.
Cost of digital software's and content considered separately. Length of rooms along which doors to
be provided - 42000mm and height 2100mm with a Digiatl Screens / models etc. There will be 120
openable shutters of approximately 450mmx750mm(ht) and rest area will be fixed panels. All outer
panels (both openable and fixed) to be made like vintage wooden panels with local craft patterns
carved. Inside the shutters . there will be 120 fixed panels of approximately 450x750(ht) mm in glass
with printing with automated lighting such that the light is on only when the respective shutter is
opened by the visitor. 1) Inside the shutters there will be 20 x 9” tablets showcasing clips and
images. 2) Inside the shutters there will be 50 objects/prototypes/replicas representing the success
stories of different products developed post the 2001 earthquake like the plastic woven products
with required stand in acrylic/Corian as per the design requirement of size not more than
450x500x450mm. 3) 50 spot lights to highlight the object with automation such that the light is on
only when the respective shutter/drawer is opened by the visitor.4) 20 wooden drawers with local
artwork carved with hydraulic channels of size 450x300x550(depth). Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional as per the design. Specialized artist on board for installations to take necessary prior
approvals from museum design consultant before execution. Cost of 9" tablets not to be included in
this item.

Job

1.00

STIC and Integration of touch screen Tablets of size 9", of 128 GB storage size to provide
information of immersive projection, Make - samsung/equivalent. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept.

no.s

20.00

STIC and Integration of 70 x Raspberry Pi 70 x Door Buttons (integrating lighting and digital displays
via individual buttons). The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

job

1.00

[-SEMM-KUC-
ID-D04
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191.
0

Pit Wooden Loom

Providing and fixing of live Handloom installation which will be operated by the weaver as per design
and approved by Museum design consultant. Pit loom/frame loom to be installed in working
condition. The cost of the material for making the fabric to be considered in the O&M cost. Loom
largely used in Kutch to be installed only of size not more than 2000mmx2000mmx3000m. Refer
master presentation. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional as per the design. Appropriate
arrangements to be made for displaying, collecting the woven fabric as an output of the live
installation. A digital counter to be provided to show the total length of fabric woven as a part of the
installation. Once a considerable length of the fabric is woven the material will be used to produce
souvenirs that will be sold in museum shop. The Pit wooden loom artist to weave a custom made
artwork related to the story of the museum narrative into the fabric. Specialized artist/sculpturist on
board for the installations to take necessary prior approvals from museum design consultant before
execution.

no.s

1.00

192.

Platform For Pit Loom

Providing and Fixing of False floor with MS tubular section of 75mmX 2.2mm with 600 c/c spacing
and application of 25mm thick BWR grade plywood of Greenply/Century ply or similar makes fixed
with 2mm thk MS plate as base properly weld with all fasteners and necessary hardware's with edge
profiles, beadings etc. And two coats of MS primer on top of the frame structure and anti termite oil
coat finish on ply board, with provision of cove at the bottom. The platform shall be finished on top
with 12mm thk corian. Rate to include LED light fixture in cove with drivers and wirings. Height
400mm. Platform size 3000mm x 2000mm. All necessary provisions to be considered to make the
structure stable, vibration free and durable for installation functioning and to take the load of
approximatley 2-3 people and the installation dead load.

sgm

11.00

E- BLOCK

193.

Terracotta Artwork Display

Providing and fixing of Ceiling suspended terracotta double sided artwork display panel as per the
design provided, suspended near the block entrance as per hanging fixture detail provided in the
drawing with appropriate framework. Artwork size 4000mm x 2100mm. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional as per the design. Artwork to be designed by special artist familiar with the craft and
made by local artisans/craftsmen with past experience of the craft. Specialized artist/sculpturist on
board for the installations to take necessary prior approvals from museum design consultant before
execution. Artwork panel/framework to be made in MS and powder coated / Duco finished with
required fixing fixtures. Refer drawing .

no.s

2.00

I-SEMM-
KUC-TD-01

194.

Lacquered wood Artwork Display

Providing and fixing of Ceiling suspended lacquered double sided artwork display panel as per the
design provided, suspended near the block entrance as per hanging fixture detail provided in the
drawing with appropriate framework. Artwork size 4000mm x 2100mm. Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional as per the design. Artwork to be designed by special artist familiar with the craft and
made by local artisans/craftsmen with past experience of the craft. Specialized artist/sculpturist on
board for the installations to take necessary prior approvals from museum design consultant before
execution.Artwork panel to be made in MS and powde rcoated / Duco finished with required fixing
fixtures. Refer drawing .

no.s

1.00

I-SEMM-
KUC-TD-01
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195.
0

Gujarat Home Scenario

Providing and fixing of a set design depicting a scene of interior of a house which includes : 3-seater
sofa (1nos), single seater sofa (2nos), Glass top table (1nos), T.V. set(1nos), T.V. shelf/ rack, calendar,
vintage clock. All furniture's should be of resembling traditional gujrati house hold/ equivalent. .
Room area - 15.5 sgm. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional as per the design. Specialized
artist/sculpturist on board for the installations to take necessary prior approvals from museum
design consultant before execution.

no.s

1.00

Providing and Fixing of False floor with MS tubular section of 75X50mmX4mm thickness with 600 c/c
spacing and application of 25mm thick BWR grade plywood of Greenply/Century ply or similar
makes with edge profiles, beadings etc. on top of the frame structure which will be further finished
on top with vinyl flooring as per approval and specifications provided by museum interior architect.
Provisions for air conditioning openings on edges of the floor to be made in False flooring as per
HVAC shop drawings. Height of False flooring 600mm. All necessary provisions to be considered to
make the structure stable, vibration free and durable for installation functioning and to take the
load of approximatley 2 people and the installation dead load.

sgm

14.00

SITC and integration of video on loop on top and mechanical clock on loop - 1x Raspberry Pi Model
A, 1x HDMI to Composite (CVBS) / S-Video Converter Adapter. The Rates inclusive of all software,
hardware, electricals, servers, other , necessary cables, networking and any supportive technology
required to make it functional as per concept.

no.s

1.00

196.

Dark pathway Wall

Providing and fixing of lacquered glass paneling with backlit etched surfaces over a wall of area - 48
sqm, as per design and approved by museum design consultants. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional as per the design. Provision for openable shutter as per requirement of the installation for
its maintenance and operation to be also provided. 50% area of wall to be considered for etching.
Rate to included cost of preparartion od 2D/3D drawings and required research. Rate Inclusive of
Print ready designed graphics, illustrations / artwork and Copywriting and editing of textual content
in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

job

1.00

197.

Wall of Destruction

Providing and fixing of 12 mm thk lacquered glass paneling with images printed on it covering over a
wall of area - 48sgqm, Back Lit as per design and approved by museum design consultants. Inclusive
of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism
required to make it functional as per the design. Provision for openable shutter as per requirement
of the installation for its maintenance and operation to be also provided. 30% area of wall to be
considered for etching. 50% area of wall to be considered for Glass Printing and Back Lighting .Rate
to included cost of preparartion od 2D/3D drawings and required research. Rate Inclusive of Print
ready designed graphics, illustrations / artwork and Copywriting and editing of textual content in
Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

job

1.00

198.

Seismograph wall

Providing and fixing of lacquered glass paneling, acid etched surfaces over a wall of area - 93sgm as
per design and approved by museum design consultants. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional as per
the design. Provision for openable shutter as per requirement of the installation for its maintenance
and operation to be also provided. 50% area of wall to be considered for etching. Rate to included
cost of preparartion od 2D/3D drawings and required research. Rate Inclusive of Print ready
designed graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi,
English, Gujrati as per conceptual design provided by Museum consultant.

job

1.00
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199.
0

Holographic Projection on Glass

Supply , installation, testing and commissioning of minimum 1 no.s, 4000 lumen laser projector
3,1920 x 1200 WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI, DVI-D,
DisplayPort, compositive Video, S-Video & USB of Christie / Barco / Panasonic / equivalent, that will
project on the glass surface of size 900mmx 2400mm. Make sufficient enough as per the room size.
The Rates inclusive of all software, hardware, electricals, servers, other , necessary cables,
networking and any supportive technology required to make it functional as per concept. Provision
of 12 mm toughened glass with floor mounting of size 1200 mm x 2400 mm with provision for
necessary films to be considered for the best visibility of the holographic projection effect on glass.

no.s

4.00

Providing and Installation of Information Glass Panels, with text etched / plotter vinyl text on 12 mm
thk toughened glass, 2 No. glass panels to be included in one unit for structural stability , of size
1000mm in width and 2400mm in height grouted in floor with MS Powder coated U-clip with light
strip inserted with in U-clip module on the bottom of glass. U Clip to be flushed with floor finish
level. Sample Information Panel and its content and design needs to be approved by museum
consultant before production. Rate Inclusive of Print ready designed graphics, illustrations /
artwork and Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual
design provided by Museum consultant. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design.

no.s

5.00

200.

Directional Sound Experience

Directional Audio system - Integrated with Projection system. Inclusive of speaker installation,
mounting , perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo /
Harman Kardon / Equivalent sound showers to be provided. The Rates inclusive of all software,
hardware, electricals, servers, other , necessary cables, networking and any supportive technology
required to make it functional as per concept. The sound to be contained in a diameter 2000mm
only and the speakers are to be placed such that overlap of sound is avoided. Necessary acoustics
done on the ceiling to be considered while selecting the speaker for the desired effect.Sound
Shower to be finished in 12mm thk corian on the outter surface, with inner surface of material best
for creating sound directional experience.

no.s

7.00

201.

Debris scattered around with remains

Part 1: Providing and fixing of construction debris made in F.R.P. with MS Frame structure , broken
objects over an area of 40 sgm Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional as per the design. The
debris replica to be made in combination of the following 4 sizes approximately:

Type 1. 50x50x50 mm

Type 2: 200X200X200mm

Type 3: 300X300X300mm

Type 4: 600X600X300mm

sgm

40.00

Part 2 : Providing and fixing of replica of broken artifacts/ daily use objects (approx. 50) Inclusive of
all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism
required to make it functional as per the design.

no.s

50.00

Part 3 : Supplying and installation video wall with minimum bezel of- 42 " LED Digital Display screen
of 42" LED TV, make Samsung/ equivalent with debris look like boxing made in FRP/other suitable
material. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional as per the design.

no.s

8.00
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Part 4 : Providing and fixing of 12mm thick toughened and backlit Glass panels with laser cut paper
and coloured acrylic sheet pasted behind , panel of size 450mm x 750mm. All as per design and
approved by Museum design consultants. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional as per the
design, to achieve the effect of only text being lit up.

no.s

30.00

Part 5 : Providing and fixing of display cases made in FRP/12mm thk corian, MS framework to show
case display objects / relics and 12mm toughened glass on top of size 600x600x400mm. Refer
reference image in tender presentation. The display cases should be sturdy for the users.

no.s

12.00

Part 6 : Providing and fixing Replica's / original objects related to the destruction caused by
earthquake in gujrat. These will be daily life personal objects like clock, telephone reciever etc of
the local people. Priority to be given to sourcing original objects which have been damaged during
the earthquake.

no.s

12.00

202.

Ceiling Terracotta Installation

Providing and fixing of exploded terracotta pieces hung from a metal frame suspended from the
ceiling with the help of metal threads/ clutch wires of varying heights over an area of 100 sgm made
as per design and approved by Museum consultants in collaboration with artist/ NGO. With MS grid
structure suspended from the ceiling on which this installation shall be supported. Area - 80 sqm.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional as per the design. The installation to be distributed in 4-5
layers, giving a sense of explosion to the visitor. The installation has been designed in semi circular
plan with the centre point representing the epicentre of explosion . Densities of irregular terracotta
pieces are maximum at the centre and gradually reduces towards the periphery. Top metal bulkhead
structure to be of minimum visibility. Each irregular piece of terracota suspended as a part of the
installation not to be more than 100x100x100mm. Specialized artist/sculpturist on board for the
installations to take necessary prior approvals from museum design consultant before execution.

Providing and fixing of terracotta sculpture of kacchua to relate with the story of size
900x900x500mm. Detail research & related 2D & 3D drawings to be done by vendor for creating
exact model cost to be included while quoting.

no.s

1.00

80 sgm

203.

Vibration Table with Projection

Part 1: Providing and fixing of circular table of diameter 2000mm and height 900mm made in
50X50X4mm Square pipe(if needed 50mm diameterpipe can be used) ¢/c 450mm frame with 12mm
commercial ply on top and finished with 12mm thick Corian as per design/dwg provision for
housing vibration machine (of suitable power) inside and an openable shutter for access and
maintenance, with provision of cove at the bottom. Rate to include LED light fixture in cove with
drivers and wiring. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional as per the design. Provision for
openable shutter as per requirement of the installation for its maintenance and operation to be also
provided. Provision for cove lighting at the bottom of the table to be provided. The table base
cabinet should be sound and vibration proof, so that no sound/ vibration of vibration motor is
transferred to the outter environment. The viberation effect should only be felt on the table top.
Provision of CNC/Etching/Inlay to be considered on the table for a total area of 2sqm.

no.s

1.00
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Supply, installation, testing and commissioning 1 no. projector of 6500-8000 lumen laser
projector,1920 x 1200 WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI, DVI-D,
DisplayPort, compositive Video, S-Video & USB of Christie / Barco / Panasonic / equivalent that will
project on the table surface Make sufficient enough as per the room size. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept. Appropriate arrangements for concealing
the projector house on the ceiling to be considered.

Job

1.00

Supply and Integration of projectors - ,MediameterPlayer, Cabinet
(Coolermaster/Corsair/Thermaltake). HDMI Wires (Venta/Amazon basics), CAT 6. The Rates inclusive
of all software, hardware, electricals, servers, other , necessary cables, networking and any
supportive technology required to make it functional as per concept.

Job

1.00

Part 3 SITC and integration of 1 Vibrator machine , underneath table to create vibrations on the
planer surface of the table supporting the AV content to be projected on the table. Necessary
equipment for the integration and syncing with projector and film to be considered. No sound/
vibration of vibration motor is transferred to the outter environment. The viberation effect should
only be felt on the table top.

job

1.00

204.

Bus Installations

Providing and fixing of sectional model of Bus with scrim film on windscreen appropriate for
supporting projection on it with toughened glass panel on the back section of the bus and
acoustically treated & SOUND PROOF materials for the interior of the bus, such that the sound does
not in leak into the environment. Bus appearance -buses used as ambulances during earthquake
rescue look & feel like ones used for an ambulance on the inside and on the outter metal surface it
shall be coated with terracotta mud plaster . Detail-special film on windscreen to make projection
on clear glass visible.; quantity of whole fabricated bus; toughened glass panel ; sound
proof/acoustic material inside bus refer master presentation. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional as per the design. Appropriate lighting inside the bus for safety to be considered.

no.s

1.00

Providing and Fixing of False floor with MS tubular section of 75mmX50mmX2.2mm thickness with
600 c/c spacing and application of 25mm thick BWR grade plywood of Greenply/Century ply or
similar makes fixed with 2mm thk MS plate as base properly weld with all fasteners and necessary
hardware's with edge profiles, beadings etc. And two coats of MS primer on top of the frame
structure and anti termite oil coat finish on ply board, with provision of cove at the bottom. The bus
platform shall be finished on top with 12mm thk corian. Rate to include LED light fixture in cove
with drivers and wirings. Height 150mm . All necessary provisions to be considered to make the
structure stable, vibration free and durable for installation functioning and to take the load of
approximatley 10-15 people and the installation dead load

sgm

20.00

Supply, installation, testing and commissioning of 1 no. projector, ultra short throw , 4000 lumen
laser projector,1920 x 1200 WUXGA Native Resolution, 4000000:1 Contrast Ratio, inputs: HDMI,
DVI-D, DisplayPort, compositive Video, S-Video & USB of Christie / Barco / Panasonic / equivalent,
that will project on the windscreen of bus of 3sgqm. The system will have Integration with 1 projector
with licence, Blending and image correction technology with complete Integration, and
mediameterplayer. The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

Job

1.00
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SITC Audio system - Integrated with Projection system. Inclusive of speaker installation, mounting,
perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo / Harman
Kardon / Equivalent The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

Job

1.00

205.

Control Room Installation

Part 1: Providing and fixing of false ceiling made in 50X50X4mm Square pipe(if needed 50mm
diameterpipe can be used) c/c 450mm frame with 12mm commercial ply on top and finished with
12mm thick Corian as per conceptual design, mechanism for hanging communication items ( cell
phones, walkie talkies, landlines, etc) with metal/ Clutch wires of varying lengths (max. 2m) over an
area of 20 sqm. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical
or any other mechanism required to make it functional as per the design.

sgm

20.00

Part 2: Providing and fixing of cylindrical 150 mm overall thickness partition suspended from ceiling
, made of G.I. frame with top cover of 12 mm flexible ply conforming to BWR grade on both side
with edge profiles, including providing and fixing of frame work made of special section power
pressed/ roll form G.I. sheet Specs with infilling of Acoustical 100mm thk insulation within the
Frame structure, formaldehyde free, fire retardant. Make Sipla/ UP Twiga/ Orwens Corning /
Equivalent - Installed with MS wire mesh. The cylinder will be finished on both sides with 12mm thk
Corian. Height of this ceiling suspended cylinder is 3750mm . Installation complete with all necessary
Hardware. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional. Appropriate accousticmeasures to be considered
for sound proofing of the installation within the panelling and avoiding any echo/ reverberation of
sound

sgm

47.00

Part 3 - Providing and fixing 200 equipement inclusive of cell phones, walkie talkies, landlines,
Walkie Talkies replicas , which were used during 2001 in Gujrat by govt officials, various supporting
organizations and citizens of the state on a daily basis to respond to the aftermath of the earthquake
-suspending from Corian false ceiling. Installation complete with all necessary Hardware. Inclusive of
all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism
required to make it functional.

no.s

200.00

Part 4 : SITC of 25 small speakers , concealed inside walkie talkie replicas. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept. The speaker to be synced to form an
experience such that the visitors are inside a control room that has been set up to manage the
disaster and multiple updates are being recieved and instructions are being given to different
locations across the state of Gujarat.

no.s

25.00

Part 5 : SITC and integration of 25x Walkie Talkies with speakers attached, 8x 8-relay boards, PC
Amplifier, 1x Arduino Mega, 5.1 channel sound card. The Rates inclusive of all software, hardware,
electricals, servers, other , necessary cables, networking and any supportive technology required to
make it functional as per concept.

job

1.00

Part 6 - SITC and integration of - 25 automated spot Lights. The Rates inclusive of all software,
hardware, electricals, servers, other , necessary cables, networking and any supportive technology
required to make it functional as per concept.

job

1.00
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Providing and Fixing of False floor with MS tubular section of 75mmX50mmX 2.2mm thickness with
600 c/c spacing and application of 25mm thick BWR grade plywood of Greenply/Century ply or
similar makes fixed with 2mm thk MS plate as base properly weld with all fasteners and necessary
hardware's with edge profiles, beadings etc. And two coats of MS primer on top of the frame
structure and anti termite oil coat finish on ply board, with provision of cove at the bottom. The
Base platform shall be finished on top with 12mm thk corian Rate to include LED light fixture in cove
with drivers and wirings. Height 150mm. All necessary provisions to be considered to make the
structure stable, vibration free and durable for installation functioning and to take the load of
approximatley 10-15 people and the installation dead load

sgm

20.00

SITC directional speaker audio system - for ambient sound. Inclusive of speaker installation,
mounting , perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo /
Harman Kardon / Equivalent The Rates inclusive of all software, hardware, electricals, servers, other
, hecessary cables, networking and any supportive technology required to make it functional as per
concept.

job

1.00

206.

Terracotta wall panelling (Gl frame
with Terracotta Finish Mud Plaster)

Providing and fixing 150 mm overall thickness partition up to ceiling height consisting of G.I. frame
and top cover of wire mesh gauge on both sides to be finished on top surface with mud plaster
giving look and feel of Terracotta Plaster with appropriate paint to give final finish, including
providing and fixing of frame work made of special section power pressed/ roll form G.l. sheet with
zinc coating of 120 gms/sgm(both side inclusive), consisting of floor and ceiling channel 50mm wide
having equal flanges of 32 mm and 0.50 mm thick, fixed to the wall/floor/and ceiling as at the
spacing of 610 mm centre to centre with dash fastener of 12.5 mm diametermeter 50 mm length or
suitable anchor fastener or metal screws with nylon plugs and the studs 48 mm wide having one
flange of 34 mm and other flange 36 mm and 0.50 mm thick fixed vertically within flanges of floor
and ceiling channel and placed at a spacing of 610 mm centre to centre by 6 mm diameterbolts and
nuts, including fixing of studs along both ends of partition fixed flush to wall with suitable anchor
fastener or metal screws with nylon plugs at spacing of 450 mm centre to centre, and fixing of
boards to both side of frame work by 25 mm long dry wall screws on studs, floor and ceiling
channels at the spacing of 300 mm centre to centre. The boards are to be fixed to the frame work
with joints staggered to avoid through cracks, Galvanised M.S. fixing channel of 99 mm width (0.9
mm thick having two flanges of 9.5 mm each with zinc coating of 120 gms/sgm(both side inclusive))
to be provided at the horizontal joints of two boards, fixed to the studs using metal to metal flat
head screws, including jointing and finishing to a flush finish with recommended jointing compound,
jointing tape, angle beads at corners (25 mm x 25mm x 0.5 mm), joint finisher and two coats of
primer suitable for board as per manufacture's specification and direction of engineer in charge all
complete. The terracotta plaster finish to have gerua colour in final finish and the plaster should
have minimum / light cracks, with rough texture.

Sgm

44.20
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207.
0

Relief boxes Hanging installations

Part 1: Providing and fixing of Ceiling mounted World map - printed on best quality MDF, made in
50X50X4mm Square pipe (if needed 50mm diameterpipe can be used) c¢/c 450mm frame with 12mm
commercial ply on top and finished with 12mm thick MDF as per conceptual design , with
etched/printed artwork. Area of 6 sgm. Installation complete with all necessary Hardware. Inclusive
of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism
required to make it functional. Inclusive of Print ready designed graphics, illustrations / artwork
and Copywriting and editing of textual content in Hindi, English, Gujrati as per conceptual design
provided by Museum consultant. Rate to included cost of preparartion od 2D/3D drawings and
required detail research.

Part 2: Providing and fixing of F.R.P. boxes of varying sizes (avg. size - 450 x450x450 mm) suspended
from ceiling with the help of cables wires of varying lengths, forming Gujrat map from viewing point
, with printing on one side of the box. To be installed in area of 6 sqm. 50% of FRP boxes to be
backlit with provision for openable shutter as per requirement of the installation for its maintenance
and operation to be also provided. Installation complete with all necessary Hardware. Inclusive of all
- fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism
required to make it functional. No. of boxes to be considered - between 50 to 75.

job

1.00

208.

Hologram Box

Providing and fixing of hologram box of size 5700mm x 12000mm x 4000mm made in 150 mm
wooden Partition. The wooden partition to be of 150 mm overall thickness partition made of
50x50x2mm MS frame structure with top cover of 12 mm flexible ply, conforming to BWR grade on
both side with infilling of Acoustical 100mm thk insulation within the Frame structure,
formaldehyde free, fire retardant. Make Sipla / UP Twiga / Orwens Corning / Equivalent - Installed
with MS wire mesh. The Hologram Box will be finished on out side with 12mm thk Corian/terracota
mud plaster finish as per specfications and on the inside the hologram box will be finished with
primer base and black paint. Installation complete with all necessary Hardware. Inclusive of all -
fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism required
to make it functional. Appropriate accousticmeasures to be considered for sound proofing of the
installation within the panelling and avoiding any echo/ reverberation of sound.

sgm

288.00

200.

Hologram Rescue Installation-
experience inside Hologram Box

Providing and fixing of interior scene of a broken house of Gujrat with abandoned door, cracked
walls, fallen false ceiling beam, falling roof, with debris made out of F.R.P. with M.S. framework in
an area of 5sgm of minimum height 900mm with acoustic infill in the partitions. Inclusive of
appropriate props and lighting. Installation complete with all necessary Hardware. Inclusive of all -
fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism required
to make it functional.

job

1.00

210.

Hologram Rescue Installation- Setup

Supply, installation, testing and commissioning of Hologram set up of size 2400mmx4000mm size of
hologram projection and box of size 4000mm x 4000mm x 4000mm, creating a realistic set design to
depict an entire scene of a rescue operation made in FRP/MDF, combining physical objects with 3D
content of screen, high quality glass optic, bright and sharp picture quality. Technology to be used -
Scrim / 45 degree system as approved by museum design consultant. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept.

job

1.00
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SITC Audio system - Integrated with Projection system. Inclusive of speaker installation, mounting,
perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo / Harman
Kardon / Equivalent The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

Job

1.00

211.

Outdoor refugee camp Sculpture

Providing and fixing of replica of support materials (first aid boxes, luggage bags, cartons in which
the donations were being recieved from across the country etc) made out of Corten Steel with
weather-proofing well stacked in an organised manner over an area of 10sgm and maximum height
1500m for the installation as per ref image provided in presentation as approved by the Museum
design consultants in collaboration with artist/ N.G.O. Installation complete with all necessary
Hardware. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional. Specialized artist/sculpturist on board for the
installations to take necessary prior approvals from museum design consultant before execution.

job

1.00

212,

Pier Wood Installation

Providing and fixing of wooden logs of maximum width 600m encased in between the glass
partition and MS Jail in stacked manner. Installation complete with all necessary Hardware. Inclusive
of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism
required to make it functional. The logs are to be arranged as per the ref image given in tender
presentation , representing the large quantity of wood that was transported after the earth quake
for the mass funeral pyre.

job

1.00

213.

Fabric Panelling with Images

Providing and fixing of 75 mm thick wooden paneling with 100x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be seasoned
wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing arrangements
and screws, including drilling necessary holes for rawl plugs etc. and primer coat on unexposed
surface complete. Cost of primer base on base to be considered. The wooden panel will have 1"
cushioning on top that will be finished on top with stain free custom made fabric skin, the fabric
should be resistant to wear and tear, made of polyester/cotton. Fabric to have printed images of
size 1200 x600mm, as approved by museum interior consultant. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional.The Printed Fabric cloth shall be used for full height panelling upto height of 4500mm.
Inclusive of Print ready designed graphics, illustrations / artwork and Copywriting and editing of
textual content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

sgm

24.00

214.

Song of Hope LED Screen Installation

Supplying and installation video wall with minimum bezel of 6 no.s - 65" LED Digital Display screen
Size available for making Digital Wall - 3500mm (Length) and 2000mm (height). Make - Samsung/
Christie / Equivalent. Digital Wall to be flushed on viewing side with black lacquered glass panelling
up to ceiling and floor finish level. Area to be considered under glass printing and glass etching each
- 3 sgm. (quantity of Lacquered glass and panelling not to be considered in this item). The Rates
inclusive of all software, hardware, electricals, servers, other, necessary cables, networking and any
supportive technology required to make it functional as per concept.

no.s

1.00
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Providing and fixing of 75 mm thick wooden paneling with 100x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be seasoned
wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing arrangements
and screws, including drilling necessary holes for rawl plugs etc. and primer coat on unexposed
surface complete. Cost of primer base on base to be considered. The wooden frame panel will be
finished on top with 12mm thk vision glass. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional.

sgm

18.00

Providing and fixing of Acoustical wooden false ceiling made up of 50mm x 50mm thk wooden
battens , fixed with the ceiling with all the necessary framework required. The base of the ceiling will
be made up of 12mm HDWR/HDMR boards, with 50mm thk insulation fixed inside with supportive
wire gauge. Installation complete with all necessary Hardware. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional.

sgm

20.00

SITC Audio system -Inclusive of speaker installation, mounting , perforated screens for concealing
speaker in shell structure, wiring. Make JBL / Onkyo / Harman Kardon / Equivalent The Rates
inclusive of all software, hardware, electricals, servers, other, necessary cables, networking and any
supportive technology required to make it functional as per concept.

Job

1.00

215.

Sound of Hope Installation Sculpture

Providing and fixing of a scene consisting of 6 human figures (4 Adults and 2 children), khat, utensils
made out of metal - such as copper and nickel/ brass in 1:1 scale or 25% larger than real scale for
imapct; made and finished with copper/brass/nickel , sculpture should be weather proof with colour
variation as per design. The sculpture describes the scene of people gathering in common space in
refuge camps and singing regional folk songs to keep each others moral high. The installation to be
made in collaboration with NGO/ artist. Design to be approved by museum design consultants.
Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any other
mechanism required to make it functional. Human figures to be supported it accessories like utensils
and other materials creating a scene of people spent their evenings at refuge camps. Refer images
given in tender presentation. The installation to be made weather proof. Specialized
artist/sculpturist on board for the installations to take necessary prior approvals from museum
design consultant before execution.

no.s

1.00

216.

Sound of Hope - Outdoor Sound
Experience

SITC Audio system - Integrated with LED Screens. Inclusive of speaker installation, mounting ,
perforated screens for concealing speaker in shell structure, wiring. Make JBL / Onkyo / Harman
Kardon / Equivalent The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept. to be run in sync with the LED wall.

no.s

1.00

217.

Sound of Hope Installation wall Mural

Providing and fixing of a wall mural based on the thousands of camps built in the relief camps made
in teracotta (made in tile format as per material requirement) with required MS framework over an
area of 45sqm, as per design and approved by museum design consultants in collaboration with
artist/ NGO. Refer tender presentation for reference. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional.
Specialized artist/sculpturist on board for the installations to take necessary prior approvals from
museum design consultant before execution. Detail research & related 2D & 3D drawings to be done
by vendor for creating mural, cost to be included while quoting.

no.s

1.00
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218.
0

Personal Stories Objects and display
Installation with Magnetic wall

Part 1: Supply of 3D printed models of avg. size - 0.15m x 0.15m x 0.15m . Each model shall have NFC
/ RFID tag on it, which when interacting with the sensor screen will display information on the led
screen. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional.

no.s

200.00

Part 2: Providing and fixing of storage open display rack made M.S. framework, Duco finished of
size - 28m x 0.45m x 4.5m . The shelves are to be finished in 12mm thk terracotta. Providing and
fixing of backlit glass panels with printed images with openable shutter at various places in storage
open display rack over an area of 46 sqm in elevation as per design and approved by Museum
design consultants. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional.

no.s

1.00

Part 3: Providing and fixing of Duco finished M.S. sheet on wall over an area of 12 sqm with UV
printing on top (4 sqm) as per design and approved by Museum design consultants.

no.s

1.00

Part 4 : Supply of objects with magnets, that will be tools to react to the question posted on the
magnetic wall by the museum guides. The magnets will be made in 3 different colours as approved
by the museum consultant in terracotta/concrete/acrylic of not more that 30x30x30 mmin a
custom shape as approved by the museum design consultant and the magnet will be steadily fixed
inside the material while casting or by strong adhesive. These objects will be replicas of commonly
used objects like comb, diary, mirror, pen, ruler etc. Dot magnets of 1" diameterfixed on top of the
objects. The required drawings, 2D/3D modelling and detailing, research to be included based on
interview recordings of the people - cost to be included. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional.

no.s

500.00

Part 5 : SITC and integration of objects with RFID tags - RFID Tags(200 no.s ) and Readers(10 no.s)
(Sparkfun / Equivalent) and integration of objects with 100 personal story related to each of their
respective story and the user interface design and coding for the interaction screens.

no.s

2000.00

219.

Interactive LED Display table for
Personal Stories

Part 1: Providing and fixing of table of size - 7.5m x 1.2m x 0.9m and height 0.5m made in
50X50X4mm Square pipe(if needed 50mm diameterpipe can be used) ¢/c 450mm frame with 12mm
commercial ply on top and finished with 12mm thick Corian as per design/dwg, with provision of
cove at the bottom. Rate to include LED light fixture in cove with drivers and wiring. Table to have
niches to flush LED TV and RFID readers. Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional. Provision for
openable shutter as per requirement of the installation for its maintenance and operation to be also
provided.

no.s

1.00

Part 2: Providing and fixing stools with Corian top, MS base and stools of diameter500mm . Height
600mm. Inclusive of all - fixtures, fittings, hardware, hanging system, electrical, mechanical or any
other mechanism required to make it functional.

no.s

10.00

Part 3: Supply, installation, testing and commissioning of interactive LED touch screens of size 32"
fixed and flushed with the Table top as per design and approved by Museum design consultants.
Make Samsung/ similar. The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

no.s

10.00
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220.
0

Personal Stories Digital Experience
Table - E(b) Gallery

Part 1: Providing and fixing of table of size - 31000mm x 2400mm. The table top to be with varying
levels in height made in 50X50X3mm square pipe ¢/c 450mm frame with 12mm commercial ply on
top and finished with 12mm thick Corian as per design/dwg. The table is supported by slanted
timber sticks of varying heights and widths with traditional art work coated with lacquering finish
(Local art form) on surface finished legs of random diameters for wooden block sticks fixed in
assorted pattern to give support to the table top as/Approval/Specification. Sticks to take the load of
the interactive table and create a firmly balanced surface for safety and durability, The table top to
be made for an area of 88 sgm finished in corian and weather proofed on an area of 7sqm finished
in 12mm thick corian/terazzo (for table part projecting in courtyard) with necessary framwork and
structure as per design and approved by Museum design consultants, with provision of cove at the
bottom. Rate to include LED light fixture in cove with drivers and wiring. The table will be change its
levels as per the design requirement at maximum 20 locations. The levels will vary between of the
following 150 mm, 750mm and 900mm. The Corian table will be linear in nature but will have
various slots and levels to accommodate digital interactive screens, games, posters and other
activities at around 26 locations. Provision for openable shutter as per requirement of the
installation for its maintenance and operation to be also provided. Inclusive of Print ready designed
graphics, illustrations / artwork and Copywriting and editing of textual content in Hindi, English,
Gujrati as per conceptual design provided by Museum consultant. Rate to included cost of
preparartion od 2D/3D drawings and required detail research.

no.s

1.00

Part 2: Providing and fixing of glass wall to wall panelling of height 450mm with random shelves of
assorted size made in random niches of depth 900mm at various locations on the wall, made in
12mm thick toughened printed white lacquered glass over 12mm thick Commercial ply and
50x50mm timber section with provision for 9" tablet to be fixed . Total area of panelling 60 sqm as
per design and approved by Museum design consultants. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional.

no.s

1.00

Part 3 : STIC and Integration of touch screen Tablets of size 9" flush finished with Wall Panelling of
128 GB storage size to provide information Make - samsung/equivalent. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept.

no.s

80.00

Part 4 : SITC and Integration n of 9" Tablet for wall panelling - Tablet (9 inch, 128GB, Wi-Fi Only)

no.s

40.00

Part 5: Supply of interactive models Miniature model of size 900x900 at 1:2000 scale made in
Corian/mdf/wood.. Refer moodbooards provided in tender presentation

no.s

8.00

Part 6: Supply of interactive physical games like lego building blocks / similar

no.s

10.00

Part 7: Supply, installation, testing and commissioning of 4no.s projector in different loactaions
eachshort throw - 6500 lumen laser projector,1920 x 1200 WUXGA Native Resolution, 4000000:1
Contrast Ratio, inputs: HDMI, DVI-D, DisplayPort, compositive Video, S-Video & USB of Christie /
Barco / Panasonic / equivalent, that will project as per requirement . The system will have
Integration with minimum 4 projector with licence, Blending and image correction technology with
complete Integration. The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept. Projectors be installed at 4 different locations within the gallery

job

1.00
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Part 8 : SITC and Integration for projection of Seismic Data of World - PC - i5(Intel),GTX 1060 Graphic
Card(AMD/NVIDIA) - 4GB, 8 GB RAM(Kingston/Corsair/Transcend), Keyboard Mouse - HP/Logitech,
Cabinet (Coolermaster/Corsair/Thermaltake) Microsoft Windows 10 pro . HDMI Wires
(Venta/Amazon basics). The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

job

1.00

Part 9 : SITC and Integration for projection of Seismic Data of World Live - PC - i5(Intel),GTX 1060
Graphic Card(AMD/NVIDIA) - 4GB, 8 GB RAM(Kingston/Corsair/Transcend), Keyboard Mouse -
HP/Logitech, Cabinet (Coolermaster/Corsair/Thermaltake) Microsoft Windows 10 pro . HDMI Wires
(Venta/Amazon basics). The Rates inclusive of all software, hardware, electricals, servers, other,
necessary cables, networking and any supportive technology required to make it functional as per
concept.

job

1.00

Part 10 : SITC and Integration for projection of Social Mediameter- Intel 7th Gen i5 NUC -
NUC7i5BNH Barebone, Intel Iris Plus Graphics 640 M.2 22x42/80 (key M) slot for SATA3 or Pie X4
Gen3 NV Me or AHCI SSD 2.5" SSD/HDD bay , Dual channel DDR4-2133 SODIMMs, 32GB maximum.
The Rates inclusive of all software, hardware, electricals, servers, other, necessary cables,
networking and any supportive technology required to make it functional as per concept. Necessary
provisions for uloading content including a camera to be considered with which users interact to
click a selfie. This photograph to be posted on the museum social media handle with appropriate
checking and approvals.

job

1.00

Part 11 : Stretch Ceiling - Supply and installation of demountable PVC Stretch Ceiling welding with
harpoon ready to install. (Fire Rated to European Standards b-s1-d0/b-s2-d0/B1/b2*) With 5 years
warranty on stretch membrane seam ruptures & profile. All joints to be fused / provided with
approximate interface trims to be able to demount the stretch ceiling to access the lights. Providing
and installation of a stretch ceiling will be installed in an organic form running in a length of (24000
mm as per dwg) suspended from the ceiling centrally running along the Corian table. The stretch
ceiling at the end to extend towards the walls of the gallery enough to block the light from the rear
and front courtyard for the projection to be visible. The stretch ceiling to be backlit and controlled
by a dmx controller to control the dimming. The stretch ceiling shall be installed as per details
drawing using proprietary aluminium profile complete as per manufacturer's installation guidelines
and as per approved shop drawings in line with the design intent and approval by the museum
design consultant (Make - Barrisol/ Euroceil or equivalent). Providing 5 year manufacture warranty,
adhering to manufacture installation guidelines and achieving maximum light. (Lighting fixtures cost
not to be included). Inclusive of all - fixtures, fittings, hardware, hanging system, electrical,
mechanical or any other mechanism required to make it functional.

sgm

190.00

Part 12 : Providing and fixing of 20 display unit covers in 8mm thick toughened glass fixed on the
Corian table of size not more that 450x450x600mm with object replicas of the tools used for
workshops and training programmes.

job

1.00
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Part 13 : Providing and fixing of 5 no.s original / object replicas of the tools used for workshops and
training programmes conducted by GSDMA throughout the year. Detail research and artwork design
with proof reading in Hindi, Engalish and Gujarati to be included in the cost of the object replica.
Relevant Data expert to be brought on board as required for achieving authenticity in replicas.

job

1.00

Part 14 : Providing and fixing of drawing units fixed over the table of 1300x2400x750. Each unit to
contain 20 drawers with hydraulic channels with lighting inside each drawer automated to open
when the drawer is pulled out. The entire unit to be made in 12 mm thick Corian with required
framework. Printed posters and documents to be displayed inside the table with felt base and glass
top to protect the document. The posters to be printed on archival paper to last for 10 years.

no.s

4.00

Part 15 : Providing and fixing of layered glass installation mounted on the Corian table with lighting
integrated under the table along the edge of the 8 mm thick toughened clear glass with screen
printing on one side of desired artwork. The size of each glass to be around 600x300mm and the
installation to be made of minimum 6 layers. All fixing to be flushed with the Corian table for best
results as approved by the museum consultant.

no.s

4.00

Part 16 : Providing and fixing of 6mm Corian plaques of size 450x450 mm with 30% area etching and
UV printing with required explanatory images, illustrations and text to be mounted over the Corian
table.

no.s

50.00

Part 17 : STIC and Integration of interactive tough tablets of size 9", of 128 GB storage size to
provide information of immersive projection, Make - samsung/equivalent. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept. The tablets to be embedded in the Corian
table

no.s

10.00

Part 18 : STIC and Integration of interactive touch screens of size 44", of 128 GB storage size to
provide information of immersive projection, Make - samsung/equivalent. The Rates inclusive of all
software, hardware, electricals, servers, other , necessary cables, networking and any supportive
technology required to make it functional as per concept. The tablets to be embedded in the Corian
table

no.s

4.00

Part 19: STIC of Physical interactive installations with 4 sliders/hinged panels and 2 buzzers flushed
with the Corian table, which the user interacts. When the slider opens the base of the table is
revealed with images printed on the Corian with UV printing/vinyl print. Each slider to be of size
300x300 mm.

job

1.00

Part 20 : STIC of Single speaker headphones with armoured wires fixed on the Corian table

no.s

4.00

Total

F- BLOCK
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221.
0

Rogan Cloth Artwork Display

Providing and Fixing of Stain free, traditional Rogan cloth artwork on both sides , hanging near the
block entrance as per hanging fixture detail provided in the drawing. Artwork size 4000mm x
2100mm. The Artwork should explain the theme of the Block - D(a). Inclusive of all - fixtures,
fittings, hardware, hanging system, electrical, mechanical or any other mechanism required to make
it functional. Artwork for the cloth to be designed by special artist familiar with the craft and made
by local artisans/craftsmen with past experience of the craft. Specialized artist/sculpturist on board
for the installations to take necessary prior approvals from museum design consultant before
execution. Artwork panel to be made in MS and powde rcoated / Duco finished with required fixing
fixtures. Refer drawing .

no.s

1.00

222,

Optical Fibre Light Installation

Supply and installation of sensor based optical fibre light installation in an area of 20 sgm. With
10,000 points of optical fibre of mixed diameterof size - 1.5,2,3 mm (in variable height), 10,000
crystal glass fixtures for optical fibre tip ends. With base framing and finishing in metal , hdwr wood.
1500pc led Dmx compatible dynamic optical fibre engine ports integrated with Arduino uno, Led
matrix software - 14pc motion camera sensors. Pc for integration- PC - i7(Intel),GTX 1070 Graphic
Card(AMD/NVIDIA) - 8 GB, 16 GB RAM(Kingston/Corsair/Transcend), Keyboard Mouse - HP/Logitech,
Cabinet (Coolermaster/Corsair/Thermaltake) Microsoft Windows 10 pro . HDMI Wires
(Venta/Amazon basics). The mechanism needs to be designed such that lights are responsive to
presence and movement of visitors. The lights should be responsive to the movement of the visitors.
Specialized artist/sculpturist on board for the installations to take necessary prior approvals from
museum design consultant before execution.

no.s

10000.00

223,

Providing and Fixing of False floor with MS tubular section of 50mmX75 mmX 4mm thicknesswith
600 c/c spacing and application of 25mm thick BWR grade plywood of Greenply/Century ply or
similar makes with edge profiles, beadings etc. on top of the frame structure which will be further
finished on top with vinyl flooring as per approval and specifications provided by museum interior
architect. Provisions for air conditioning openings on edges of the floor to be made in False flooring
as per HVAC shop drawings. Height of False flooring 450mm. All necessary provisions to be
considered to make the structure stable, vibration free and durable for installation functioning and
to take the load of approximatley 25-30 people and the installation dead load. Provisions for air
conditioning openings on the floor to be made in False flooring as per HVAC shop drawings with
grills for air circulation in approved finish and make.

Sgm

100.00

H- BLOCK
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224,
0

Simulator Experience

Part 1 :Supply, installation, testing and commissioning of Simulator machine, capable of replicating
simulations for exhibit matching similar seismic characteristics of Mw7.7 Gujarat 2001 earthquake
& Replications of simulations felt during a cyclone and famine . The Simular Machine to comprise of
Bi-Axial Servo - Hydraulic Shake Table of 7500mm circular Diameter with actuators mounted
underneath circular trussed platform, offering 40mm Displacement X and Y Direction 1-4Hz,
including provision of Outer and Inner Hand Rail, Structural Flooring integreted with Shake table
finished in Matt Finished Stainless Steel Perforated Mesh, coated in desired colour, capable of taking
Payload of 40 Persons Max and Dead load of 3.5 tonn. Maximum Horizontal Displacement to be
offered by shake table - 40mm, with Variable Speed Control 2-8Hz p/sec. Make - MOOG and/or
PARKER Hydraulic System / Equivalent. The overall Simulator to be made functional and operational
via Custom Software Control including AD interface with video system. Cost of Shipping/Custom
Duty on Import / any other hidden incurred cost to be included in the rate. Main Control of the
simulator machine would be located underneath shake table with Hydraulic Power Pack. Table to be
actuated by its ultra-high-power servomotor, driven by its respective control-amplifier, fed from
415V 3 Phase Power three-phase electric lines and controlled by a PC, dedicated to 3-D motion
management. The simulator experience Installation will be made in coordination & vetted by
building structural consultant, so that their is no damage to building and occupants under any
circumstances, due to the operations of the simulator machine. The artificial vector/Richard scale
reading created by simulator machine for the simulator experience show has to approved by the
structural consultant. Simulator Experience platform size - 8000mm diameter, and holding capacity
- 40 People. The simulator experience should be able to create earthquake experience similar to
2001 earthquake at Bhuj and of same intensity on Richard scale. Refer the video provided in tender
presentation. Requirements for simulator machine software integration - Emulate the acceleration
data from past earthquakes when input into software. The overall simulator experience should be
easy to use and maintain and have a way to measure the table/structure’s results during simulation.
Constraints to be considered for simulator machine and experience integration. Must simulate 2
components of 3 possible — horizontal components (x,y) - Motion in multiple axis is able to strain a
building in unique ways that is not possible with only a single direction of force - A third axis (2)
should be avoided, so that their is no strain on building. Appropriate training to be provided to the
operation and maintenance technical staff to operate the simulator. User interface should be
intuitive enough for basic operation. Must include comprehensive user manual containing all
information required to operate and maintain the table. All necessary provisions to make the power
system soundproof such that no disturbance is caused in the visitor experience, to be considered.
Installation of the shake table equipement to be planned as per site conditions. An opening of 6000
x 6000mm has been planned for the installation of the shake table equipment. System Supply
Includes - Bespoke Custom Industrial Control Engineering and Computer Hardware,

Hydraulic Actuators, Servo Valves, Accumulators and Bearing System, Sound Proofing of Hydraulic
PowerPack., Mild Steel Inner and Outer Circular Handrail., Motive Pattern with Mild Steel Floor
Plates including Service Access Panels, Service Warranty From Date of Museum Commission,
Training Of Local Technicians Incorporating Design of Service Schedule, System Control Manuals

job

1.00

8000mm
diameter

I-SEMM-
KUC-06-01,
I-SEMM-
KUC-06-02
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Part 2 :Supply, installation, testing and commissioning of 18 no.s projectors with short throw lens
9000- 10000 umens laser projectors with 20k lamp hr life, in built edge blending 4000000:1 Contrast
Ratio, inputs: HDMI, DVI-D, DisplayPort, compositive Video, S-Video & USB of Panasonic / Epson /
Christie / Barco / equivalent, that will project on the curved surface - The system will have
integration with minimum 18 projector with licence, Blending and image correction technology with
complete Integration. Including - 4K Media Player with server capabilities with 4x outputs, 4K Media
Player with 8x Outputs, Projector mount, Hdmi cable 4k 15m, HDMI cable 4k optical 15m, HDMI
cable 4k optical 10m, Custom rack, STIC and integration of projectors - Custom pc with 1080tix2
graphics card i7 processor 32gb ram, Professional projection mapping Software with perpetual
liscence, Custom rack Multi-Channel fusion solution software: inclusive of Projector channel quantity
setting, edge projector, mid-ring projector angle of incidence placement setting. Multi-point
geometry correction, global colour balance. Fusion with Gamma correction, High- performance real
time rendering engine. High performance PC fusion for fish-eye image applications, planetarium
applications and integration of control room with all necessary server system, backend hardware
software, cable tray, wiring, computer system, back ups etc.

job

1.00

Part 3: Providing and fixing of Debris made in F.R.P. fixed on platform made in F.R.P with M.S. frame
, spread over an area of 30sgm.Inclusive of all - fixtures, fittings, hardware, hanging system,
electrical, mechanical or any other mechanism required to make it functional. The debris replica to
be made in combination of the following 4 sizes approximately:

Type 1. 50x50x50 mm

Type 2: 200X200X200mm

Type 3: 300X300X300mm

Type 4: 600X600X300mm

job

1.00

Part 4 : Surround Sound Audio system - Integrated with Projection system. Inclusive of speaker &
and subwoofer capacity installation, mounting , perforated screens for concealing speaker in shell
structure, wiring. MARTIN AUDIO (UK) OR FBT AUDIO (ITALY) OR POWERSOFT(ITALY) Equivalent
pro audio systems with 32 speakers for directional soundcompatible with intl. sound presets (dolby
atmos,) 4 subwoofers , amps , pre amps. The Rates inclusive of all software, hardware, electricals,
servers, other, necessary cables, networking and any supportive technology required to make it
functional as per concept. The sound output to match premium cinema theatre level experience.
Provision for concealing subwoofer under the cantilevered top surface of table to be made.

job

1.00

Part 4: SITC of LED moving head, No belt no fan almost no maintenance World wide Patent:
AUTOMATIC and Sound to Light model Can connect 10 fixtures in one line Maximum 25 fixtures per
DMX512 data loop No fan advantage: (1) No noise(2) No need to clean lens (3) Safer(4) Longer
service life No belt advantage:(1) Direct drive with 360°(2) Simple to Program(3) Fewer parts fewer
problems(4) Longer service life Voltage : AC100-240V, 50/60 Hz Total power : 110W LED : 60 Watt
COB Lamp made in Taiwan (RGBW) Estimated LED life : > 60,000 hours Color temp. : 7000°K Beam
angle : 6° Movement : Pan 355° & Tilt 270° . 16 bit Control mode : DMX512, Master-slave, Auto,
Sound DMX512 : 8CH (64 fixtures =1 universe) IP rating : P20 Dimension : 150 x 150 x 250 MM.
Supply, installation and intigration of DMX splitter 1 in to 10 out (PLS-SPL-10) and software entry
key. Rate to include all provisions necessary of intergration of the lights with the projecton, audio
and simulator system.

no.s

10.00

GSDMA

Page | 79

©]

GSDMA



Tender for selection of agency for interior works and operations & maintenance including development, supply, procurement,

integration, execution , operation & maintenance of soft content, exhibits, installations, lighting and digital equipment

at Smritivan Memorial Museum at Bhuj, Kutch, Gujarat, India

Part 6: Supply and installation of Lighting control software Artnet and USB interface to issue 8 DMX
universes LUNA 8 is an easy-to-use and reliable network node with unique features to control
lighting fixtures Supports Art-Net as well as Streaming ACN (sACN)Can also be used as USB interface
The device distributes DMX512 data over long or short distances using Ethernet network or USB 8
XLR ports (5-pin, female) distribute 8 DMX universes per unit (4096 DMX channels) 1 XLR port (5-pin,
male) is always available for DMX input (512 DMX channels)Works great with the Software with
quick and easy installation (sold separately) Sync Mode: Software and hardware allow you to
synchronize Art-Net data for all output ports and even across multiple devices to get an optimal
image on the LEDs without visual interruptions Complies with the official specifications of Art-Net
and Streaming ACN and can be used as regular network unit with other 3rd-party consoles,
controllers, or software solutions Fanless, noiseless, low-energy design 19" metal case (1U) including
brackets for rack mounting Ready within seconds after startup Automatic HTP merging for two
Ethernet sources 5 status LEDs, which can be turned off Built-in web page for simple on- device
configuration Recommended for any small or large installation Many LUNA 4/8/16 can be used
together without problems. The device can be connected via USB to the PC Housing design: (19")
48.3 cm rack installation 1 U.

no.s

1.00

Part 7 :STIC of Automated Lighting and Integration - Integrated with Projection system, Pre show
post show & Integrated lighting effect as per soft content for creating stimulus earth quake
experience. Integretion of all equipment including shake table, projector, sound system, Led moving
head automated lighting, wind simulator equipement, cyclone simulator equipement, and soft
content for 3 shows to be considered in this item.

job

1.00

225.

Curved Wooden Paneling &
Acoustical Insulation & infilling in pre-
existing Steel Frame Structure

Part 8 :Providing and fixing of 12mm + 12mm commercial flexiply paneling up to ceiling height
consisting on top of existing Steel frame Structure, facing outside the simulator gallery with both
top cover of 12 mm Flexible ply conforming to BWR grade of Greenply/Duroply/Century ply or
similar makes having bend rangle of 17 degrees, ideal for tight radius work, fixed to the MS
Framework with suitable rivots and bolts or metal screws The boards are to be fixed to the frame
work with joints staggered to avoid through cracks. Infilling of Acoustical 3 x 50mm (150mm) thk
Acoustic insulation with broadband frequency spectrum , fire retardent, formaldehyde free,
moisture repellent (1.2 NRC value) with backing of 6 mm acoustic rubber gasket on both sides of
MS frame structure and further paneling of 12mm flexiply on inner surface of the MS frame
structure facing the gallery on top of 6 mm rubber gasket.+ infilling 50mm acoustic foam
(fireretardent) panels in cavity between 12mm flexi ply and projection screen . Inclusive of all -
fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism required
to make it functional.

Sgm

550.00

Ceiling Carpet Paneling

Part 9 :Providing and fixing of Black 6 mm carpet for ceiling with 0.5nrc value to be pasted on ceiling
for for better absorption.

Sgm

350.00

226.

Custom Projection Screen

Part 10 :Providing and fixing of fixed frame projection screen, mounted on wall on top of Curved
Wooden Paneling - 150mm with Acoustical Insulation - with MS Frame Structure (above item). The
projection screen should be 360° HD 4k perforated Acoustic Av screen with seamless finish. Gain
value 1.1, Make -Dalite / equivalent, Size - 8m x 54m

Sgm

494.00

227.

In show photography & Print

Part 11 : STIC of camera's for 360 degree coverage of simulator stage, photographic printer, PC
system, - for automatically clicking photographs of the visitors during the show while in the
simulator experience and providing them with their printed photographs after the show. Necessary
server connection and cabling to be considerd.

job

1.00
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227.
0

Fixed Control Console - Experience

Providing and Fixing of fixed control console to for simulator installation in experience area, it shall
include a control panel connected to main control room through appropriate Lan system, Its main
function is to control over all installation experience from one place and should be able to power off
or on the system in case of emergencies through a single control button.

job

1.00

228.

Bridge Simulator area

Providing and Fixing of suspended bridge made of 75X75x4mm thick MS frame structure with 10
mm thk perforated SS sheet duly welded with all necessary support from walls and floor at the 00
level of the platform of the simulator experience with all required fixtures and fittings required to
make it durable. The perforation to be custom made as per the pattern of the plate on the simulator
surface.

Sgm

14.00

229.

Metal Perforrated Flooring - For
Simulator stage & Bridge

Providing and fixing of perforated Matt finished SS Metal Floor Panels customised to desired colour

For Raised Access Floor System for the simulator, Flooring composition : Perforated panel ,stringer

,pedestal and screws; Size: 600*600*35 mm / 600*600*40 mmConcentrated load: 450LB, 662LB,800
LB, 1000 LB etc; Thickness - 4mm

Sgm

69.00

230.

Smritivan Tree in Infinity room

Part 1 : Providing and Fixing of Tree installation of height 2400, and diameter500. Inspired from the
tree of Smritivan depicting life. This will be an interactive installation where users will hang special
messages on tree through paper leaves. Trunk and branches of tree made of wooden/MS
framework, local materials and crafts of Kutch like fabric, thread etc. Specialized artist/sculpturist on
board for the installations to take necessary prior approvals from museum design consultant before
execution.

Job

1.00

Part 2 : Partition of thickness 150mm, made in MS frame of 50x50x3mm and 12mm HDMR board on
both side with acoustical infilling with 100mm thk insulation fixed inside with supportive wire gauge.
Installation complete with all necessary Hardware. Inclusive of all - fixtures, fittings, hardware,
hanging system, electrical, mechanical or any other mechanism required to make it functional. The
partition should be able to take load of mirror panelling. height of partition 9000mm

sgm

324.00

Part 3 : Acrylic/Mirror panelling on all 4 walls and ceilings of the infinity room with etching on the
back and backlit lighting with dmx controller. Including provision for opening of the panel for the
maintainence of backlighting system. Rate inclusive of custom designed Printed text and graphics
as per requirement of the gallery design and conceptual design given by museum design consultant.
Inclusive of Print ready designed graphics, illustrations / artwork and Copywriting and editing of
textual content in Hindi, English, Gujrati as per conceptual design provided by Museum consultant.

sgm

366.00

Part 4 : Providing and fixing of 12mm thk Double layer Black lacquered glass on false flooring.
Necessary provision to be considered for durability and safety and making the glass scratch proof.

sgm

42.00

Part 5 : Providing and Fixing of False floor with MS tubular section of 75mmX 2.2mm with 600 c/c
spacing and application of 25mm thick BWR grade plywood of Greenply/Century ply or similar
makes fixed with 2mm thk MS plate as base properly weld with all fasteners and necessary
hardware's with edge profiles, beadings etc. And two coats of MS primer on top of the frame
structure and anti termite oil coat finish on ply board. Height of False flooring to be considered is
150mm. Provision of 3M protective glass film for floor specifically for heavy duty usage over 20mm
thick toughened laquered glass as per design consultant

sgm

42.00
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Part 6 : Providing and fixing false ceiling at 700mm from slab level ; maintain clear height of 7800mm
from FFL including providing and fixing of frame work made of special sections, power pressed from
M.S. sheets and galvanized with zinc coating of 120 gms/sqm (both side inclusive) as per IS : 277 and
consisting of angle cleats of size 25 mm wide x 1.6 mm thick with flanges of 27 mm and 37mm, at
900 mm centre to centre, one flange fixed to the ceiling with dash fastener 12.5 mm diameterx
50mm long with 6mm diameterbolts, other flange of cleat fixed to the angle hangers of 25x10x0.50
mm of required length with nuts & bolts of required size and other end of angle hanger fixed with
intermediate G.I. channels 45x15x0.9 mm running at the spacing of 900 mm centre to centre, to
which the ceiling section 0.5 mm thick bottom wedge of 80 mm with tapered flanges of 26 mm each
having lips of 10.5 mm, at 450 mm centre to centre, shall be fixed in a direction perpendicular to G.1.
intermediate channel with connecting clips made out of 2.64 mm diameterx 230 mm long G.I. wire
at every junction, including fixing perimeter channels 0.5 mm thick 27 mm high having flanges of 20
mm and 30 mm long, the perimeter of ceiling fixed to wall/partition with the help of rawl plugs at
450 mm centre, with 25mm long dry wall screws @ 230 mm interval, including fixing of 12 mm thk
wooden ply on ceiling section and perimeter channel with the help of dry wall screws of size 3.5 x 25
mm at 230 mm c/c, including jointing and finishing to a flush finish of tapered and square edges of
the board with recommended jointing and also including the cost of making openings for light
fittings, grills, diffusers, cut-outs made with frame of perimeter channels suitably fixed, all complete
as per drawings, specification and direction of the Engineer in Charge. Cost of Applique cloth and
application not to be considered in this item. Inclusive of all - fixtures, fittings, hardware, hanging
system, electrical, mechanical or any other mechanism required to make it functional.

sgm

64.00

Part 7 : STIC of DMX Controlled optical fibre lighting - Supply and installation of DMX controlled
optical fibre light installation in an area of 18 sgm. With 10,000 points of optical fibre of mixed
diameterof size - 1.5,2,3 mm (in variable height). 7500 piece led Dmx compatible dynamic optical
fibre engine ports integrated with Arduino uno, Led matrix software - 14pc motion camera
sensors . Pc for integration- PC - i7(Intel),GTX 1070 Graphic Card(AMD/NVIDIA) - 8 GB, 16 GB
RAM(Kingston/Corsair/Transcend), Keyboard Mouse HP/Logitech,
Cabinet(Coolermaster/Corsair/Thermaltake) Microsoft Windows 10 pro . HDMI Wires
(Venta/Amazon basics). Specialized artist/sculpturist on board for the installations to take necessary
prior approvals from museum design consultant before execution.

job

1.00

231.

Simulator Video wall

Supplying and installation video wall with minimum bezel of 7. no.s - 65" LED Digital Display screen.
Size available for making Digital Wall - 5500mm (Length) and 2000mm (height). Make - Samsung/
Christie / Equivalent. Digital Wall to be flushed on viewing side with black lacquered glass panelling
up to ceiling and floor finish level (quantity of Lacquered glass considered in wall finishes). All the
necessary hardware required for installation to be considered while quoting. Inclusive of all -
fixtures, fittings, hardware, hanging system, electrical, mechanical or any other mechanism required
to make it functional as per the design. The Rates inclusive of all software, hardware, electricals,
servers, other, necessary cables, networking and any supportive technology required to make it
functional as per concept.

job

1.00
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232.
0

Artwork Fabric Panelling with
cushioning on one side

Providing and fixing of 75 mm thick wooden paneling with 75x50mm wooden batten framing at
600mm c/c both ways with top cover of 12 mm commercial ply wooden board BWR grade of
Greenply/Centaury ply or similar makes on front side with edge profiles, beadings s etc . The
wooden section to be coated with anti termite coat and wooden battens used should be seasoned
wood. The wooden frame should be fixed on floor/wall/ ceiling with necessary fixing arrangements
and screws, including drilling necessary holes for rawl plugs etc. and primer coat on unexposed
surface complete. Cost of primer base on base to be considered. The wooden panel will have 1"
cushioning on top that will be finished on top with stain free custom made Artwork fabric skin, the
fabric should be resistant to wear and tear, made of polyester/cotton. Weaving fabric to be used as
per theme given and as approved by museum interior consultant. Inclusive of all - fixtures, fittings,
hardware, hanging system, electrical, mechanical or any other mechanism required to make it
functional . Artwork for the cloth to be designed by special artist familiar with the craft and made by
local artisans/craftsmen with past experience of the craft. Specialized artist/sculpturist on board for
the Artwork Fabric to take necessary prior approvals from museum design consultant before
execution.

sgm

130.00

233.

Artwork for Block H

Providing and Fixing of Artwork made of multiple gujrati crafts made by local artisians based out of
an NGO preferrably, depicting their personal understanding and experience of 2001 earthquake.
Each artwork to be of size 900x1800mm. Providing and fixing of description panel of 12mm thk
toughend glass of size 900x450mm - mounted on wall

No.s

26.00

TOTAL

A3 LIGHTING COST

234.

SITC of Electrified 1Mtr track made from extruded aluminium. Surface/ Suspended/ Recessed mounted (shall
be as per final rcp & consultant/ client approval). 6 wires are housed in the track. 4 for three-phase operation,
2 for DALI operation. The wires are enclosed in rigid extruded profiles made of insulating material with high
dielectric strength. Length - 1 metre. 3 phase wires with a common neutral form 3 distinct circuits allowing for
3 separate switching circuits. Maximum applicable load is 16A (3500VA) FELV when the track is connected to
mono-phase mains; 2X1A for DALI contacts. Connection to a three-phase mains power supply allows for an
overall load of 16A (10500VA), DALI 2X1A (100VA) FELV. Mounting accessories as included as per site
requirement.

Make : iGuzzini / ERCO / Nordic Aluminium/ LTS

Each

147.00
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235.
0
SITC of Electrified 2M track made from extruded aluminium. Surface/ Suspended/ Recessed mounted (shall be
as per final rcp & consultant/ client approval). 6 wires are housed in the track. 4 for three-phase operation, 2
for DALI operation. The wires are enclosed in rigid extruded profiles made of insulating material with high
dielectric strength. Length - 2 metre. 3 phase wires with a common neutral form 3 distinct circuits allowing for
3 separate switching circuits. Maximum applicable load is 16A (3500VA) FELV when the track is connected to Each 48.00
mono-phase mains; 2X1A for DALI contacts. Connection to a three-phase mains power supply allows for an
overall load of 16A (10500VA), DALI 2X1A (100VA) FELV. Mounting accessories as included as per site
requirement.
Make : iGuzzini / ERCO / LumenPulse / Nordic Aluminium/ LTS
236.
0 SITC of L Connectors suitable for above track items. Each 4.00
237.
0 SITC of Straight Connectors suitable for above track items. Each 4.00
238.
0 SITC of Cross Joint suitable for above track items. (only for recessed version) Each 4.00
239.
0 SITC of T Joint suitable for above track items. Each 4.00
240.
0 . I . .
SITC of Surface / suspended / Recessed track mounted adjustable LED spot light fixture with approx 22W in
3000K CRI90 having net lumen out of 1658Im. LED's should be from McAdam Step:2. Fixture should have an
option of Super Spot, Medium, Flood and Wide Flood optics. (as per approval) . Indoor adjustable spotlight in
Circular or Square design with adapter for installation on a three-phase/DALI track. Device made of die-cast
aluminium and a front part made of a thermoplastic material. Spotlight double adjustability allows a 360°
rotation about the vertical axis and 90° tilting relative to the horizontal plane. Optical assembly consisting of
Warm White tone 3000K CRI90 LEDs with OPTIBEAM LENS technology and a well-defined spot light beam. Life Each 500.00
of LED should be > 50,000h - L80 - B10 (Ta 25°C). Overvoltage protection: 2kV Common mode & 1kV '
Differential mode. Product complete with DALI dimmable driver. Fixture should have an option of White, Black
finish as per site requirement. Option of installing a range of flat accessories including an OPTIBEAM
REFRACTOR for varying light distribution, an elliptical distribution refractor, a louver, a soft lens and an
outdoor accessory like an asymmetric visor for eliminating stray light dispersion on the ceiling. Complies with
EN60598-1 and pertinent regulations and should be BIS certified.
Make: iGuzzini View Opti beam lens / ERCO/ LTS
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241.
0

SITC of Surface / suspended / Recessed track mounted adjustable LED WALL WASHER spot light
fixture with approx 29W in 3000K CRI 90 having net lumen out of 2036Im. LED's should be from
McAdam Step:2. Fixture should have an option of Super Spot, Medium, Flood and Wide Flood
optics. (as per approval) . Indoor adjustable spotlight in Circular or Square design with adapter for
installation on a three-phase/DALI track. Device made of die-cast aluminium and a front part made
of a thermoplastic material. Spotlight double adjustability allows a 360° rotation about the vertical
axis and 90° tilting relative to the horizontal plane. Optical assembly consisting of Warm White tone
3000K CRI90 LEDs with OPTIBEAM LENS technology and wall-washer light distribution for
homogeneous vertical wall lighting. Life of LED should be > 50,000h - L80 - B10 (Ta 25°C). Product
complete with DALI dimmable driver. Overvoltage protection: 2kV Common mode & 1kV.
Differential modeFixture should have an option of White, Black finish as per site requirement.
Option of installing a range of flat accessories including an OPTIBEAM REFRACTOR for varying light
distribution, a louver, a soft lens and an outdoor accessory like an asymmetric visor for eliminating
stray light dispersion on the ceiling. Complies with EN60598-1 and pertinent regulations and should
be BIS certified.

Make: iGuzzini View Opti beam Lens Wall Washer / ERCO/ LTS

Each

97.00

242,

SITC of approx 10~15 watt, ww, Decorative Suspended Light of estimated size with height 300mm
(approx.), made out of terrazo with khavda stone chips incorporated while moulding is customized
shape as per approved design. Assembled with required light fixtures wiring and all the nesseccary
hardwares, intergration, electrical &mechanical elements.Make: Customized with design & detailed
shop drawing as approved by Consultant.

Each

29.00

243,

SITC of approx 10~15 watt, ww, Decorative Suspended Light of estimated size with height 450mm
(approx.), made out of terrazo with khavda stone chips incorporated while moulding is customized
shape as per approved design. Assembled with required light fixtures wiring and all the nesseccary
hardwares, intergration, electrical &mechanical elements.

Make: Customized with design & detailed shop drawing as approved by Consultant.

Each

9.00

244,

SITC of approx 10~15 watt, ww, Decorative Suspended Light of estimated size with height 600mm
(approx.), made out of terrazo with khavda stone chips incorporated while moulding is customized
shape as per approved design. Assembled with required light fixtures wiring and all the nesseccary
hardwares, intergration, electrical &mechanical elements.

Make: Customized with design & detailed shop drawing as approved by Consultant.

Each

10.00
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245,
0

SITC of Ceiling mounted adjustable LED spot light fixture with 31W in 3000K CRI90 having net lumen
output of 2556Im. LED's should be from MacAdam Step:2. Fixture should have an option of Spot,
Flood and Wide Flood optics. as per approval. Pendant luminaire equipped with a three-phase
adapter for electrified tracks or a base, made of die-cast aluminium andthermoplastic material. The
pendant system consists of steel cables L=2000 that provide a simple mechanical anchoring
system.Having been rotated and tilted, the luminaire can be locked mechanically in position to
ensure efficient light aiming (duringmaintenance operations too). Luminaire for high output
C.0.B.technology LED lamp with monochrome emission in a warm whitecolour tone (3000K) CRI 90.
Wide flood optic. Built-in DALI ballast. Equipped with an accessory holding ring designed to contain
aflat accessory. An external component may also be applied, such as directional flaps with 360°
rotation. Life of LED should be > 50,000h - L80 - B10 (Ta 25°C). Overvoltage protection: 2kV Common
mode & 1kV Differential mode. Fixture should have an option of White, Black finsih as per site
requirement. Option of installing a range of accessories including an Honeycomb Louvre, Elliptical
Lens, Soft Lens and option of replacing internal reflector. Diameter of the fixture should not be more
than 120mm.Complies with EN60598-1 and pertinent regulations and should be BIS certified.

Make: iGuzzini Front Light /ERCO / LTS

Each

95.00

246.

SITC of ceiling surface mounted Miniaturised adjustable profiler projector of 6.5W in 3000K/2700K
CRI90, Macadam step 3,Die-cast aluminium technical body for LED lamp; high definition OptiBeam
reflector. The aluminium optical assembly includes a sophisticated telecentric optic system
consisting of four anti-reflection treated glass lenses. Black anodised aluminium locknut for manual
focusing. The innovative optic system, combined with the option of manual adjustment and four
shaping flaps provides sharp and precise wall illumination with no halo effects or soft edges. The
optical assembly is secured to the technical body with a rapid and practical magnetic system; this
solution allows the unit to be rotated by 360° which considerably increases its versatility. The
projector is designed to obtain a square, rectangular or variously irregular beam by manoeuvring the
flaps. Fixture should have option of two gobos for circular shapes. The swivel joints allow the
spotlight. to be rotated by 359° and tilted by 90°. Lifetime > 50,000h - L80 - B10 (Ta 25C). Remote
Constant current driver required. Fixture should have Diameter fo the fixture should not exceed
40mm. Complies with EN60598-1 and pertinent regulations and should be BIS certified.

Make: iGuzzini Palco Framer / ERCO/ LTS / Derksen

Each

75.00
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247.
0

SITC of ceiling recessed adjustable LED light fixture with Trim of 7.5W in 3000K CRI90 having net lumen out of
approx. 524Im. LED's should be from McAdam Step:2. Fixture should have an option of Medium, Flood and
Wide Flood optics to choose from. Adjustable version that rotates internally by 355° and tiLumenPulse by a
maximum of 30°. The swivel unit rotates in a set back position in relation to the surface of the ceiling in order
to guarantee precise, comfortable light diffusion and reduce direct glare significantly. The swivel unit body is
made of die-cast aluminium with a radiant surface that guarantees optimum heat dissipation. Metallised,
thermoplastic, high definition reflector - flood optic (40°). Structure with die-cast aluminium external contact
frame with a single white finish. Steel rotating parts. Safety glass included Quick and easy tool free assembly.
Life of LED should be > 50,000h - L80 - B10 (Ta 25°C). Diameter of the fixture should be approx. 83mm
including trim and height of the fixture should be approx. 90mm. Fixture should be compatible with dimming
protocol of DALI/Analog/Trial/DMX. Fixture should have an option of White, Black finish and Internal frame
should have option of White, Black, Gold, Chrome, Burnished Chrome options as per site requirement.
Complies with EN60598-1 and pertinent regulations and should be BIS certified.

Make: iGuzzini Laser Adjustable / ERCO / LTS

Each

131.00

248.

Supply & Fixing of 36 Watt Surface mounted type 4 feet Batten LED fixture made up of extruded
polycarbonate housing, fixture should have minimum net efficacy at System level (Not Chip
Level)>100lumens/watt, nominal system lumen of 3600 lumens, Life of fixture 50000hrs @ L70 Lumen
maintenance, CCT 4000 - 6000K, CRI=80, PF>0.95, and suitable for 230V AC, 50Hz. supply. Minimum Internal
Surge Protection>2.5KV. The fixture should comply with the parameters as per 1510322 and IEC60598, EMC /
EMI compliance, and LED driver shall be BIS registered & luminaire manufacture shall provide LM79report
from NABL accredited lab & LM80 report issued by LED manufacturer, IK 10 & IP Protection shall be IP-65.
Make: TRL OTA 3600-840 ET, Trilux / Regent / Lighting Technology.

Each

28.00

249.

SITC of approc 9.5 watt / mtr LED strips suitable for Cove Light applications. Securely mounted on aluminium
channel with lens / diffuser etc as per requirment. Complete with driver, mounting bracket / clamp accessories
etc as required. 230V, WW.Make : iBL / Dotspot / Led Linear/ iGuzzini

Mtr.

1750.00
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250.
0

SITC of Inground tree Uplight IP68 IK10 Recessed luminaire applicable to the floor or ground, designed for
fitting monochrome white LED with 8W in 3000K CRI80 having net lumen out of 1092Im. Total System
Wattage of the fixture should not exceed 10W. LED's should be from McAdam Step:2, for illumination, fixed
optic, with DALI dimmable incorporated electronic control gear. The round frame has a diameter D=144 mm;
the body and frame are made of AlSI 304 stainless steel with sodium-calcium extra clear glass, thickness 15
mm. Stainless steel body coated with black paint. The luminaire is fixed to the outer casing by means of two
TORX-type screws that ensure proper anchoring. Inclusive of LED circuit, OPTI BEAM aluminium reflector and
black plastic cover. The product is wired using an A2 stainless steel cable gland, with type AO7RNF 4x1 mm?
outgoing power cord having L=1200 mm. Overvoltage protection: 4KV Common mode, 3,5KV differential
mode. Life Time: 100,000h - L80 - B10 (Ta 40°C).The cable is equipped with an anti-transpiration device
(IP68)consisting of a silicone seal placed on the power cable and housed inside the product. The outer casing
for installation can bordered separately from the plastic optical assembly. The assembly made up of the frame,
optical assembly and outer casing guarantees 5000 kg resistance to static loads. Maximum glass surface
temperature is lower than 40°C. Complies with EN60598-1 and pertinent regulations and should be BIS
certified.

Make: iGuzzini Light Up Earth / ERCO/ WE-EF

Each

90.00

251.

SITC of Inground wall washer IP68 1K10 Recessed luminaire applicable to the floor or ground, designed for
fitting monochrome white LED with 15W in 3000K CRI80 having net lumen out of 697Im. Total System
Wattage of the fixture should not exceed 16.5W. LED's should be from McAdam Step:2., for illumination, fixed
optic, with DALI dimmable incorporated electronic control gear. The round frame has a diameter D=200 mm;
the body and frame are made of AlSI 304 stainless steel with sodium-calcium extra clear glass, thickness 15
mm. Stainless steel body coated with black paint. The luminaire is fixed to the outer casing by means of two
TORX-type screws that ensure proper anchoring. Inclusive of LED circuit, OPTI BEAM aluminium reflector and
black plastic cover. The product is wired using an A2 stainless steel cable gland, with type AO7RNF 4x1 mm?
outgoing power cord having L=1200 mm. Overvoltage protection: 4KV Common mode, 3,5KV differential
mode. Life Time: 100,000h - L80 - B10 (Ta 40°C).The cable is equipped with an anti-transpiration device
(IP68)consisting of a silicone seal placed on the power cable and housed inside the product. The outer casing
for installation can bordered separately from the plastic optical assembly. The assembly made up of the frame,
optical assembly and outer casing guarantees 5000 kg resistance to static loads. Maximum glass surface
temperature is lower than 40°C. Complies with EN60598-1 and pertinent regulations and should be BIS
certified.

Make: iGuzzini Light Up Earth / ERCO/ WE-EF

Each

20.00
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252,
0

SITC of ceiling surface mounted IP65, outdoor rectangular shaped luminaire with approx 12.4Watt,
2700K/ 3000K/ 4000K, CRI90, Macadam step 3, The optical assembly and upper base are made of
aluminium alloy and are subjected to a multi-step, pre-treatment process, in which the main phases
are degreasing, fluorozir-conation (a protective surface film) and sealing (with a nano-structured
silane layer). Metallised, thermoplastic, high definition optic, integrated in a rear position in the
black, anti-glare screen. Single cable entrance via black polyamide PG11 cable clamp, suitable for ¢
6.5+11mm cables. Connection with three fast-coupling terminals. All external screws used are made
of A2 stainless steel. Life Time LED 1: 50,000h - L90 - B10 (Ta 25°C). Complete with built-in electronic
ballast (220+240V ac 50/60Hz). Overvoltage protection: 2kV Common mode & 1kV Differential
mode.Complies with EN60598-1 and pertinent regulations and should be BIS certified.

Make: iGuzzini Laser Blade InOut / ERCO/ WE-EF / LTS

Each

9.00

253.

SITC of wall recessed IP66 IKO8 floor washer Luminaire for walkways designed to use high visual
comfort LED lamps 1.1W in 3000K CRI80 having net lumen out of 32Im. Total System Wattage of the
fixture should not exceed 1.5W. LED's should be from McAdam Step:3. Consists of an optical
assembly with an IP66 protection rating and an outer casing or wall-mounted base to be ordered
separately. The optical assembly and base are made of aluminium alloy treated with powder paint,
which provides a high level of resistance to weather and rays. Plastic closure guard at the rear of the
optical assembly. Complete with plastic cable gland and outlet cable. Sodium-calcium tempered
satin finish safety glass. Luminaire with no visible screws and an anti-vandal system that uses an
opening key to access the rear wiring compartment (supplied in the package). All external screws
used are made of A2 stainless steel. Version with remote 24Vdc ballast. Life Time: 77,000h - L80 -
B10 (Ta 25°C) . Wall-recessed installation with a plastic outer casing. Fixture finish option available in
white, grey and rust brown color.Complies with EN60598-1 and pertinent regulations and should be
BIS certified.

Make: iGuzzini Walkie Recessed / Dotspot/ WE-EF / ERco

Each

5.00

254,

Supply & Fixing of 28 Watt Recessed/Suspended/Surface luminaire with HE-High Efficiency LED (Light Emitting
Diode) system power:28W having system lumen of luminaire 3200Im, LED Chip SDCM should be 3. colour
temperature of 3000 - 5700K, neutral white, CRI>80, PF .95 & 230V constant current driver, 70% of luminous
flux after 50,000 operating hours, energy efficient LEDs with high CRI, direct light emission, luminaire profile in
anodised aluminium, pre-wired luminaire, diffuser for a homogenous light distribution, internal wiring, integral
electronic control gear, Protection class I, IP20 and luminaire should be feasible for end to end connection for
making shapes.

Make: LCL C/H 1200 OTA 52 LED 2600-840 ET (4 Ft.)- Trilux / Regent / Lighting Technology / LED Linear

Each

98.00

255.

Supply & Fixing of 28 Watt Recessed/Suspended/Surface luminaire with HE-High Efficiency LED (Light Emitting
Diode) system power:28W having system lumen of luminaire 3200Im, LED Chip SDCM should be 3. colour
temperature of 3000 - 5700K, neutral white, CRI>80, PF .95 & 230V constant current driver, 70% of luminous
flux after 50,000 operating hours, energy efficient LEDs with high CRI, direct light emission, luminaire profile in
anodised aluminium, pre-wired luminaire, diffuser for a homogenous light distribution, internal wiring, integral
electronic control gear, Protection class I, IP20 and luminaire should be feasible for end to end connection for
making shapes.Make: LCL C/H 1200 OTA 52 LED 2600-840 ET (2 Ft.)- Trilux / Regent / Lighting Technology

Each

10.00
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256.
0

SITC of Outdoor luminaire with a Wall Washer optic, designed to use LED lamps with 31W in 3000K
CRI80 having net lumen out of 2099Im. Total System Wattage of the fixture should not exceed 35W.
LED's should be from McAdam Step:3. Made up of an optical assembly with a base and an
aluminium alloy frame. The painting stage consists of a primer and a liquid acrylic paint, cured at 150
°C, with a high level of weather and UV ray resistance. With a 5 mm thick colourless transparent
tempered sodium-calcium glass cover. The product can be tilted by +5°/-90° around the vertical
plane with a 10° step graduated gauge and fitted with mechanical blocks that guarantee stable
aiming of the beam of light. Horizontal aiming is performed using the slots in the base, which allow
an +30° adjustment. High visual comfort. Polymer optic lens offering high yield and even light
distribution. Complete with circuit fitted with Warm White monochrome power LEDs. Extractable
control gear connected with quick-coupling connectors. 220-240V ac 50/60Hz DALI electronic
ballast. Replaceable control gear. Lifetime: 74,000h - L80 - B10 (Ta 40°C). Overvoltage protection:
10kV Common mode & 6kV Differential mode. All the screws used are made of A2 stainless steel.
Complies with EN60598-1 and pertinent regulations and should be BIS certified. (DIMENSIONS :
349x214x71)mm

Make: iGuzzini Platea Pro / ERCO/ WE-EF

Each

33.00

257.

SITC of Gobo Light (Indoor) track mounted adjustable LED framer spot light fixture with 6.5W in 3000K CRI90
having net lumen out of 143Im. Total System Wattage of the fixture should not exceed 9.8W. LED's should be
from McAdam Step:2. Miniaturised adjustable profiler projector complete with adapter built into semi-hidden
box containing the DALI dimmable electronic driver that allows the light emission to be adjusted. Die-cast
aluminium technical body for LED lamp; high definition Opti Beam reflector. The aluminium optical assembly
includes sophisticated telecentric optics system consisting of four anti-reflection-treated glass lens. Black
anodised aluminium locknut for manual focusing. The innovative optical system, combined with the option of
manual adjustment and four shaping flaps, allows precise, well-defined wall lighting with no halo effects or
soft edges. The optical assembly is fixed to the technical body with a rapid and practical magnetic system. This
solution allows it to be rotated by 360° which increases its versatility considerably. The projector is designed to
obtain a square, rectangular or variously irregular beam by manoeuvring the flaps. The package includes two
gobos for circular shapes. Life Time: > 50,000h - L80 - B10 (Ta 25°C). Dia of the fixture should not be more than
38mm. Complies with EN60598-1 and pertinent regulations and should be BIS certified.

Make: iGuzzini Paloc Framer QP49/ ERCO/ Derksen/ LTS

Each

10.00

258.

SITC of Gobo Light (Indoor) track mounted adjustable LED framer spot light fixture with 30W in 3000K CRI97
having net lumen out of 1260Im. Total System Wattage of the fixture should not exceed 35W. LED's should be
from McAdam Step:2. Die-cast aluminium body. 360° rotation on the vertical axis, +10° - 90° tilting relative to
the horizontal plane. Aiming is performed with mechanical screw locking mechanisms, graduated scales and
friction devices. DALI ballast integrated in the product. Framing projector fitted with @ 30 — @ 40 mm metal
gobo for round shapes and metal flaps used to shape and adjust the shape of the light beam for square and
rectangular shapes. All the aiming, focus and routine maintenance operations are fully tool-free. Life Time: >
50,000h - L80 - B10 (Ta 25°C). Possibility of ordering as accessories a set of diaphragms forth emission of
circular light beams, measuring 8mm and 40 mm, customized gobo made of chemically or micro laser cut
metal and24x36 mm slides. Overvoltage protection: 2kV Common mode & 2kV Differential mode. Dia of the
fixture should not be more than 115mm. Complies with EN60598-1 and pertinent regulations and should be
BIS certified.

Make: iGuzzini Paloc Framer P252/ ERCO/ LTS / Derksen

Each

10.00
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259.
0

SITC of Spotlight for outdoor use IP66 IKO7 with profiler designed to use LED lamps 25W in 3000K
CRI80 having net lumen out of 1307Im. Total System Wattage of the fixture should not exceed
28.2W. LED's should be from McAdam Step:2.. The optical assembly, arm and base and frame holder
are made of aluminium alloy .The painting stage consists of a primer and a liquid acrylic paint, cured
at 150 °C, with a high level of weather resistance. 5 mm thick extra-clear tempered sodium-calcium
closing glass. Secured using a 360° adjustable base. Adjustable horizontally. Includes a graduated
scale with a position lock. Complete with LED circuit and Opti Beam optic system. The product is
supplied with @40mmand @30mm gobos that allow 26° and 18° light cones and blades to define
specific magnetically mountable forms. Life Time: 81,000h - L80 - B10 (Ta 40°C)

The chance to use dichroic glass gobos (via assembly with a gobo holder and an image rotation
system) or in sheet metal (via a magnetic assembly). The product includes a PG9 cable gland.
Electronic DALI ballast integrated in product. Option of installing a SPD to increase voltage spike
protection. All external screws used are made of A2 stainless steel. (DIMENSIONS)

Make : iGuzzini Paloc In Out Framer EN27 / ERCO / Derksen

Each

10.00

260.

SITC of approx 10watt/ mtr LED strip of any reputed manufacture, securely mounted inside light frame, as per
approved design, with streched fabric or equivalent for a diffused surface, uniform light application, complete
with driver diming / lighting control applications. (as per approval)

Make (as approved by Engg-in-charge) : Euroceil / Barisol / Durlum or eqyv.

Each

105.00

261.

SITC of approx 10 Watt Led Decorative Table Lamp, complete with all accessories, driver , mounting base etc.
230V, WW.Make : Custom made (as per approval)

Each

1.00

262.

SITC of Self Contained Rechargeable LED Emergency Egress Routes with directions guidance Lighting With The
Following Features: Ceiling/ wall Surface mounting Type (as per appraoval) , multi LED which provides
illumination on normal mains power supply and the same lamp continues to provide illumination during mains
failure on self contained battery source. ON resumption of mains supply, the lamp switches back to the mains
automatically and simultaneously starts recharging the battery to the required level , LED Exit Light with Less
Than 5W LED lamp Fitting with 3 Hours backup with rechargeable Ni- Mh/Ni-cd battery ,Directional arrows
double sided as required & painted in Epoxy polyester powder coating, White in colours , with Made up of
CRCA Sheet steel -22SWG ,with16 to 24 hours Recharging period with constant current charger, Input Single
Phase - 230V 50 HZ - IP 42, Confirms to IS: 95831981 & CE Certified / ROHS Compliance. The signage shall be
as follows: (as per design & approval)

Make : Binary Opto/ Prolite/ Regnant

Each

96.00

263.

SITC of Surface & recessed mounted Track 1 meter
Make: Bajaj/Philips, Instapower or equivalent.

Each

5.00

264.

SITC of Surface & recessed mounted Track 2 meter
Make: Bajaj/Philips, Instapower or equivalent.

Each

5.00

265.

SITC of I / L - Connector
Make: Bajaj/Philips, Instapower or equivalent.

Each

15.00
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266. SITC of approx. 9 watt/ mtr, IP65 LED Strip in AL profile, 3k, on ground surface Each 72.00
0 Make: Bajaj/Philips, Instapower or equivalent.
267. SITC of approx. 7.5w/mtr, IP20 LED Strip in AL profile, 3k, inside cove Each 175.00
0 Make: Bajaj/Philips, Instapower or equivalent.
268. SITC of surface mounted approx. 28w 4ft LED Battens, 6k for kitchen/ stores/ office/ups/elect. room. | Each 5.00
0 Make: Bajaj/Philips, Instapower or equivalent.
269. Each 5.00
0
270. SITC of approx. 26 watt led spot, tiltable, surface mounted, 230 volt, 24 degree Each 5.00
0 Make: Bajaj/Philips, Instapower or equivalent.
271. SITC of approx. 10 watt led light, recessed mounted, 230 volt, 3000k Each 10.00
0 Make: Bajaj/Philips, Instapower or equivalent.
272. SITC of approx. 10 watt led light, Surface mounted, 230 volt, 3000k Each 10.00
0 Make: Bajaj/Philips, Instapower or equivalent.
TOTAL
TOTAL AMOUNT
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SMRITIVAN MEMORIAL MUSEUM INTERIOR EXECUTION BILL OF QUANTITY - PART 1

BILL OF QUANTITY_SEGMENT B

No.

Item

Item Description

Unit

Quantity

Size

Rate

Amount

Notes /
Remarks

SOFT CONTENT

1.0

Reception Digital Wall

The reception video wall will include 2 types of contents

1. Film of duration 3-5 minutes introducing the museum theme and
galleries that provides an overview of the history, process of
development and realisation of the narrative and the overall intent of
the museum. The film will have mixed media content including
information graphics, illustrations, 2D animation/Motion Graphics/3D
animation and models with live action shoot wherever required as per
the theme and storyline of the film. The content should be supported
by sound design and voiceover in 3-4 languages. The rate for
photoshoot and video shoot of all work under the museum interiors to
be included.

2. The screen will also have specific segments which will be touch
enabled that will help the visitor to get to know details about the
SEMM, Bhuj, GSDMA and other visitor related information like opening
timings , suggestive routes, things in and around Smritivan memorial
etc to be integrated in the application. The application will have
approximately 10 pages for which wireframing, user interface design,
front end and back end coding of the user interface will need to be
developed as per the approval of the design consultant. Programming
using HTML/Unity/Java or any other interactive programming language
to be considered. Related detail content identification to be done by
the vendor

job

Refer to Reception
in C Block in the
reference
presentation for
details

2.0

Elliptical 360 Projection

Development of mixed media content (using 2D animation/Motion
Graphics/3D animation and models with Live action shoot where ever
required as according to script and storyline) of duration 5-8 minutes
to be played in a loop. The content should be supported by sound
design and voice over. The theme of the film is to convey the resilience
of the world around us. No matter what change strikes, nature is able
to rebuild and restructure. The sound will be exclusively produced like
a chant based track, echoing slow music that rises and falls cyclically
according to the changing lifecycles using Gujarati folk musical
instruments. The visual style will be large sweeping panoramas of the
changing landscape in a time-lapse style showcasing destruction and
resurrection of nature. For example: 1.vast green plains drying and
back to green. Mountain scapes losing snow and then becoming white
again. 2.volcanic eruption then green mountain sides. 3.forest fire and
re growth. 4.flooded plains and dry land with greenery sprouting etc.

job

Refer to C1 gallery
in the reference
presentation for
details

GSDMA

Page | 93

O]

GSDMA



Tender for selection of agency for interior works and operations & maintenance including development, supply, procurement,

integration, execution , operation & maintenance of soft content, exhibits, installations, lighting and digital equipment

at Smritivan Memorial Museum at Bhuj, Kutch, Gujarat, India

The footage may be created or procured from existing channels with
appropriate copyrights.

3.0 Seismograph A Realtime visual graph using 2D/3D animation to be programmed job Refer to C2 gallery
using the data of live seismic reading from sensors placed in the in the reference
outdoor space on the museum campus and displayed in real time on presentation for
the digital screen. The user interface for the screen has to be designed details
including the front and the back end development as per the approval
of the design consultant

4.0 Globe Projection The aim of the film is to depict and showcase the formation of earth, job Refer to C3+C5
from Pangea and Gondwana to present-day earth and present-day gallery in the
Gujarat. The a/v to include 2D/3D animated content/information reference
graphics/images/videos with appropriate editing and sound design. presentation for
The duration of the film will be 6-8 minutes. The visual style will be details
projection on globe, geographical animations based on the movement
of the earth and land masses. It will showcase meteorological
depictions of the entire world and the landform of Gujarat with
topographical elevation. The film will have the voiceover with music in
3-4 languages explaining the movement of land.

5.0 Evolution of Humans The aim of this AV interactive installation is to showcase the advent of job Refer to C6 gallery
the human civilisation on a digital wall in an interactive format. This in the reference
exhibit will showcase 2D animated silhouette based walk cycle of presentation for
human evolution in 1:1 scale with appropriate VFX, editing, colour details
correction etc. Total content length is 90 Seconds and should be
responsive to the movement of the viewer walking along the projected
surface.

6.0 VR Early Civilization 3D reconstruction of 3 sites in game engines like Unity/Unreal. The VR job Refer to C7 gallery
interface should allow the user to choose the sites using gaze control. in the reference
Each site will have minimum 10 interactive points with 60 seconds of presentation for
walkthrough experience, that will reveal information in form of details
text/images/video about the importance of site. The content to take
the users on a virtual tour of minimum 3 ancient sites like Dholavira,

Lothal, Surkotada, Bagasra etc. The voice over/subtitles for the film will
be done in 3-4 languages. The rate to include all site survey, 3D
modelling, required photo/video shoots, rendering, vfx etc required for
the complete experience of the virtual tours

7.0 Early Civilization Showcase The projection in the background showcases large scale images of the job Refer to C7 gallery
excavated sites like Dholavira, Lothal etc. This will be mixed Media in the reference
Content (Using 2D animation/Motion Graphics/3D animation and presentation for
models with Live action shoot wherever required as according to script details
and storyline). The content should be supported by sound design and
voice over of duration 3 - 4 Minutes. the budget to include cost of
video shoot, photo shoot, site visit to respective chose site as per the
approval of the Museum design consultant.
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8.0

Audio Guides

VO with script in 3-4 languages primarily English, Hindi and Guajarati
with post production and sound effects where ever necessary in
synchronisation with the hardware of duration 90-120 minutes in each
language. Voiceover by a celebrity artist in all languages with
experience in films/ TV/ museum voiceovers, as approved by museum
design consultant / GSDMA. This item includes studio cost and all the
necessary coordination and shall include sound artist team having
relevant experience. The VO to be exported in the format required for
synchronisation in the audio guide anphone application owith respect
to the museum narrative requirement

job

9.0

Gujarat And It’s Topography

The AV focusses to explain the topographical landform of Gujarat with
special focus on its vulnerabilities to environmental forces. Since the
film is a mix media installation combining kinetic surfaces with
projection the visuals will be graphical highlighting the various regions
of Gujarat and the backdrop of the screen. The duration of the AV will
be 6-8 minutes with VO in 3-4 languages. The film to include motion
graphics, 2D/3D animation, information graphics, images, video
content, illustrations, sketches that will be created or procured from
archival content. The movement of the kinetic blocks also to be
designed in synchronisation with the AV to create the design effect as
per the approval of the Museum design consultant.

job

Refer to D1 gallery
in the reference
presentation for
details

10.0

Forces of nature time-lapse

Development of the GUI and AV content to be streamed on the
interactive digital screens will include playing a time-lapse displaying
the original form of the stone and the predicted form as per the
analysis in the next 100 years when it is being constantly exposed to
one of the 3 natural forces of vibration, water flow or wind using 3D
/2D animation to achieve the look and feel of actual rocks. The time-
lapse will be of minimum 60 seconds duration for 1 screen. The user
should be able to interact with the exhibit through the digital screen
where he will be able to go back and forth in time to see the condition
of the rocks with respect to the year. It will include the back end
programming and front end Ul for the screen along with wireframing,
screen development and required coding as per the approval of the
Museum design consultant.

job

Refer to D2 gallery
in the reference
presentation for
details

11.0

Science demonstration videos

The AV content will showcase the science behind the occurrence of
volcano, droughts and famines of duration 2-3 minutes each through
mix media content including 2D/3D animation, green screen shoot,
motion graphics supported with voiceover In 3-4 languages and
required sound design. The content should focus on the reasons for
the occurrence of the respective phenomenon's supported with
explanatory visualisations and audio.

job
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12.0

Responses Of Changing Environments

The AV will include immersive experiences of White Rann and Banni
focusing on , adaptation of wildlife, Flora & Fauna to changing natural
landscape emphasising on their resilience , examples of Ghudkhar,
chinkara, caracal etc. This highly interactive exhibit's content will
provide the visitor with options to change/add/remove elements from
the projected environment and the audio visual as per the trigger will
automatically depict the effect of the changes made by the distorted
projected content will be mixed media Content using 2D
animation/Motion Graphics/3D animation, illustration, models with
live action shoot wherever required as according to theme and
storyline. The visual language has to be derived from one of the
Gujarat based handicrafts such as block printing etc as approved by the
design consultant. Ambient soundscape suitable with the visual
content to be developed. There will be minimum of 30 interaction
options for the visitor including input from the 4 x 9" tablets and 10
sliders. The visuals will need to be defined accordingly. The projection
will include a minimum of 2 major landscape settings including Banni
grasslands and the rann.

job

Refer to D4+D6
gallery in the
reference
presentation for
details and
reference video

13.0

Allah Band

The AV will represent the creation of Allah Bund and emphasise the
recurrence of immense tectonic activity in the area. Since the
projection is on an inclined horizontal surface the AV so developed
should make the most of the screen designed to create visual effects to
enhance the viewer's experience. the AV will contain mixed media
content including 2D animation/Motion Graphics/3D animation and
models with Live action shoot wherever required as according to script
and storyline. The content should be supported by sound design and
Voiceover in 3-4 languages of duration 3-5 minutes.

job

Refer to D8 gallery
in the reference
presentation for
details

14.0

Formation of GSDMA Show

The 6 - 8 minutes show sets the context that led to the formation of
GSDMA, the very moment the GSDMA was formed and what were the
first actions taken by them to asses and address the situation at hand.
The entire show will be a combination of play by light, projection of
visual content on the table along and few mechanical installations like
a flipping calendar etc. The AV should be developed as per the setting
of a conference table where suitable personnel, officers and
bureaucrats are assumed seated around the table on the physically
present chairs and having a conversation about the inception,
formation and immediate actions to be taken by the GSDMA. The
visuals will include motion graphics, videos/images from archives,
illustrations,, 2D/3D animation etc in Full HD/appropriate resolution
along with suitable sound design including dialogues and recordings
from archives.

job

Refer to D10 gallery
in the reference
presentation for
details

15.0

Interactive Book

The interactive projection enables the visitors to go through the key
highlights of the GSDMA act and policy by a flipping gesture on a
Corian model of a book with the help of sensors and projector. the
content for the projection will include motion graphics, illustrations
and images along with text designed for a book spread in Full HD
resolution. The content will focus on the aim, mission and objectives of
the GSDMA act and GSDMA policy 2002 in an abstract and visually
appealing manner as per the approval of the design consultant. The

job

Refer to D10 gallery
in the reference
presentation for
details
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rate to include layout and design of the user interface along with
wireframing, interface development and required coding.

16.0

Floor Map Projection

The AV of duration 3-4 minutes showcases the growth and
development of the state of Gujarat played in a loop. The projection on
the floor showcases the time-lapse of the satellite images of the
Gujarat state since 2001 (before Earthquake happened) to current
time. The content projected should be in synchronisation with the
outline map printed on the custom made vinyl flooring. The data will
be a recreation of satellite imagery of Gujarat over a period of time wit
an expected resolution is full HD along with 2D/3D animation, motion
graphics, illustrations as per the design consultant approval

job

Refer to D12+D14
gallery in the
reference
presentation for
details

17.0

Gujarat rehabilitation and reconstruction
policy case study

The theme of the film is based on the study of the reconstruction and
rehabilitation of large towns that were resurrected from the ground
up, and also examine the present progress path. The AV will be a
documentary based film of duration for 6 -8 minutes in total including
4 specific locations of kutch with VO in 3-4 languages. The
documentary's visuals will use before and after pictures of the areas
mentioned, the construction required, the effort involved, the time
taken and the stakeholders involved amongst other things. Apart from
these 4 areas, 3-4 cities in Gujarat will also be covered showcasing
their redevelopement and success stories. Archival material including
video footage, documents and photos to be used along with fixed
media content including 2D animation/Motion Graphics/3D animation
and models with Live action shoot wherever required as according to
script and storyline.

job

Refer to D15 gallery
in the reference
presentation for
details

18.0

Interactive Door

These 20 short films will be made using Motion Graphics/Archival
Footage/ image shoot/ video shoot with audio and sound design with
voiceover in 3-4 languages of 1-2 minutes duration each to showcase
the success stories of different organisations/individuals/associations
since the earthquake with interviews and capturing their respective
growth along all these years.

job

Refer to D16 gallery
in the reference
presentation for
details

19.0

Living Room

Archival footage showcasing the parade at the Rajpath held on the
republic day in 2001 on doordarshan or any national channel or local
Guajarati channel of duration 3-4 minutes edited with 2D animation of
30-60 seconds at the beginning and end such that the video can be
played in a loop on a television screen on loop

job

20.0

Chaos Room Projection

Green screen shoot, editing and processing of 3 audio visual clips of
total 3 - 5 minutes duration with 1 actor in local kutchi get up. The av
will capture the emotions of distress, confusion, sorrow, trauma and
pain that the people suffered within 24 hours of the earthquake. The
footage needs to be treated as per the technical requirement for the
holographic projection system for best effect

job
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21.0

Chaos room audio spots

Audio files and voiceover in the local language with required sound
design converted to suit the directional speaker hardware of duration
6 - 8 minutes which will be played on loop. The content to be
developed as per the mood of the E1 + E2 exhibit depicting the
aftermath of the earthquake with the sound like debris falling,
destruction happening to infrastructure, voices of people running
creating a sense of chaos, fear and pain. The output to be planned as
per 7 directional speakers planned in the entire gallery with a sense of
continuity.

job

21.0

Visual Content for Earthquake Destruction -
42" screen

Montage film of 2-3 minutes depicting the destruction caused after the
2001 earthquake with moving and still images. The video will be made
using archival images, documents and footages showing the conditions
immediately after the earthquake in Kutch, Gujarat and around the
country. The rate to include required 2D animation, motion graphics,
copy for subtitles, appropriate background music (if any).

job

22.0

Chaos Room Seismic Table Projection

AV of duration 3-4 minutes using motion graphic, 2D/3D animation,
imagery and video content supported with voiceover In 3-4 language
and supported with appropriate sound design explaining the scientific
understanding of the earthquake of 2001 explaining the fault lines that
was activated, the epicentre of the earthquake and similar content
with the context of Kutch and Gujarat specifically. The motion of the
viberation table to be incorporated in to planning the soft content and
make optimum use of the tactile experience that will be created by the
motor

job

23.0

Bus Projection

Development of mixed media content including 2D animation/Motion
Graphics/3D animation and models with archival footages wherever
required as according to script and storyline. The content should be
supported by sound design and voiceover in 3-4 languages. The
content to be of 3-4 minutes duration showcasing the immediate
measure taken post the earthquake in context to Gujarat and Kutch
specifically like the buses being converted into ambulance due to the
destruction of most of the hospitals etc.

job

24.0

Hanging Walkie Talkies

Audio show with voice recordings and appropriate sound design
depicting the scene of a control room set up to monitor to reports and
updates post the earthquake informing the visitors about the
destruction caused and the measures being taken simultaneously to
improvise and control the situation across the state of Gujarat. The
show should be able to transcend the visitors into a scene of a control
room and parallelly inform the visitors about the sense of panic,
confusion that was present immediately after the earthquake. The
content to be programmed as if different voices are emerging from
suspended walkie talkies suspended in the installation as per the
approval of the design consultant The content to be supported with
voiceover in 3-4 languages and appropriate sound design as per the
theme and effect of the installation.

job
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25.0

Hologram (Room Corner)

Holographic projection of duration 4-5 minutes showcasing the scene
of rescue operations carried out at Kutch with mix media content
including 2D animation/Motion Graphics/3D animation and models
with archival footages wherever required as according to script and
storyline. The content to include green screen shoot with minimum 2
actors to depict the rescue operation being carried out along with the

struggles and challenges faced by the victims as well as the volunteers.

The content to be supported with voiceover in 3-4 languages and
appropriate sound design as per the theme and effect of the
installation.

job

26.0

Hymns/Bhajan Wall

Mixed media content of 4-5 minutes duration played in loop including
2D/3D animation/motion graphics/ studio sound recording and site
shoot of the local songs and hymns with the folk singers of the songs
that were sung while the people were living in the temporary shelters
after the earthquake. The content should be supported with
appropriate sound design and voiceover in 3-4 languages.

job

27.0

Personal Interviews

Interview recording, editing and post production of minimum 100
people from at least 20 different locations who experienced the 2001
earthquake. With the ratio of 60% interiews conducted in kutch,
covering all the taluka's of kutch district and 30% to cover all other
district of gujrat and remaining 10% other states that experienced
2001 earthquake. In Each interview to be minimum 2-3 minutes with
voiceover in 3-4 languages and appropriate sound design. The people
interviewed to be delicately balanced across age groups, experiences,
gender, locations and experiences inclduing govenment officails on
official emergency duty during the earth quake as per the approval of
GSDMA/ design consultant.

job

28.0

Seismic Data of World

AV content showcasing the seismic activities that have been occurring
across the globe since the past 100 years in time-lapse through mix
media content including motion graphics, 2D/3D animation,
illustrations supported with sound design and voice over In 3-4
languages of a total duration of 2-3 minutes. Appropriate rights to be
taken if the data is being procurred from a third party.

job

29.0

Seismic Data of World Live

Creating GUI for streaming live content to showcase the ongoing
seismic activities worldwide. The rate to include development of user
interface, front end and back end coding, identifying the data source
and obtaining related permissions with the support of GSDMA.
Appropriate rights to be taken if the data is being procurred from a
third party.

job

30.0

GSDMA Disaster Preparedness application -
1

GUI, coding and required programming for interactive content
developed for 9" tablet screen on the basis of the workshops
conducted by GSDMA for disaster risk management programme,
school safety week, training and capacity building programmes
including the screening of existing demo videos and jingles made by
GSDMA. The application will have approximately 20 pages with
multiple interaction points and solutions. The theme of the content to
be focussed on educating the visitors about the activities and measure
being undertaken by GSDMA for disaster preparedness. Provision of

job
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sending content / Jpeg to the visitors in real time to be considerd as a
part of the application.

31.0

GSDMA Disaster Preparedness application -
2

GUI, coding and required programming for interactive content
developed for 44” interactive screens with content developed on the
basis of the 3 key programmes of GSDMA for risk mitigation and
preparedness amongst the local community, Long term disaster
preparedness, Hazard mitigation, comprising both structural and non-
structural measures, and risk transfer. Disaster management capacity
building through education, information sharing, hazard related
research and training. The application will have approximately 20
pages with multiple interaction points and solutions. Provision of
sending content / Jpeg to the visitors in real time to be considerd as a
part of the application.

job

32.0

Social Wall application

Ul design to host CMS updates with social media plugins like
twitter/fb/Instagram to retrieve and upload the data to and from
internet in real time. The application to include the feature of visitors
being able to post an image of themselves and selected taglines form
pre determined responses with the hashtag like 'today | learnt' on the
museum's social media page. The rate to include the cost of all
required hardware, integration, camera, programming, wireframing,
front end and back end development etc for the smooth functioning of
the application and achieving the desired experience as per the
design. Appropriate permissions to be taken from the user for sharing
content. Provision to click photograph and upload to be integreted

job

33.0

Earthquake Simulator

Direction and creation of the show containing an AV Content of
duration 8-10 minutes including 2D animation/Motion Graphics/3D
animation/ live action shoot, green screen shoot wherever required as
according to script and storyline. The content should be supported by
appropriate sound design and voiceover in 3-4 languages. The content
to be provided in format which is in synchronisation with the technical
system being used for simulation and projection. The entire show to be
able make the visitors relive the time when the earthquake took place
in 2001 across the country with focus on Kutch and Gujarat.
synchronised lighting, AV content and movement analysis and
programming for the simulated surface to be developed required for
the smooth functioning of the show with the desired effect as per the
gallery design. The show to be curated such that the visitors are able to
relieve the events of the earth quake, the show should make efficient
use of all the equipement being considered for Block H simulator
experience. The film should have drone shoots and animation of kutch
and Gujarat to make the visitor feel as if he is flying/ riding to see the
current parts of gujrat including the museum site / Statue of unity and

job
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other important developement that have happened after the
earthquake, emphasising the properity of the state.

34.0

Tsunami simulator

Mixed media content of duration 3-4 minutes showcasing a tsunami
and the related effects using 2D animation/Motion Graphics/3D
animation and models with live action shoot wherever required as per
the storyline. The content should be supported with sound design and
voiceover. The content to be provided in format which is in
synchronisation with the technical system being used for simulation
and projection

job

35.0

Cyclone simulator

Mixed media content of duration 3-4 minutes showcasing a cyclone
and the related effects using 2D animation/Motion Graphics/3D
animation and models with live action shoot wherever required as per
the storyline. The content should be supported with sound design and
voiceover. The content to be provided in format which is in
synchronisation with the technical system being used for simulation
and projection

job

36.0

Simulator Reception Film

AV content of duration 3-4 minuted to be played in loop providing an
introduction to the Simulator experience made with 2D/3D animation
with suitable music.

job

37.0

Auditorium film

A/V of duration 12-15 minutes showcasing the SEMM concept and
design through shoots, images, 2D/3D animation, illustrations etc with
voiceover. The a/v cost to include the cost for drone shoot, video shoot
and another types of shoot and respective equipment's necessary to
capture the project along with the interview recording of all the
stakeholders including the GSDMA director, memorial architect,
museum design consultants etc. The film to be visualised and
developed as per the technical requirement for 3D projection. The
rate to include cost of special video shoot of the site as per
requirement of 3D cinema / projection of the complete SEMM Project
and Bhuj.

job

38.0

Development of 2D Graphics

Human resources required for development of worldclass 2D/3D
graphics for printing on all surfaces including glass, fabric, vinyl,
concrete, MDF or any other tactile surface being used in the museum
including layout design, typography, test files, illustration
development, visualisation, colour schemes and print ready files for
execution of a printed surface of approximately 2500 square meters.
This will include graphics for scenography, environmental graphics,
information panels and all other purposes. Expert designers &
visualizers to be considered for graphical visualization using
contemperory design language in sync with the content theme of the
museum. Rate inclusive of file sampling, editing and proof reading
content in all 4 languages.

job
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39.0

Smritivan Website

Concept design, detail design and execution of Smritivan museum and
memorial website with wire framing, user interface design and
development of a responsive website with an integrated e-commerce
channel for souvenir shop and ticketing. The website to be designed
and developed in synchronisation with the design language of the
overall museum with minimum 20 pages. The website to be updated
from time to time with daily updates.

This web portal will also have an admin interface for back end
monitoring and handling of the website. Website shall act as a single
window for users to access all the information and services offered by
Smritivan Earthquake Memorial & Musuem, Bhuj, Gujarat, India.
General Requirements

1. The website should be scalable and should be developed with the
facility of incorporating Ticket/Booking Management and resource
planning.

2. The website should be responsive, web optimized i.e. should have
good Yslow or pagerank ratings.

3. The website should shall adhere to “Gol — Framework &
Guidelines for website design and use of Social media for Government
organizations” issued from Department of Electronics & Information
Technology, Ministry of Communications and Information Technology
(MoCIT, Gol).

4. The website should be easy to manage and add content by a non-
technical person from the admin panel.

5. Website should be SEO enabled and can be easily optimized

6. Website should use an industry standard open source system to
create a secure and robust platform with backend CMS.

7. The frontend design of the website should be easy to navigate
and should have international feel to its overall design.

8. Trilingual ( English, Hindi and Gujarati)

job
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Front End:

Suggestive list of content

A. Home Page

a. Logo

b. Secondary Menu — ( Login / My Account / Sitemap/search /

Language selection)

O MMOUENTOPONPRENTYPPAT TTE RO QO

Primary Menu — ( About Us ...)
Rotational Images (banners) - optional
Welcome content

Body Content

News and Events

Testimonial Briefs

Footer menu

Message from PM/CM/CEO
Social Media Links

History

Smritivan Concept (content)
Smritivan Society (content)
Smritivan Governing Body (content)
GSDMA (content)

NDMA (content)

Gallery

Ongoing construction pictures
Completed components

Virtual Tour — 360 degree View
Key Visits of Famous Personalities
Visitor Testimonials and Pictures
FAQ (content)

Contact Details

How to reach ( Google Map )
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b. About Bhuj

c. Contact us (form will be there and on successful submission,
query will be received on concerned email id)

Registered User Pages

A. My Account

B. Add Your Reviews with Pictures and Suggestion

C. Complaint Management

Admin Panel functions:

A. Menu Management ( Primary , Secondary and footer )

a. User can add, update and delete website content or link for top
menu

B. Footer Section Management

a. User can add, update and delete website content or link for
footer

b. Admin should be able to create new sections in the footer to add
content — Predefined templates to be provided to create such sections.
C. Slider Management — Admin should be able to add/remove new
images with content to home page slider.

D. News / Article Management:

a. Client able to add/update/delete news with below fields

Title

Short descriptionlmage

Long description State DateE. Photo gallery Management:

a. With help of this module, client will be able to add/update/delete
new album for photo gallery. Fields for the album are stated below:
Title Cover Photo of album

Cover photo short description b. Client will be able to
add/update/delete multiple photos in created album, Select album,
Add Photo, Short description for photos F. Video gallery
management
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a. With the help of this module, client will be able to
add/update/delete embedded code for YouTube videos

b. Fields will be as stated below:

Title of the video

Embedded code of YouTube

Note: Video gallery will be created in YouTube and its embedded code
will be added in the portal

G. Sections Management —

a. Admin should be able to add/remove new sections with Page
titles and Page content.

b. Content Management System — Website Administrator should be
able to create pages through a standard Content management system
and can publish content through it. There should be specific
layouts/templates for creating the pages. H. User Management

a. Admin should be able to manage the registered users and
activate / deactivate any user from the website.

b. Admin should be able to manage testimonials submitted by the
userl.  Testimonial Management

a. Admin should be able to moderate the testimonials submitted by
the users

b. Admin should be able to publish/unpublish the selected
testimonials (with or without pictures.). Also admin should be able to
select which picture to publish.

c. Admin should be able to set sequence of published testimonials
J.  Events Management

a. Admin should be able to create new events and put details of
event on the website.

b. Registered users can show interest to visit the event online.

¢.  Admin should be able to see the list of interested visitors.

d. Event brief should be displayed on the homepage with a link to
event page.

K. Forms Management and short codes

a. Admin should be able to create custom forms and assign a short
code to that form. Which can be added to any custom page.

b. Admin should be able to see the response of each form against
the form shortcode and should be able to download the response in
CSV format with custom form heads as columns and rows with data.
11. The branding and visual language of the application to be in
synchronisation with the visual language of the museum interiors.
Wireframes and sample
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40.0

Smritivan Memorial and Museum phone
application design both on iOS and android
platform

Concept design, detail design and execution of Smritivan Memorial and
Museum phone application design both on iOS and android platform
The aim of the application is to do the following :

1. The application should serve as a mini guide to the over all museum.
User should be able download it at the museum or remotely through
the play store/App Store for free. The size of the application should be
manageable for quick downloads.

2. It should serve as a platform where people can buy tickets for the
permanent as well as the temporary exhibition galleries (current and
upcoming). The user should be able to know the current and upcoming
exhibitions 3. The user should also have an option to listen to all the
500 audio guide’s audio points through this application In 3to 4
languages. The application should be designed to have provisions for
catering to upto 10 languages in the future.

4. The application must be designed in a way such that it helps thr user
to navigate inside the museum. It should have options of multiple
tours like - tours to kids, tour to important galleries / installations for a
quick visit to the museum and full tour. The content to the tours will be
altered as per the need to a kids tour/quick tour and full tour. The
content will be mainly audio but should have appropriate and enough
navigation graphics and photos of the current museum to make the
user interface user friendly and aesthetically pleasing.

5. The content of the kids tour and quick tour to be specially created
with appropriate copywriting and content creation and should be also
transferable to the museum audio guide as well.

6. The application should also have an option of giving the building
architectural and interior design tour on important subjects. Must have
minimum 20 audio points each to explain both the architectural and
interiors insights. It should explain the over all concept, material
details, design details etc. The contractor is required to understand
these with architect and interior exhibition designer before designing
it.

7. The contractor is required to have all audio’s text also to be written
in the application of the user who don't wish to listed but read all the
points.

8. The application should be well designed with interface and graphic
design. Necessary approvals need to be taken from GSDMA at
wireframe stage, for user interaction Interaction, look and feel of the
overall application.

9. The account for iOS to be created in the name of GSDMA 10. The
application to have an integrated admin interface for ease of handling
and managing the visual and contents for the website.

11. The branding and visual language of the application to be in
synchronisation with the visual language of the museum interiors.
Wireframes and sample
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SMRITIVAN MEMORIAL MUSEUM INTERIOR EXECUTION BILL OF QUANTITY - PART 1

BILL OF QUANTITY_SEGMENT C

S No.

Item

Item Description

‘ Ref. No ‘ Unit ‘ Quantity‘ Size ‘ Rate ‘ Amount

Notes / Remarks

1.0

Stationary

Procurement of museum branded accessories and stationary for the library
, reception and office areas including board pics, soft boards, pencil, pens,
post its, envelopes, files and folders, pen stands etc and terrazo finish table
organisers, paper weights etc. Minimum 400 pieces of different range of
objects to be provided in total.

no.s 1

2.0

Dustbins

Pole Dustbins 25 Units ( 50 Ltrs) + Wheeled Bins (240 Ltrs)(55 Units) +
Wheeled Bins ( 120 Ltrs) 75 Units Pole Dustbins (50 Ltrs). Can be mounted
on poles, walls, stakes and trellises without any trouble. They are emptied
by simply releasing them with a universal triangular lock and key.Available
in the standard colours as per approval by museum consultant.The lid can
be locked with a triangular key, which also provides added security to the
bin against scavengers and animals.Provided with Metal strip at opening for
extinguishing cigarettes.Lock and key are completely metallic without any
plastic parts. Back plate is completely metallic without any plastic parts.
Resistant to UV, cold, heat and chemicals. Two Wheeled Waste Bins (240
Ltr) Two Wheeled Waste/Garbage Bins of hard plastic, capacity : 240 Ltrs.

no.s 25

3.0

Pamphlet & Coffee
Table Book

Detail designing & printing of 10 leaf museum pamphlets of size - 200mm x
700mm and 100 pager coffee table book of size 18" x 9" with premium
printing quality. The design language including colors, layout, imagery and
typography to be in synchronisation with the museum interior branding
theme.

1job 1

4.0

Souvenirs for shop
and G block café

Design, prototyping and development of minimum 35 souvenir products
based on Smritivan Memorial Museum. These products shall be displayed
in the souvenir shop/experience store of the museum. The price range for
minimum 25 souvenirs products so designed by the consultant should be
priced between X50 to X500 and remaining 10 may be in the range of X501
- %2000, with products of various typologies such as — coasters, calendars,
posters, dairy, stationary, fridge magnets and other souvenirs all related to
the concept and narrative of the project. Minimum 300 copies of each
product below X500 range and minimum 100 copies of products of the
price range between X501 - 22000 to be provided. Coth being made as part
of D16 gallery to be used for designing and producing the souviners.

1job 1

TOTAL

GSDMA

Page | 107



